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nr normy tytuł

ASTM A 21 vol. 01.05   (2003 r.)

ASTM A 27 A27M SPECIFICATION FOR STEEL CASTINGS, CARBON, FOR GENERAL APPLICATION vol. 01.02   (2002 r.)

ASTM A 29 A29M vol. 01.05   (2003 r.)

ASTM A 47 A47M SPECIFICATION FOR FERRITIC MALLEABLE IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 48 A48M SPECIFICATION FOR GRAY IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 74 SPECIFICATION FOR CAST IRON SOIL PIPE AND FITTINGS vol. 01.02   (2002 r.)

ASTM A 90 A90M vol. 01.06   (2003 r.)

ASTM A 99 SPECIFICATION FOR FERROMANGANESE vol. 01.02   (2002 r.)

ASTM A 100 SPECIFICATION FOR FERROSILICON vol. 01.02   (2002 r.)

ASTM A 101 SPECIFICATION FOR FERROCHROMIUM vol. 01.02   (2002 r.)

ASTM A 102 SPECIFICATION FOR FERROVANADIUM vol. 01.02   (2002 r.)

ASTM A 108 SPECIFICATION FOR STEEL BAR, CARBON AND ALLOY, COLD-FINISHED vol. 01.05   (2003 r.)

ASTM A 109 A 109M SPECIFICATION FOR STEEL, STRIP, CARBON (0.25 MAXIMUM PERCENT), COLD-ROLLED vol. 01.03   (2003 r.)

ASTM A 111 SPECIFICATION FOR ZINC-COATED (GALVANIZED) ""IRON"" TELEPHONE AND TELEGRAPH LINE WIRE vol. 01.06   (2003 r.)

ASTM A 116 SPECIFICATION FOR METALLIC-COATED, STEEL WOVEN WIRE FENCE FABRIC vol. 01.06   (2003 r.)

ASTM A 121 SPECIFICATION FOR ZINC-COATED (GALVANIZED) STEEL BARBED WIRE vol. 01.06   (2003 r.)

ASTM A 123 A123M SPECIFICATION FOR ZINC (HOT-DIP GALVANIZED) COATINGS ON IRON AND STEEL PRODUCTS vol. 01.06   (2003 r.)

ASTM A 125 SPECIFICATION FOR STEEL SPRINGS, HELICAL, HEAT-TREATED vol. 01.05   (2003 r.)

ASTM A 126 SPECIFICATION FOR GRAY IRON CASTINGS FOR VALVES, FLANGES, AND PIPE FITTINGS vol. 01.02   (2002 r.)

ASTM A 128 A128M SPECIFICATION FOR STEEL CASTINGS, AUSTENITIC MANGANESE vol. 01.02   (2002 r.)

ASTM A 132 SPECIFICATION FOR FERROMOLYBDENUM vol. 01.02   (2002 r.)

ASTM A 143 A143M vol. 01.06   (2003 r.)

ASTM A 146 SPECIFICATION FOR MOLYBDENUM OXIDE PRODUCTS vol. 01.02   (2002 r.)

ASTM A 148 A148M SPECIFICATION FOR STEEL CASTINGS, HIGH STRENGTH, FOR STRUCTURAL PURPOSES vol. 01.02   (2002 r.)

ASTM A 153 A153M SPECIFICATION FOR ZINC COATING (HOT-DIP) ON IRON AND STEEL HARDWARE vol. 01.06   (2003 r.)

ASTM A 159 SPECIFICATION FOR AUTOMOTIVE GRAY IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 167 vol. 01.03   (2003 r.)

ASTM A 176 SPECIFICATION FOR STAINLESS AND HEAT-RESISTING CHROMIUM STEEL PLATE, SHEET, AND STRIP vol. 01.03   (2003 r.)

ASTM A 197 A 197M SPECIFICATION FOR CUPOLA MALLEABLE IRON vol. 01.02   (2002 r.)

ASTM A 216 A216M vol. 01.02   (2002 r.)

ASTM A 217 A217M vol. 01.02   (2002 r.)

ASTM A 220 A220M SPECIFICATION FOR PEARLITIC MALLEABLE IRON vol. 01.02   (2002 r.)

ASTM A 227 A227M SPECIFIACATION FOR STEEL WIRE, COLD-DRAWN FOR MECHANICAL SPRINGS vol. 01.03   (2003 r.)

ASTM A 228 A228M SPECIFICATION FOR STEEL WIRE, MUSIC SPRING QUALITY vol. 01.03   (2003 r.)

ASTM A 229 A229, SPECIFICATION FOR STEEL WIRE, OIL TEMPERED FOR MECHANICAL SPRINGS vol. 01.03   (2003 r.)

ASTM A 230 A230M SPECIFICATION FOR STEEL WIRE, OIL TEMPERED CARBON VALVE SPRING QUALITY vol. 01.03   (2003 r.)

ASTM A 231 A231M SPECIFICATION FOR CHROMIUM-VANADIUM ALLOY STEEL SPRING WIRE vol. 01.03   (2003 r.)

ASTM A 232 A232M SPECIFICATION FOR CHROMIUM-VANADIUM ALLOY STEEL VALVE SPRING QUALITY WIRE vol. 01.03   (2003 r.)

ASTM A 239 vol. 01.06   (2003 r.)

Normy ASTM (American Society for Testing and Materials) dostępne w BG AGH - kolekcja ASTM Standards Book 2002-2003 (stan na dzień 29.02.2012)

ASTM Standards (American Society for Testing and Materials) available at AGH Main Library – ASTM Standards Book 2002-2003 (as for: 29.02.2012)

volumin

SPECIFICATION FOR CARBON STEEL AXLES, NON-HEAT-TREATED AND HEAT-TREATED, FOR RAILWAY 
USE Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL BARS, CARBON AND ALLOY, HOT-WROUGHT AND COLD-FINISHED, 
GENERAL REQUIREMENTS FOR Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

TEST METHOD FOR WEIGHT [MASS] OF COATING ON IRON AND STEEL ARTICLES WITH ZINC OR ZINC-
ALLOY COATINGS Coated Steel Products

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

PRACTICE FOR SAFEGUARDING AGAINST EMBRITTLEMENT OF HOT-DIP GALVANIZED STRUCTURAL 
STEEL PRODUCTS AND PROCEDURE FOR DETECTING EMBRITTLEMENT Coated Steel Products

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Coated Steel Products

Ferrous Castings; Ferroalloys

SPECIFICATION FOR STAINLESS AND HEAT-RESISTING CHROMIUM-NICKEL STEEL PLATE, SHEET, AND 
STRIP

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL CASTINGS, CARBON, SUITABLE FOR FUSION WELDING, FOR HIGH- 
TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL CASTINGS, MARTENSITIC STAINLESS AND ALLOY, FOR PRESSURE-
CONTAINING PARTS, SUITABLE FOR HIGH-TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

PRACTICE FOR LOCATING THE THINNEST SPOT IN A ZINC (GALVANIZED) COATING ON IRON OR STEEL 
ARTICLES Coated Steel Products



Strona 2

ASTM A 240 A240M vol. 01.03   (2003 r.)

ASTM A 247 TEST METHOD FOR EVALUATING THE MICROSTRUCTURE OF GRAPHITE IN IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 255 TEST METHOD FOR DETERMINING HARDENABILITY OF STEEL vol. 01.05   (2003 r.)

ASTM A 262 vol. 01.03   (2003 r.)

ASTM A 263 SPECIFICATION FOR STAINLESS CHROMIUM STEEL-CLAD PLATE vol. 01.03   (2003 r.)

ASTM A 264 SPECIFICATION FOR STAINLESS CHROMIUM-NICKEL STEEL-CLAD PLATE vol. 01.03   (2003 r.)

ASTM A 265 SPECIFICATION FOR NICKEL AND NICKEL-BASE ALLOY-CLAD STEEL PLATE vol. 01.03   (2003 r.)

ASTM A 266 A266M SPECIFICATION FOR CARBON STEEL FORGINGS FOR PRESSURE VESSEL COMPONENTS vol. 01.05   (2003 r.)

ASTM A 275 A275M TEST METHOD FOR MAGNETIC PARTICLE EXAMINATION OF STEEL FORGINGS vol. 01.05   (2003 r.)

ASTM A 276 SPECIFICATION FOR STAINLESS STEEL BARS AND SHAPES vol. 01.03   (2003 r.)

ASTM A 278 A278M vol. 01.02   (2002 r.)

ASTM A 288 vol. 01.05   (2003 r.)

ASTM A 290 SPECIFICATION FOR CARBON AND ALLOY STEEL FORGINGS FOR RINGS FOR REDUCTION GEARS vol. 01.05   (2003 r.)

ASTM A 291 vol. 01.05   (2003 r.)

ASTM A 295 SPECIFICATION FOR HIGH-CARBON ANTI-FRICTION BEARING STEEL vol. 01.05   (2003 r.)

ASTM A 297 A297M vol. 01.02   (2002 r.)

ASTM A 304 vol. 01.05   (2003 r.)

ASTM A 308 SPECIFICATION FOR STEEL SHEET, TERNE (LEAD-TIN ALLOY) COATED BY THE HOT-DIP PROCESS vol. 01.06   (2003 r.)

ASTM A 309 vol. 01.06   (2003 r.)

ASTM A 311 A311M vol. 01.05   (2003 r.)

ASTM A 313 A313M SPECIFICATION FOR STAINLESS STEEL SPRING WIRE vol. 01.03   (2003 r.)

ASTM A 314 SPECIFICATION FOR STAINLESS STEEL BILLETS AND BARS FOR FORGING vol. 01.03   (2003 r.)

ASTM A 319 vol. 01.02   (2002 r.)

ASTM A 321 SPECIFICATION FOR STEEL BARS, CARBON, QUENCHED AND TEMPERED vol. 01.05   (2003 r.)

ASTM A 322 SPECIFICATION FOR STEEL BARS, ALLOY, STANDARD GRADES vol. 01.05   (2003 r.)

ASTM A 323 SPECIFICATION FOR FERROBORON vol. 01.02   (2002 r.)

ASTM A 324 SPECIFICATION FOR FERROTITANIUM vol. 01.02   (2002 r.)

ASTM A 327 TEST METHODS FOR IMPACT TESTING OF CAST IRONS vol. 01.02   (2002 r.)

ASTM A 327M TEST METHODS FOR IMPACT TESTING OF CAST IRONS (METRIC) vol. 01.02   (2002 r.)

ASTM A 331 SPECIFICATION FOR STEEL BARS, ALLOY, COLD-FINISHED vol. 01.05   (2003 r.)

ASTM A 336 A336M SPECIFICATION FOR ALLOY STEEL FORGINGS FOR PRESSURE AND HIGH-TEMPERATURE PARTS vol. 01.05   (2003 r.)

ASTM A 338 vol. 01.02   (2002 r.)

ASTM A 351 A351M vol. 01.02   (2002 r.)

ASTM A 352 A352M vol. 01.02   (2002 r.)

ASTM A 355 SPECIFICATION FOR STEEL BARS, ALLOYS, FOR NITRIDING vol. 01.05   (2003 r.)

ASTM A 356 A356M vol. 01.02   (2002 r.)

ASTM A 363 SPECIFICATION FOR ZINC-COATED (GALVANIZED) STEEL OVERHEAD GROUND WIRE STRAND vol. 01.06   (2003 r.)

ASTM A 367 TEST METHODS OF CHILL TESTING OF CAST IRON vol. 01.02   (2002 r.)

ASTM A 368 SPECIFICATION FOR STAINLESS STEEL WIRE STRAND vol. 01.03   (2003 r.)

ASTM A 370 TEST METHODS AND DEFINITIONS FOR MECHANICAL TESTING OF STEEL PRODUCTS vol. 01.02   (2002 r.)

ASTM A 370 TEST METHODS AND DEFINITIONS FOR MECHANICAL TESTING OF STEEL PRODUCTS vol. 01.05   (2003 r.)

ASTM A 372 A372M SPECIFICATION FOR CARBON AND ALLOY STEEL FORGINGS FOR THIN -WALLED PRESSURE VESSELS vol. 01.05   (2003 r.)

ASTM A 376 A376M vol. 01.02   (2002 r.)

ASTM A 377 INDEX OF SPECIFICATIONS FOR DUCTILE-IRON PRESSURE PIPE vol. 01.02   (2002 r.)

SPECIFICATION FOR CHROMIUM AND CHROMIUM-NICKEL STAINLESS STEEL PLATE, SHEET, AND STRIP 
FOR PRESSURE VESSELS AND FOR GENERAL APPLICATIONS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

PRACTICES FOR DETECTING SUSCEPTIBILITY TO INTERGRANULAR ATTACK IN AUSTENITIC STAINLESS 
STEELS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR GRAY IRON CASTINGS FOR PRESSURE-CONTAINING PARTS FOR TEMPERATURES 
UP TO 650 DEGREE F (350 DEGREE C) Ferrous Castings; Ferroalloys

SPECIFICATION FOR CARBON AND ALLOY STEEL FORGINGS FOR MAGNETIC RETAINING RINGS FOR 
TURBINE GENERATORS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL FORGINGS, CARBON AND ALLOY, FOR PINIONS, GEARS AND SHAFTS FOR 
REDUCTION GEARS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL CASTINGS, IRON-CHROMIUM AND IRON-CHROMIUM-NICKEL, HEAT 
RESISTANT, FOR GENERAL APPLICATION Ferrous Castings; Ferroalloys

SPECIFICATION FOR CARBON AND ALLOY STEEL BARS SUBJECT TO END-QUENCH HARDENABILITY 
REQUIREMENTS Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

TEST METHOD FOR WEIGHT AND COMPOSITION OF COATING ON TERNE SHEET BY THE TRIPLE-SPOT 
TEST Coated Steel Products

SPECIFICATION FOR COLD-DRAWN, STRESS-RELIEVED CARBON STEEL BARS SUBJECT TO 
MECHANICAL PROPERTY REQUIREMENTS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR GRAY IRON CASTINGS FOR ELEVATED TEMPERATURES FOR NON-PRESSURE 
CONTAINING PARTS Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR MALLEABLE IRON FLANGES, PIPE FITTINGS, AND VALVE PARTS FOR RAILROAD, 
MARINE, AND OTHER HEAVY DUTY SERVICE AT TEMPERATURES UP TO 650&#176F (345&#176C) Ferrous Castings; Ferroalloys

SPECIFICATION FOR CASTINGS, AUSTENITIC, AUSTENITIC-FERRITIC (DUPLEX), FOR PRESSURE-
CONTAINING PARTS Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL CASTINGS, FERRITIC AND MARTENSITIC, FOR PRESSURE-CONTAINING 
PARTS, SUITABLE FOR LOW-TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL CASTINGS, CARBON, LOW ALLOY, AND STAINLESS STEEL, HEAVY-WALLED 
FOR STEAM TURBINES Ferrous Castings; Ferroalloys

Coated Steel Products

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR SEAMLESS AUSTENITIC STEEL PIPE FOR HIGH-TEMPERATURE CENTRAL-STATION 
SERVICE Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys
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ASTM A 380 vol. 01.03   (2003 r.)

ASTM A 384 A384M vol. 01.06   (2003 r.)

ASTM A 385 PRACTICE FOR PROVIDING HIGH-QUALITY ZINC COATINGS (HOT-DIP) vol. 01.06   (2003 r.)

ASTM A 388 A388M PRACTICE FOR ULTRASONIC EXAMINATION OF HEAVY STEEL FORGINGS vol. 01.05   (2003 r.)

ASTM A 389 A389M vol. 01.02   (2002 r.)

ASTM A 390 vol. 01.06   (2003 r.)

ASTM A 391 A391M SPECIFICATION FOR GRADE 80 ALLOY STEEL CHAIN vol. 01.05   (2003 r.)

ASTM A 392 SPECIFICATION FOR ZINC-COATED STEEL CHAIN-LINK FENCE FABRIC vol. 01.06   (2003 r.)

ASTM A 395 A395M vol. 01.02   (2002 r.)

ASTM A 400 PRACTICE FOR STEEL BARS, SELECTION GUIDE, COMPOSITION, AND MECHANICAL PROPERTIES vol. 01.05   (2003 r.)

ASTM A 401 A401M SPECIFICATION FOR STEEL WIRE, CHROMIUM-SILICON ALLOY vol. 01.03   (2003 r.)

ASTM A 407 SPECIFICATION FOR STEEL WIRE, COLD-DRAWN, FOR COILED-TYPE SPRINGS vol. 01.03   (2003 r.)

ASTM A 411 SPECIFICATION FOR ZINC-COATED (GALVANIZED) LOW-CARBON STEEL ARMOR WIRE vol. 01.06   (2003 r.)

ASTM A 413 A413M SPECIFICATION FOR CARBON STEEL CHAIN vol. 01.05   (2003 r.)

ASTM A 414 A414M SPECIFICATION FOR STEEL, SHEET, CARBON, FOR PRESSURE VESSELS vol. 01.03   (2003 r.)

ASTM A 417 vol. 01.03   (2003 r.)

ASTM A 418 vol. 01.05   (2003 r.)

ASTM A 424 SPECIFICATION FOR STEEL, SHEET, FOR PORCELAIN ENAMELING vol. 01.03   (2003 r.)

ASTM A 427 SPECIFICATION FOR WROUGHT ALLOY STEEL ROLLS FOR COLD AND HOT REDUCTION vol. 01.05   (2003 r.)

ASTM A 428 A428M TEST METHOD FOR WEIGHT [MASS] OF COATING ON ALUMINUM-COATED IRON OR STEEL ARTICLES vol. 01.06   (2003 r.)

ASTM A 434 vol. 01.05   (2003 r.)

ASTM A 436 SPECIFICATION FOR AUSTENITIC GRAY IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 438 TEST METHOD FOR TRANSVERSE TESTING OF GRAY CAST IRON vol. 01.02   (2002 r.)

ASTM A 439 SPECIFICATION FOR AUSTENITIC DUCTILE IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 447 A447M vol. 01.02   (2002 r.)

ASTM A 456 A456M SPECIFICATION FOR MAGNETIC PARTICLE EXAMINATION OF LARGE CRANKSHAFT FORGINGS vol. 01.05   (2003 r.)

ASTM A 459 SPECIFICATION FOR ZINC-COATED FLAT STEEL ARMORING TAPE vol. 01.06   (2003 r.)

ASTM A 460 SPECIFICATION FOR COPPER-CLAD STEEL WIRE STRAND vol. 01.06   (2003 r.)

ASTM A 463 A463M SPECIFICATION FOR STEEL SHEET, ALUMINUM-COATED, BY THE HOT-DIP PROCESS vol. 01.06   (2003 r.)

ASTM A 466 A466M SPECIFICATION FOR WELDLESS CHAIN vol. 01.05   (2003 r.)

ASTM A 467 A467M SPECIFICATION FOR MACHINE AND COIL CHAIN vol. 01.05   (2003 r.)

ASTM A 469 SPECIFICATION FOR VACUUM-TREATED STEEL FORGINGS FOR GENERATOR ROTORS vol. 01.05   (2003 r.)

ASTM A 470 vol. 01.05   (2003 r.)

ASTM A 471 vol. 01.05   (2003 r.)

ASTM A 472 TEST METHOD FOR HEAT STABILITY OF STEAM TURBINE SHAFTS AND ROTOR FORGINGS vol. 01.05   (2003 r.)

ASTM A 473 SPECIFICATION FOR STAINLESS STEEL FORGINGS vol. 01.03   (2003 r.)

ASTM A 474 SPECIFICATION FOR ALUMINUM-COATED STEEL WIRE STRAND vol. 01.06   (2003 r.)

ASTM A 475 SPECIFICATION FOR ZINC-COATED STEEL WIRE STRAND vol. 01.06   (2003 r.)

ASTM A 476 A476M SPECIFICATION FOR DUCTILE IRON CASTINGS FOR PAPER MILL DRYER ROLLS vol. 01.02   (2002 r.)

ASTM A 478 SPECIFICATION FOR CHROMIUM-NICKEL STAINLESS STEEL WEAVING AND KNITTING WIRE vol. 01.03   (2003 r.)

ASTM A 479 A479M vol. 01.03   (2003 r.)

ASTM A 480 A480M vol. 01.03   (2003 r.)

ASTM A 481 SPECIFICATION FOR CHROMIUM METAL vol. 01.02   (2002 r.)

ASTM A 482 SPECIFICATION FOR FERROCHROME-SILICON vol. 01.02   (2002 r.)

ASTM A 483 SPECIFICATION FOR SILICOMANGANESE vol. 01.02   (2002 r.)

ASTM A 484 A484M SPECIFICATION FOR GENERAL REQUIREMENTS FOR STAINLESS STEEL BARS, BILLETS, AND FORGINGS vol. 01.03   (2003 r.)

PRACTICE FOR CLEANING, DESCALING, AND PASSIVATION OF STAINLESS STEEL PARTS, EQUIPMENT, 
AND SYSTEMS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

PRACTICE FOR SAFEGUARDING AGAINST WARPAGE AND DISTORTION DURING HOT-DIP GALVANISING 
OF STEEL ASSEMBLIES Coated Steel Products

Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL CASTINGS, ALLOY, SPECIALLY HEAT-TREATED, FOR PRESSURE-
CONTAINING PARTS, SUITABLE FOR HIGH-TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

SPECIFICATION FOR ZINC-COATED (GALVANIZED) STEEL POULTRY FENCE FABRIC (HEXAGONAL AND 
STRAIGHT LINE) Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

SPECIFICATION FOR FERRITIC DUCTILE IRON PRESSURE-RETAINING CASTINGS FOR USE AT ELEVATED 
TEMPERATURES Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL WIRE, COLD-DRAWN, FOR ZIG-ZAG, SQUARE-FORMED, AND SINUOUS-TYPE 
UPHOLSTERY SPRING UNITS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

TEST METHOD FOR ULTRASONIC EXAMINATION OF TURBINE AND GENERATOR STEEL ROTOR 
FORGINGS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

SPECIFICATION FOR STEEL BARS, ALLOY, HOT-WROUGHT OR COLD-FINISHED, QUENCHED AND 
TEMPERED Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL CASTINGS, CHROMIUM-NICKEL-IRON ALLOY (25-12 CLASS), FOR HIGH-
TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

Coated Steel Products

Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR VACUUM-TREATED CARBON AND ALLOY STEEL FORGINGS FOR TURBINE ROTORS 
AND SHAFTS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR VACUUM-TREATED ALLOY STEEL FORGINGS FOR TURBINE ROTOR DISKS AND 
WHEELS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

Coated Steel Products

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STAINLESS STEEL BARS AND SHAPES FOR USE IN BOILERS AND OTHER 
PRESSURE VESSELS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR GENERAL REQUIREMENTS FOR FLAT-ROLLED STAINLESS AND HEAT-RESISTING 
STEEL PLATE, SHEET, AND STRIP

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar
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ASTM A 485 SPECIFICATION FOR HIGH HARDENABILITY ANTIFRICTION BEARING STEEL vol. 01.05   (2003 r.)

ASTM A 487 A487M SPECIFICATION FOR STEEL CASTINGS SUITABLE FOR PRESSURE SERVICE vol. 01.02   (2002 r.)

ASTM A 488 A488M PRACTICE FOR STEEL CASTINGS, WELDING, QUALIFICATIONS OF PROCEDURES AND PERSONNEL vol. 01.02   (2002 r.)

ASTM A 491 SPECIFICATION FOR ALUMINUM-COATED STEEL CHAIN-LINK FENCE FABRIC vol. 01.06   (2003 r.)

ASTM A 492 SPECIFICATION FOR STAINLESS STEEL ROPE WIRE vol. 01.03   (2003 r.)

ASTM A 493 vol. 01.03   (2003 r.)

ASTM A 494 A494M SPECIFICATION FOR CASTINGS, NICKEL AND NICKEL ALLOY vol. 01.02   (2002 r.)

ASTM A 495 SPECIFICATION FOR CALCIUM-SILICON ALLOYS vol. 01.02   (2002 r.)

ASTM A 499 SPECIFICATION FOR STEEL BARS AND SHAPES, CARBON, ROLLED FROM T-RAILS vol. 01.05   (2003 r.)

ASTM A 503 A503M SPECIFICATION FOR ULTRASONIC EXAMINATION OF FORGED CRANKSHAFTS vol. 01.05   (2003 r.)

ASTM A 504 SPECIFICATION FOR WROUGHT CARBON STEEL WHEELS vol. 01.05   (2003 r.)

ASTM A 505 vol. 01.03   (2003 r.)

ASTM A 506 vol. 01.03   (2003 r.)

ASTM A 507 SPECIFICATION FOR DRAWING ALLOY STEEL, SHEET AND STRIP, HOT-ROLLED AND COLD-ROLLED vol. 01.03   (2003 r.)

ASTM A 508 A508M vol. 01.05   (2003 r.)

ASTM A 510 vol. 01.03   (2003 r.)

ASTM A 510M vol. 01.03   (2003 r.)

ASTM A 518 A518M SPECIFICATION FOR CORROSION-RESISTANT HIGH-SILICON IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 519 SPECIFICATION FOR SEAMLESS CARBON AND ALLOY STEEL MECHANICAL TUBING vol. 01.05   (2003 r.)

ASTM A 521 SPECIFICATION FOR STEEL, CLOSED-IMPRESSION DIE FORGINGS FOR GENERAL INDUSTRIAL USE vol. 01.05   (2003 r.)

ASTM A 531 A531M PRACTICE FOR ULTRASONIC EXAMINATION OF TURBINE-GENERATOR STEEL RETAINING RINGS vol. 01.05   (2003 r.)

ASTM A 532 A532M SPECIFICATION FOR ABRASION-RESISTANT CAST IRONS vol. 01.02   (2002 r.)

ASTM A 534 SPECIFICATION FOR CARBURIZING STEELS FOR ANTI-FRICTION BEARINGS vol. 01.05   (2003 r.)

ASTM A 536 SPECIFICATION FOR DUCTILE IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 541 A541M vol. 01.05   (2003 r.)

ASTM A 550 SPECIFICATION FOR FERROCOLUMBIUM vol. 01.02   (2002 r.)

ASTM A 555 A555M SPECIFICATION FOR GENERAL REQUIREMENTS FOR STAINLESS STEEL WIRE AND WIRE RODS vol. 01.03   (2003 r.)

ASTM A 560 A560M SPECIFICATION FOR CASTINGS, CHROMIUM-NICKEL ALLOY vol. 01.02   (2002 r.)

ASTM A 561 RECOMMENDED PRACTICE FOR MACROTECH TESTING OF TOOL STEEL BARS vol. 01.05   (2003 r.)

ASTM A 564 A564M vol. 01.03   (2003 r.)

ASTM A 565 vol. 01.03   (2003 r.)

ASTM A 568 A568M vol. 01.03   (2003 r.)

ASTM A 571 vol. 01.02   (2002 r.)

ASTM A 571M vol. 01.02   (2002 r.)

ASTM A 575 SPECIFICATION FOR STEEL BARS, CARBON, MERCHANT QUALITY, M-GRADES vol. 01.05   (2003 r.)

ASTM A 576 SPECIFICATION FOR STEEL BARS, CARBON, HOT-WROUGHT, SPECIAL QUALITY vol. 01.05   (2003 r.)

ASTM A 579 SPECIFICATION FOR SUPERSTRENGTH ALLOY STEEL FORGINGS vol. 01.05   (2003 r.)

ASTM A 580 A580M SPECIFICATION FOR STAINLESS STEEL WIRE vol. 01.03   (2003 r.)

ASTM A 581 A581M SPECIFICATION FOR FREE-MACHINING STAINLESS STEEL WIRE AND WIRE RODS vol. 01.03   (2003 r.)

ASTM A 582 A582M SPECIFICATION FOR FREE-MACHINING STAINLESS STEEL BARS vol. 01.03   (2003 r.)

ASTM A 583 SPECIFICATION FOR CAST STEEL WHEELS FOR RAILWAY SERVICE vol. 01.02   (2002 r.)

ASTM A 586 vol. 01.06   (2003 r.)

ASTM A 591 A591M vol. 01.06   (2003 r.)

ASTM A 592 A592M vol. 01.05   (2003 r.)

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STAINLESS STEEL WIRE AND WIRE RODS FOR COLD HEADING AND COLD 
FORGING

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL, SHEET AND STRIP, ALLOY, HOT-ROLLED AND COLD-ROLLED, GENERAL 
REQUIREMENTS FOR

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR ALLOY AND STRUCTURAL ALLOY STEEL, SHEET AND STRIP, HOT-ROLLED AND 
COLD-ROLLED

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR QUENCHED AND TEMPERED VACUUM-TREATED CARBON AND ALLOY STEEL 
FORGINGS FOR PRESSURE VESSELS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WIRE RODS AND COARSE ROUND WIRE, CARBON 
STEEL

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WIRE RODS AND COARSE ROUND WIRE, CARBON 
STEEL [METRIC]

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

SPECIFICATION FOR QUENCHED AND TEMPERED CARBON AND ALLOY STEEL FORGINGS FOR 
PRESSURE VESSEL COMPONENTS Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR HOT-ROLLED AND COLD-FINISHED AGE-HARDENING STAINLESS STEEL BARS AND 
SHAPES

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR MARTENSITIC STAINLESS STEEL BAR, FORGINGS, AND FORGING STOCK FOR 
HIGH-TEMPERATURE SERVICE

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL, SHEET, CARBON, AND HIGH-STRENGTH, LOW-ALLOY, HOT-ROLLED AND 
COLD-ROLLED, GENERAL REQUIREMENTS FOR

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR AUSTENITIC DUCTILE IRON CASTINGS FOR PRESSURE-CONTAINING PARTS 
SUITABLE FOR LOW-TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

SPECIFICATION FOR AUSTENITIC DUCTILE IRON CASTINGS FOR PRESSURE-CONTAINING PARTS 
SUITABLE FOR LOW-TEMPERATURE SERVICE [METRIC] Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

SPECIFICATION FOR ZINC-COATED PARALLEL AND HELICAL STEEL WIRE STRUCTURAL STRAND AND 
ZINC-COATED WIRE FOR SPUN-IN-PLACE STRUCTURAL STRAND Coated Steel Products

SPECIFICATION FOR STEEL SHEET, ELECTROLYTIC ZINC-COATED, FOR LIGHT COATING WEIGHT [MASS] 
APPLICATIONS Coated Steel Products

SPECIFICATION FOR HIGH-STRENGTH QUENCHED AND TEMPERED LOW-ALLOY STEEL FORGED 
FITTINGS AND PARTS FOR PRESSURE VESSELS Steel - Bars, Forgings, Bearing, Chain, Springs
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ASTM A 597 SPECIFICATION FOR CAST TOOL STEEL vol. 01.05   (2003 r.)

ASTM A 599 A599M SPECIFICATION FOR TIN MILL PRODUCTS, ELECTROLYTIC TIN-COATED, COLD-ROLLED SHEET vol. 01.06   (2003 r.)

ASTM A 600 SPECIFICATION FOR TOOL STEEL HIGH SPEED vol. 01.05   (2003 r.)

ASTM A 601 SPECIFICATION FOR ELECTROLYTIC MANGANESE METAL vol. 01.02   (2002 r.)

ASTM A 602 SPECIFICATION FOR AUTOMOTIVE MALLEABLE IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 603 SPECIFICATION FOR ZINC-COATED STEEL STRUCTURAL WIRE ROPE vol. 01.06   (2003 r.)

ASTM A 604 vol. 01.05   (2003 r.)

ASTM A 606 vol. 01.03   (2003 r.)

ASTM A 609 A609M vol. 01.02   (2002 r.)

ASTM A 610 TEST METHODS FOR SAMPLING AND TESTING FERROALLOYS FOR DETERMINATION OF SIZE vol. 01.02   (2002 r.)

ASTM A 623 SPECIFICATION FOR TIN MILL PRODUCTS, GENERAL REQUIREMENTS vol. 01.06   (2003 r.)

ASTM A 623M SPECIFICATION FOR TIN MILL PRODUCTS, GENERAL REQUIREMENTS [METRIC] vol. 01.06   (2003 r.)

ASTM A 624 A624M SPECIFICATION FOR TIN MILL PRODUCTS, ELECTROLYTIC TIN PLATE, SINGLE REDUCED vol. 01.06   (2003 r.)

ASTM A 625 A625M SPECIFICATION FOR TIN MILL PRODUCTS, BLACK PLATE, SINGLE-REDUCED vol. 01.06   (2003 r.)

ASTM A 626 A626M SPECIFICATION FOR TIN MILL PRODUCTS, ELECTROLYTIC TIN PLATE, DOUBLE REDUCED vol. 01.06   (2003 r.)

ASTM A 630 TEST METHODS FOR DETERMINATION OF TIN COATING WEIGHTS FOR ELECTROLYTIC TIN PLATE vol. 01.06   (2003 r.)

ASTM A 635 A635M vol. 01.03   (2003 r.)

ASTM A 636 SPECIFICATION FOR NICKEL OXIDE SINTER vol. 01.02   (2002 r.)

ASTM A 638 A638M vol. 01.03   (2003 r.)

ASTM A 640 SPECIFICATION FOR ZINC-COATED STEEL STRAND FOR MESSENGER SUPPORT OF FIGURE 8 CABLE vol. 01.06   (2003 r.)

ASTM A 641 A641M SPECIFICATION FOR ZINC-COATED (GALVANIZED) CARBON STEEL WIRE vol. 01.06   (2003 r.)

ASTM A 644 TERMINOLOGY RELATING TO IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 646 vol. 01.05   (2003 r.)

ASTM A 649 A649M SPECIFICATION FOR FORGED STEEL ROLLS USED FOR CORRUGATING PAPER MACHINERY vol. 01.05   (2003 r.)

ASTM A 650 A650M SPECIFICATION FOR TIN MILL PRODUCTS, BLACK PLATE, DOUBLE REDUCED vol. 01.06   (2003 r.)

ASTM A 653 A653M vol. 01.06   (2003 r.)

ASTM A 657 A657M vol. 01.06   (2003 r.)

ASTM A 659 A659M vol. 01.03   (2003 r.)

ASTM A 663 A663M SPECIFICATION FOR STEEL BARS, CARBON, MERCHANT QUALITY, MECHANICAL PROPERTIES vol. 01.05   (2003 r.)

ASTM A 666 vol. 01.03   (2003 r.)

ASTM A 667 A667M SPECIFICATION FOR CENTRIFUGALLY CAST DUAL METAL (GRAY AND WHITE CAST IRON) CYLINDERS vol. 01.02   (2002 r.)

ASTM A 668 A668M SPECIFICATION FOR STEEL FORGINGS, CARBON AND ALLOY, FOR GENERAL INDUSTRIAL USE vol. 01.05   (2003 r.)

ASTM A 674 vol. 01.02   (2002 r.)

ASTM A 675 A675M vol. 01.05   (2003 r.)

ASTM A 679 A679M SPECIFICATION FOR STEEL WIRE, HIGH TENSILE STRENGTH, COLD DRAWN vol. 01.03   (2003 r.)

ASTM A 681 SPECIFICATION FOR TOOL STEELS ALLOY vol. 01.05   (2003 r.)

ASTM A 682 A 682M SPECIFICATION FOR STEEL, STRIP, HIGH-CARBON, COLD-ROLLED, GENERAL REQUIREMENTS FOR vol. 01.03   (2003 r.)

ASTM A 684 A684M SPECIFICATION FOR STEEL, STRIP, HIGH-CARBON, COLD-ROLLED vol. 01.03   (2003 r.)

ASTM A 686 SPECIFICATION FOR TOOL STEEL, CARBON vol. 01.05   (2003 r.)

ASTM A 689 SPECIFICATION FOR CARBON AND ALLOY STEEL BARS FOR SPRINGS vol. 01.05   (2003 r.)

ASTM A 693 vol. 01.03   (2003 r.)

ASTM A 695 vol. 01.05   (2003 r.)

ASTM A 696 vol. 01.05   (2003 r.)

ASTM A 700 vol. 01.05   (2003 r.)

ASTM A 701 SPECIFICATION FOR FERROMANGANESE-SILICON vol. 01.02   (2002 r.)

Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Coated Steel Products

TEST METHOD FOR MACROTECH TESTING OF CONSUMABLE ELECTRODE REMELTED STEEL BARS AND 
BILLETS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL, SHEET AND STRIP, HIGH-STRENGTH, LOW-ALLOY, HOT-ROLLED AND COLD-
ROLLED, WITH IMPROVED ATMOSPHERIC CORROSION RESISTANCE

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

PRACTICE FOR CASTINGS, CARBON, LOW-ALLOY, AND MARTENSITIC STAINLESS STEEL, ULTRASONIC 
EXAMINATION THEREOF Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

SPECIFICATION FOR STEEL, SHEET AND STRIP, HEAVY-THICKNESS COILS, CARBON, COMMERCIAL 
STEEL, DRAWING STEEL, STRUCTURAL, HIGH-STRENGTH LOW-ALLOY, AND HIGH-STRENGTH LOW-
ALLOY WITH IMPROVED FORMABILITY, HOT-ROLLED, GENERAL REQUIREMENTS FOR

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

SPECIFICATION FOR PRECIPITATION HARDENING IRON BASE SUPERALLOY BARS, FORGINGS, AND 
FORGING STOCK FOR HIGH-TEMPERATURE SERVICE

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

Coated Steel Products

Ferrous Castings; Ferroalloys

SPECIFICATION FOR PREMIUM QUALITY ALLOY STEEL BLOOMS AND BILLETS FOR AIRCRAFT AND 
AEROSPACE FORGINGS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

SPECIFICATION FOR STEEL SHEET, ZINC-COATED (GALVANIZED) OR ZINC-IRON ALLOY-COATED 
(GALVANNEALED) BY THE HOT-DIP PROCESS Coated Steel Products

SPECIFICATION FOR TIN MILL PRODUCTS, BLACK PLATE ELECTROLYTIC CHROMIUM-COATED, SINGLE 
AND DOUBLE REDUCED Coated Steel Products

SPECIFICATION FOR COMMERCIAL STEEL (CS), SHEET AND STRIP, CARBON (0.16 MAXIMUM TO 0.25 
MAXIMUM PERCENT), HOT-ROLLED

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR ANNEALED OR COLD-WORKED AUSTENITIC STAINLESS STEEL SHEET, STRIP, 
PLATE, AND FLAT BAR

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

PRACTICE FOR POLYETHYLENE ENCASEMENT FOR DUCTILE IRON PIPE FOR WATER OR OTHER 
LIQUIDS Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL BARS, CARBON, HOT-WROUGHT, SPECIAL QUALITY, MECHANICAL 
PROPERTIES Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR PRECIPITATION-HARDENING STAINLESS AND HEAT-RESISTING STEEL PLATE, 
SHEET, AND STRIP

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL BARS, CARBON, HOT-WROUGHT, SPECIAL QUALITY FOR FLUID POWER 
APPLICATIONS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL BARS, CARBON, HOT-WROUGHT OR COLD-FINISHED, SPECIAL QUALITY, 
FOR PRESSURE PIPING COMPONENTS Steel - Bars, Forgings, Bearing, Chain, Springs

PRACTICES FOR PACKAGING, MARKING, AND LOADING METHODS FOR STEEL PRODUCTS FOR 
DOMESTIC SHIPMENT Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys
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ASTM A 702 SPECIFICATION FOR STEEL FENCE POSTS AND ASSEMBLIES, HOT WROUGHT vol. 01.05   (2003 r.)

ASTM A 703 A703M vol. 01.02   (2002 r.)

ASTM A 705 A705M SPECIFICATION FOR AGE-HARDENING STAINLESS STEEL FORGINGS vol. 01.03   (2003 r.)

ASTM A 711 SPECIFICATION FOR STEEL FORGING STOCK vol. 01.05   (2003 r.)

ASTM A 713 SPECIFICATION FOR STEEL WIRE, HIGH-CARBON SPRING, FOR HEAT-TREATED COMPONENTS vol. 01.03   (2003 r.)

ASTM A 716 SPECIFICATION FOR DUCTILE IRON CULVERT PIPE vol. 01.02   (2002 r.)

ASTM A 723 A723M vol. 01.05   (2003 r.)

ASTM A 729 vol. 01.05   (2003 r.)

ASTM A 730 SPECIFICATION FOR FORGINGS, CARBON AND ALLOY STEEL, FOR RAILWAY USE vol. 01.05   (2003 r.)

ASTM A 732 A732M vol. 01.02   (2002 r.)

ASTM A 739 vol. 01.05   (2003 r.)

ASTM A 740 SPECIFICATION FOR HARDWARE CLOTH (WOVEN OR WELDED GALVANIZED STEEL WIRE FABRIC) vol. 01.06   (2003 r.)

ASTM A 741 SPECIFICATION FOR ZINC-COATED STEEL WIRE ROPE AND FITTINGS FOR HIGHWAY GUARDRAIL vol. 01.06   (2003 r.)

ASTM A 742 A742M vol. 01.06   (2003 r.)

ASTM A 743 A743M vol. 01.02   (2002 r.)

ASTM A 744 A744M vol. 01.02   (2002 r.)

ASTM A 745 A745M PRACTICE FOR ULTRASONIC EXAMINATION OF AUSTENITIC STEEL FORGINGS vol. 01.05   (2003 r.)

ASTM A 746 SPECIFICATION FOR DUCTILE IRON GRAVITY SEWER PIPE vol. 01.02   (2002 r.)

ASTM A 747 A747M SPECIFICATION FOR STEEL CASTINGS, STAINLESS, PRECIPITATION HARDENING vol. 01.02   (2002 r.)

ASTM A 748 A748M vol. 01.02   (2002 r.)

ASTM A 749 A749M vol. 01.03   (2003 r.)

ASTM A 751 TEST METHODS, PRACTICES, AND TERMINOLOGY FOR CHEMICAL ANALYSIS OF STEEL PRODUCTS vol. 01.02   (2002 r.)

ASTM A 751 TEST METHODS, PRACTICES, AND TERMINOLOGY FOR CHEMICAL ANALYSIS OF STEEL PRODUCTS vol. 01.03   (2003 r.)

ASTM A 751 TEST METHODS, PRACTICES, AND TERMINOLOGY FOR CHEMICAL ANALYSIS OF STEEL PRODUCTS vol. 01.05   (2003 r.)

ASTM A 752 vol. 01.03   (2003 r.)

ASTM A 752M vol. 01.03   (2003 r.)

ASTM A 754 A754M vol. 01.06   (2003 r.)

ASTM A 755 A755M vol. 01.06   (2003 r.)

ASTM A 756 SPECIFICATION FOR STAINLESS ANTI-FRICTION BEARING STEEL vol. 01.05   (2003 r.)

ASTM A 757 A757M vol. 01.02   (2002 r.)

ASTM A 760 A760M SPECIFICATION FOR CORRUGATED STEEL PIPE, METALLIC-COATED FOR SEWERS AND DRAINS vol. 01.06   (2003 r.)

ASTM A 761 A761M vol. 01.06   (2003 r.)

ASTM A 762 A762M SPECIFICATION FOR CORRUGATED STEEL PIPE, POLYMER PRECOATED FOR SEWERS AND DRAINS vol. 01.06   (2003 r.)

ASTM A 763 vol. 01.03   (2003 r.)

ASTM A 764 vol. 01.03   (2003 r.)

ASTM A 765 A765M vol. 01.05   (2003 r.)

ASTM A 768 vol. 01.05   (2003 r.)

ASTM A 780 PRACTICE FOR REPAIR OF DAMAGED AND UNCOATED AREAS OF HOT-DIP GALVANIZED COATINGS vol. 01.06   (2003 r.)

ASTM A 781 A781M vol. 01.02   (2002 r.)

ASTM A 788 SPECIFICATION FOR STEEL FORGINGS, GENERAL REQUIREMENTS vol. 01.05   (2003 r.)

ASTM A 792 A792M SPECIFICATION FOR STEEL SHEET, 55% ALUMINUM-ZINC ALLOY-COATED BY THE HOT-DIP PROCESS vol. 01.06   (2003 r.)

ASTM A 793 SPECIFICATION FOR ROLLED FLOOR PLATE, STAINLESS STEEL vol. 01.03   (2003 r.)

ASTM A 794 vol. 01.03   (2003 r.)

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL CASTINGS, GENERAL REQUIREMENTS, FOR PRESSURE-CONTAINING 
PARTS Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

SPECIFICATION FOR ALLOY STEEL FORGINGS FOR HIGH-STRENGTH PRESSURE COMPONENT 
APPLICATION Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR ALLOY STEEL AXLES, HEAT-TREATED, FOR MASS TRANSIT AND ELECTRIC 
RAILWAY SERVICE Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR CASTINGS, INVESTMENT, CARBON AND LOW ALLOY STEEL FOR GENERAL 
APPLICATION, AND COBALT ALLOY FOR HIGH STRENGTH AT ELEVATED TEMPERATURES Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL BARS, ALLOY, HOT-WROUGHT, FOR ELEVATED TEMPERATURE OR 
PRESSURE-CONTAINING PARTS, OR BOTH Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

Coated Steel Products

SPECIFICATION FOR STEEL SHEET, METALLIC COATED AND POLYMER PRECOATED FOR CORRUGATED 
STEEL PIPE Coated Steel Products

SPECIFICATION FOR CASTINGS, IRON-CHROMIUM, IRON-CHROMIUM-NICKEL, CORROSION RESISTANT, 
FOR GENERAL APPLICATION Ferrous Castings; Ferroalloys

SPECIFICATION FOR CASTINGS, IRON-CHROMIUM-NICKEL, CORROSION RESISTANT, FOR SEVERE 
SERVICE Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

SPECIFICATION FOR STATICALLY CAST CHILLES WHITE IRON-GRAY IRON DUAL METAL ROLLS FOR 
PRESSURE VESSEL USE Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL, STRIP, CARBON AND HIGH-STRENGTH, LOW-ALLOY, HOT-ROLLED, 
GENERAL REQUIREMENTS FOR

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WIRE RODS AND COARSE ROUND WIRE, ALLOY 
STEEL

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WIRE RODS AND COARSE ROUND WIRE, ALLOY 
STEEL [METRIC]

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

TEST METHOD FOR COATING WEIGHT (MASS) OF METALLIC COATINGS ON STEEL BY X-RAY 
FLUORESCENCE Coated Steel Products

SPECIFICATION FOR STEEL SHEET, METALLIC COATED BY THE HOT-DIP PROCESS AND PREPAINTED BY 
THE COIL-COATING PROCESS FOR EXTERIOR EXPOSED BUILDING PRODUCTS Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL CASTINGS, FERRITIC AND MARTENSITIC, FOR PRESSURE-CONTAINING AND 
OTHER APPLICATIONS, FOR LOW-TEMPERATURE SERVICE Ferrous Castings; Ferroalloys

Coated Steel Products

SPECIFICATION FOR CORRUGATED STEEL STRUCTURAL PLATE, ZINC-COATED, FOR FIELD-BOLTED 
PIPE, PIPE-ARCHES, AND ARCHES Coated Steel Products

Coated Steel Products

PRACTICES FOR DETECTING SUSCEPTIBILITY TO INTERGRANULAR ATTACK IN FERRITIC STAINLESS 
STEELS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR METALLIC COATED CARBON STEEL WIRE, COATED AT SIZE AND DRAWN TO SIZE 
FOR MECHANICAL SPRINGS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR CARBON STEEL AND LOW-ALLOY STEEL PRESSURE-VESSEL-COMPONENT 
FORGINGS WITH MANDATORY TOUGHNESS REQUIREMENTS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR VACUUM-TREATED 12% CHROMIUM ALLOY STEEL FORGINGS FOR TURBINE 
ROTORS AND SHAFTS Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

SPECIFICATION FOR CASTINGS, STEEL AND ALLOY, COMMON REQUIREMENTS, FOR GENERAL 
INDUSTRIAL USE Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR COMMERCIAL STEEL (CS), SHEET, CARBON (0.16% MAXIMUM TO 0.25% MAXIMUM), 
COLD-ROLLED

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar
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ASTM A 796 A796M vol. 01.06   (2003 r.)

ASTM A 798 A798M vol. 01.06   (2003 r.)

ASTM A 799 A799M vol. 01.02   (2002 r.)

ASTM A 799 A799M vol. 01.05   (2003 r.)

ASTM A 800 A800M PRACTICE FOR STEEL CASTING, AUSTENITIC ALLOY, ESTIMATING FERRITE CONTENT THEREOF vol. 01.02   (2002 r.)

ASTM A 802 A802M PRACTICE FOR STEEL CASTINGS, SURFACE ACCEPTANCE STANDARDS, VISUAL EXAMINATION vol. 01.02   (2002 r.)

ASTM A 805 SPECIFICATION FOR STEEL, FLAT WIRE, CARBON, COLD-ROLLED vol. 01.03   (2003 r.)

ASTM A 807 A807M vol. 01.06   (2003 r.)

ASTM A 809 SPECIFICATION FOR ALUMINIUM-COATED (ALUMINIZED) CARBON STEEL WIRE vol. 01.06   (2003 r.)

ASTM A 810 SPECIFICATION FOR ZINC-COATED (GALVANISED) STEEL PIPE WINDING MESH vol. 01.06   (2003 r.)

ASTM A 817 vol. 01.06   (2003 r.)

ASTM A 818 SPECIFICATION FOR COPPERED CARBON STEEL WIRE vol. 01.06   (2003 r.)

ASTM A 823 SPECIFICATION FOR STATICALLY CAST PERMANENT MOLD GRAY IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 824 vol. 01.06   (2003 r.)

ASTM A 831 A831M vol. 01.03   (2003 r.)

ASTM A 833 vol. 01.05   (2003 r.)

ASTM A 834 SPECIFICATION FOR COMMON REQUIREMENTS FOR IRON CASTINGS FOR GENERAL INDUSTRIAL USE vol. 01.02   (2002 r.)

ASTM A 835 SPECIFICATION FOR SIZES OF FERROALLOYS AND ALLOY ADDITIVES vol. 01.02   (2002 r.)

ASTM A 837 A837M SPECIFICATION FOR STEEL FORGINGS, ALLOY, FOR CARBURIZING APPLICATIONS vol. 01.05   (2003 r.)

ASTM A 842 SPECIFICATION FOR COMPACTED GRAPHITE IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 845 SPECIFICATION FOR TITANIUM SCRAP FOR USE IN DEOXIDATION AND ALLOYING OF STEEL vol. 01.02   (2002 r.)

ASTM A 846 SPECIFICATION FOR ALUMINUM SCRAP FOR USE IN DEOXIDATION AND ALLOYING OF STEEL vol. 01.02   (2002 r.)

ASTM A 849 vol. 01.06   (2003 r.)

ASTM A 853 SPECIFICATION FOR STEEL WIRE, CARBON, FOR GENERAL USE vol. 01.03   (2003 r.)

ASTM A 854 A854M SPECIFICATION FOR METALLIC-COATED STEEL SMOOTH HIGH-TENSILE FENCE AND TRELLIS WIRE vol. 01.06   (2003 r.)

ASTM A 855 A855M SPECIFICATION FOR ZINC-5% ALUMINIUM-MISCHMETAL ALLOY-COATED STEEL WIRE STRAND vol. 01.06   (2003 r.)

ASTM A 856 A856M SPECIFICATION FOR ZINC-5% ALUMINIUM-MISCHMETAL ALLOY-COATED CARBON STEEL WIRE vol. 01.06   (2003 r.)

ASTM A 859 A859M vol. 01.05   (2003 r.)

ASTM A 861 SPECIFICATION FOR HIGH-SILICON IRON PIPE AND FITTINGS vol. 01.02   (2002 r.)

ASTM A 862 A 862M vol. 01.06   (2003 r.)

ASTM A 866 SPECIFICATION FOR MEDIUM CARBON ANTI-FRICTION BEARING STEEL vol. 01.05   (2003 r.)

ASTM A 872 A872M vol. 01.02   (2002 r.)

ASTM A 874 A 874M SPECIFICATION FOR FERRITIC DUCTILE IRON CASTINGS SUITABLE FOR LOW-TEMPERATURE SERVICE vol. 01.02   (2002 r.)

ASTM A 875 A875M SPECIFICATION FOR STEEL SHEET, ZINC-5 % ALUMINUM ALLOY-COATED BY THE HOT-DIP PROCESS vol. 01.06   (2003 r.)

ASTM A 877 A877M SPECIFICATION FOR STEEL WIRE, CHROMIUM-SILICON ALLOY VALVE SPRING QUALITY vol. 01.03   (2003 r.)

ASTM A 878 A878M SPECIFICATION FOR STEEL WIRE, MODIFIED CHROMIUM VANADIUM VALVE SPRING QUALITY vol. 01.03   (2003 r.)

ASTM A 879 vol. 01.06   (2003 r.)

ASTM A 880 vol. 01.03   (2003 r.)

ASTM A 885 A885M vol. 01.06   (2003 r.)

ASTM A 887 vol. 01.03   (2003 r.)

ASTM A 888 vol. 01.02   (2002 r.)

ASTM A 890 A890M vol. 01.02   (2002 r.)

ASTM A 891 vol. 01.05   (2003 r.)

PRACTICE FOR STRUCTURAL DESIGN OF CORRUGATED STEEL PIPE, PIPE-ARCHES AND ARCHES FOR 
STORM AND SANITARY SEWERS AND OTHER BURIED APPLICATIONS Coated Steel Products

PRACTICE FOR INSTALLING FACTORY-MADE CORRUGATED STEEL PIPE FOR SEWERS AND OTHER 
APPLICATIONS Coated Steel Products

PRACTICE FOR STEEL CASTINGS, STAINLESS, INSTRUMENT CALIBRATION, FOR ESTIMATING FERRITE 
CONTENT Ferrous Castings; Ferroalloys

PRACTICE FOR STEEL CASTINGS, STAINLESS, INSTRUMENT CALIBRATION, FOR ESTIMATING FERRITE 
CONTENT Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

PRACTICE FOR INSTALLING CORRUGATED STEEL STRUCTURAL PLATE PIPE FOR SEWERS AND OTHER 
APPLICATIONS Coated Steel Products

Coated Steel Products

Coated Steel Products

SPECIFICATION FOR METALLIC-COATED STEEL WIRE FOR CHAIN-LINK FENCE FABRIC AND MARCELLED 
TENSION WIRE Coated Steel Products

Coated Steel Products

Ferrous Castings; Ferroalloys

SPECIFICATION FOR METALLIC-COATED STEEL MARCELLED TENSION WIRE FOR USE WITH CHAIN LINK 
FENCE Coated Steel Products

SPECIFICATION FOR AUSTENITIC AND MARTENSITIC STAINLESS STEEL BARS, BILLETS, AND FORGINGS 
FOR LIQUID METAL COOLED REACTOR CORE COMPONENTS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

PRACTICE FOR INDENTATION HARDNESS OF METALLIC MATERIALS BY COMPARISON HARDNESS 
TESTERS Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

SPECIFICATION FOR POST-APPLIED COATINGS, PAVINGS, AND LININGS FOR CORRUGATED STEEL 
SEWER AND DRAINAGE PIPE Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

Coated Steel Products

Coated Steel Products

SPECIFICATION FOR AGE-HARDENING ALLOY STEEL FORGINGS FOR PRESSURE VESSEL COMPONENTS Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

PRACTICE FOR APPLICATION OF ASPHALT COATINGS TO CORRUGATED STEEL SEWER AND DRAINAGE 
PIPE Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR CENTRIFUGALLY CAST FERRITIC/AUSTENITIC STAINLESS STEEL PIPE FOR 
CORROSIVE ENVIRONMENTS Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL SHEET, ZINC COATED BY THE ELECTROLYTIC PROCESS FOR 
APPLICATIONS REQUIRING DESIGNATION OF THE COATING MASS ON EACH SURFACE Coated Steel Products

PRACTICE FOR CRITERIA FOR USE IN EVALUATION OF TESTING LABORATORIES AND ORGANIZATIONS 
FOR EXAMINATION AND INSPECTION OF STEEL, STAINLESS STEEL, AND RELATED ALLOYS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL SHEET, ZINC AND ARAMID FIBER COMPOSITE COATED FOR CORRUGATED 
STEEL SEWER, CULVERT, AND UNDERDRAIN PIPE Coated Steel Products

SPECIFICATION FOR BORATED STAINLESS STEEL PLATE, SHEET, AND STRIP FOR NUCLEAR 
APPLICATION

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR HUBLESS CAST IRON SOIL PIPE AND FITTINGS FOR SANITARY AND STORM DRAIN, 
WASTE, AND VENT PIPING APPLICATIONS Ferrous Castings; Ferroalloys

SPECIFICATION FOR CASTINGS, IRON-CHROMIUM-NICKEL-MOLYBDENUM CORROSION-RESISTANT, 
DUPLEX (AUSTENITIC/FERRITIC) FOR GENERAL APPLICATION Ferrous Castings; Ferroalloys

SPECIFICATION FOR PRECIPITATION HARDENING IRON BASE SUPERALLOY FORGINGS FOR TURBINE 
ROTOR DISKS AND WHEELS Steel - Bars, Forgings, Bearing, Chain, Springs
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ASTM A 892 GUIDE FOR DEFINING AND RATING THE MICROSTRUCTURE OF HIGH CARBON BEARING STEELS vol. 01.05   (2003 r.)

ASTM A 895 SPECIFICATION FOR FREE-MACHINING STAINLESS STEEL PLATE, SHEET, AND STRIP vol. 01.03   (2003 r.)

ASTM A 896 PRACTICE FOR CONDUCTING CASE STUDIES ON GALVANISED STRUCTURES vol. 01.06   (2003 r.)

ASTM A 897 A897M SPECIFICATION FOR AUSTEMPERED DUCTILE IRON CASTINGS vol. 01.02   (2002 r.)

ASTM A 899 SPECIFICATION FOR STEEL WIRE, EPOXY-COATED vol. 01.03   (2003 r.)

ASTM A 902 TERMINOLOGY RELATING TO METALLIC COATED STEEL PRODUCTS vol. 01.06   (2003 r.)

ASTM A 903 A903M vol. 01.02   (2002 r.)

ASTM A 905 SPECIFICATION FOR STEEL WIRE, PRESSURE VESSEL WINDING vol. 01.03   (2003 r.)

ASTM A 906 A906M SPECIFICATION FOR GRADE 80 AND GRADE 100 ALLOY STEEL CHAIN SLINGS FOR OVERHEAD LIFTING vol. 01.05   (2003 r.)

ASTM A 909 SPECIFICATION FOR STEEL FORGINGS, MICROALLOY, FOR GENERAL INDUSTRIAL USE vol. 01.05   (2003 r.)

ASTM A 914 A914M vol. 01.05   (2003 r.)

ASTM A 915 A915M vol. 01.02   (2002 r.)

ASTM A 917 vol. 01.06   (2003 r.)

ASTM A 918 vol. 01.06   (2003 r.)

ASTM A 920 A920M vol. 01.05   (2003 r.)

ASTM A 921 A921M vol. 01.05   (2003 r.)

ASTM A 922 SPECIFICATION FOR SILICON METAL vol. 01.02   (2002 r.)

ASTM A 923 vol. 01.03   (2003 r.)

ASTM A 924 A924M vol. 01.06   (2003 r.)

ASTM A 925 vol. 01.06   (2003 r.)

ASTM A 926 vol. 01.06   (2003 r.)

ASTM A 929 A929M vol. 01.06   (2003 r.)

ASTM A 930 vol. 01.06   (2003 r.)

ASTM A 931 TEST METHOD FOR TENSION TESTING OF WIRE ROPES AND STRAND vol. 01.03   (2003 r.)

ASTM A 938 TEST METHOD FOR TORSION TESTING OF WIRE vol. 01.03   (2003 r.)

ASTM A 939 TEST METHOD FOR ULTRASONIC EXAMINATION FROM BORED SURFACES OF CYLINDRICAL FORGINGS vol. 01.05   (2003 r.)

ASTM A 940 vol. 01.05   (2003 r.)

ASTM A 942 vol. 01.02   (2002 r.)

ASTM A 946 vol. 01.03   (2003 r.)

ASTM A 947M SPECIFICATION FOR TEXTURED STAINLESS STEEL SHEET [METRIC] vol. 01.03   (2003 r.)

ASTM A 952 A 952M vol. 01.05   (2003 r.)

ASTM A 956 TEST METHOD FOR LEEB HARDNESS TESTING OF STEEL PRODUCTS vol. 01.05   (2003 r.)

ASTM A 957 vol. 01.02   (2002 r.)

ASTM A 958 vol. 01.02   (2002 r.)

ASTM A 964 A964M SPECIFICATION FOR CORRUGATED STEEL BOX CULVERTS vol. 01.06   (2003 r.)

ASTM A 965 A965M SPECIFICATION FOR STEEL FORGINGS, AUSTENITIC, FOR PRESSURE AND HIGH TEMPERATURE PARTS vol. 01.05   (2003 r.)

ASTM A 966 A966M vol. 01.05   (2003 r.)

ASTM A 967 SPECIFICATION FOR CHEMICAL PASSIVATION TREATMENTS FOR STAINLESS STEEL PARTS vol. 01.03   (2003 r.)

ASTM A 968 A968M vol. 01.03   (2003 r.)

ASTM A 973 A973M SPECIFICATION FOR GRADE 100 ALLOY STEEL CHAIN vol. 01.05   (2003 r.)

ASTM A 974 vol. 01.06   (2003 r.)

ASTM A 975 vol. 01.06   (2003 r.)

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Coated Steel Products

SPECIFICATION FOR STEEL CASTINGS, SURFACE ACCEPTANCE STANDARDS, MAGNETIC PARTICLE 
AND LIQUID PENETRANT INSPECTION Ferrous Castings; Ferroalloys

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL BARS SUBJECT TO RESTRICTED END-QUENCH HARDENABILITY 
REQUIREMENTS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL CASTINGS, CARBON, AND ALLOY, CHEMICAL REQUIREMENTS SIMILAR TO 
STANDARD WROUGHT GRADES Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL SHEET, COATED BY THE ELECTROLYTIC PROCESS FOR APPLICATIONS 
REQUIRING DESIGNATION OF THE COATING MASS ON EACH SURFACE (GENERAL REQUIREMENTS) Coated Steel Products

SPECIFICATION FOR STEEL SHEET, ZINC-NICKEL ALLOY COATED BY THE ELECTROLYTIC PROCESS FOR 
APPLICATIONS REQUIRING DESIGNATION OF THE COATING MASS ON EACH SURFACE Coated Steel Products

SPECIFICATION FOR STEEL BARS, MICROALLOY, HOT-WROUGHT, SPECIAL QUALITY, MECHANICAL 
PROPERTIES Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL BARS, MICROALLOY, HOT-WROUGHT, SPECIAL QUALITY, FOR SUBSEQUENT 
HOT FORGING Steel - Bars, Forgings, Bearing, Chain, Springs

Ferrous Castings; Ferroalloys

TEST METHODS FOR DETECTING DETRIMENTAL INTERMETALLIC PHASE IN DUPLEX 
AUSTENITIC/FERRITIC STAINLESS STEELS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR GENERAL REQUIREMENTS FOR STEEL SHEET, METALLIC-COATED BY THE HOT-DIP 
PROCESS Coated Steel Products

SPECIFICATION FOR ZINC-5% ALUMINIUM-MISCHMETAL ALLOY-COATED STEEL OVERHEAD GROUND 
WIRE STRAND Coated Steel Products

TEST METHOD FOR COMPARING THE ABRASION RESISTANCE OF COATING MATERIALS FOR 
CORRUGATED METAL PIPE Coated Steel Products

SPECIFICATION FOR STEEL SHEET, METALLIC-COATED BY THE HOT-SIP PROCESS FOR CORRUGATED 
STEEL PIPE Coated Steel Products

PRACTICE FOR LIFE-CYCLE COST ANALYSIS OF CORRUGATED METAL PIPE USED FOR CULVERTS, 
STORM SEWERS, AND OTHER BURIED CONDUITS Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR VACUUM TREATED STEEL FORGINGS, ALLOY, DIFFERENTIALLY HEAT TREATED, 
FOR TURBINE ROTORS Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR CENTRIFUGALLY CAST WHITE IRON/GRAY IRON DUAL METAL ABRASION - 
RESISTANT ROLL SHELLS Ferrous Castings; Ferroalloys

SPECIFICATION FOR CHROMIUM, CHROMIUM-NICKEL AND SILICON ALLOY STEEL PLATE, SHEET, AND 
STRIP FOR CORROSION AND HEAT RESISTING SERVICE

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR FORGED GRADE 80 AND GRADE 100 STEEL LIFTING COMPONENTS AND WELDED 
ATTACHMENT LINKS Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR INVESTMENT CASTINGS, STEEL AND ALLOY, COMMON REQUIREMENTS, FOR 
GENERAL INDUSTRIAL USE Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL CASTINGS, CARBON, AND ALLOY, WITH TENSILE REQUIREMENTS, 
CHEMICAL REQUIREMENTS SIMILAR TO STANDARD WROUGHT GRADES Ferrous Castings; Ferroalloys

Coated Steel Products

Steel - Bars, Forgings, Bearing, Chain, Springs

TEST METHOD FOR MAGNETIC PARTICLE EXAMINATION OF STEEL FORGINGS USING ALTERNATING 
CURRENT Steel - Bars, Forgings, Bearing, Chain, Springs

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR CHROMIUM, CHROMIUM-NICKEL, AND SILICON ALLOY STEEL BARS AND SHAPES 
FOR CORROSION AND HEAT-RESISTING SERVICE

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR WELDED WIRE FABRIC GABIONS AND GABION MATTRESSES (METALLIC COATED 
OR POLYVINYL CHLORIDE (PVC) COATED) Coated Steel Products

SPECIFICATION FOR DOUBLE-TWISTED HEXAGONAL MESH GABIONS AND REVET MATTRESSES 
(METALLIC-COATED STEEL WIRE OR METALLIC-COATED STEEL WIRE WITH POLY(VONYL CHLORIDE) 
(PVC) COATING)

Coated Steel Products
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ASTM A 978 A 978M vol. 01.06   (2003 r.)

ASTM A 979 A 979M vol. 01.06   (2003 r.)

ASTM A 980 SPECIFICATION FOR STEEL, SHEET, CARBON, ULTRA HIGH STRENGTH COLD ROLLED vol. 01.03   (2003 r.)

ASTM A 982 SPECIFICATION FOR STEEL FORGINGS, STAINLESS, FOR COMPRESSOR AND TURBINE AIRFOILS vol. 01.05   (2003 r.)

ASTM A 983 A983M vol. 01.05   (2003 r.)

ASTM A 985 vol. 01.02   (2002 r.)

ASTM A 986 A986M vol. 01.05   (2003 r.)

ASTM A 987 TEST METHOD FOR MEASURING SHAPE CHARACTERISTICS OF TIN MILL PRODUCTS vol. 01.06   (2003 r.)

ASTM A 990 vol. 01.02   (2002 r.)

ASTM A 991 A 991M vol. 01.03   (2003 r.)

ASTM A 993 vol. 01.02   (2002 r.)

ASTM A 995 vol. 01.02   (2002 r.)

ASTM A 997 PRACTICE FOR INVESTMENT CASTINGS, SURFACE ACCEPTANCE STANDARDS, VISUAL EXAMINATION vol. 01.02   (2002 r.)

ASTM A 998 A 998M vol. 01.06   (2003 r.)

ASTM A 1000 SPECIFICATION FOR STEEL WIRE, CARBON AND ALLOY SPECIALITY SPRING QUALITY vol. 01.03   (2003 r.)

ASTM A 1001 SPECIFICATION FOR HIGH STRENGTH STEEL CASTINGS IN HEAVY SECTIONS vol. 01.02   (2002 r.)

ASTM A 1002 SPECIFICATION FOR CASTINGS, NICKEL-ALUMINIUM ORDERED ALLOY vol. 01.02   (2002 r.)

ASTM A 1003 A1003M vol. 01.06   (2003 r.)

ASTM A 1004 A1004M vol. 01.06   (2003 r.)

ASTM A 1007 SPECIFICATION FOR CARBON STEEL WIRE FOR WIRE ROPES vol. 01.03   (2003 r.)

ASTM A 1008 A1008M vol. 01.03   (2003 r.)

ASTM A 1010 A1010M SPECIFICATION FOR HIGHER-STRENGTH MARTENSITIC STAINLESS STEEL PLATE, SHEET, AND STRIP vol. 01.03   (2003 r.)

ASTM A 1011 A1011M vol. 01.03   (2003 r.)

ASTM A 1018 A1018M vol. 01.03   (2003 r.)

ASTM A 1019 A 1019M vol. 01.06   (2003 r.)

ASTM A 1021 vol. 01.05   (2003 r.)

ASTM A 1023 A1023M vol. 01.03   (2003 r.)

ASTM B 5 SPECIFICATION FOR HIGH CONDUCTIVITY TOUGH-PITCH COPPER REFINERY SHAPES vol. 02.01   (2003 r.)

ASTM B 6 SPECIFICATION FOR ZINC vol. 02.04   (2003 r.)

ASTM B 16 B16M SPECIFICATION FOR FREE-CUTTING BRASS ROD, BAR AND SHAPES FOR USE IN SCREW MACHINES vol. 02.01   (2003 r.)

ASTM B 19 SPECIFICATION FOR CARTRIDGE BRASS SHEET, STRIP, PLATE, BAR, AND DISKS (BLANKS) vol. 02.01   (2003 r.)

ASTM B 21 B 21M SPECIFICATION FOR NAVAL BRASS ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 22 SPECIFICATION FOR BRONZE CASTINGS FOR BRIDGES AND TURNTABLES vol. 02.01   (2003 r.)

ASTM B 23 SPECIFICATION FOR WHITE METAL BEARING ALLOYS (KNOWN COMMERCIALLY AS "BABBITT METAL") vol. 02.04   (2003 r.)

ASTM B 26 B26M SPECIFICATION FOR ALUMINIUM-ALLOY SAND CASTINGS vol. 02.02   (2003 r.)

ASTM B 29 SPECIFICATION FOR REFINED LEAD vol. 02.04   (2003 r.)

SPECIFICATION FOR COMPOSITE RIBBED STEEL PIPE, PRECOATED AND POLYETHYLENE LINED FOR 
GRAVITY FLOW SANITARY SEWERS, STORM SEWERS, AND OTHER SPECIAL APPLICATIONS Coated Steel Products

SPECIFICATION FOR CONCRETE PAVEMENTS AND LININGS INSTALLED IN CORRUGATED STEEL 
STRUCTURES IN THE FIELD Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR CONTINUOUS GRAIN FLOW FORGED CARBON AND ALLOY STEEL CRANKSHAFTS 
FOR MEDIUM SPEED DIESEL ENGINES Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL INVESTMENT CASTINGS GENERAL REQUIREMENTS, FOR PRESSURE-
CONTAINING PARTS Ferrous Castings; Ferroalloys

SPECIFICATION FOR MAGNETIC PARTICLE EXAMINATION OF CONTINUOUS GRAIN FLOW CRANKSHAFT 
FORGINGS Steel - Bars, Forgings, Bearing, Chain, Springs

Coated Steel Products

SPECIFICATION FOR CASTINGS, IRON-NICKEL-CHROMIUM AND NICKEL ALLOYS, SPECIALLY 
CONTROLLED FOR PRESSURE RETAINING PARTS FOR CORROSION SERVICE Ferrous Castings; Ferroalloys

TEST METHOD FOR CONDUCTING TEMPERATURE UNIFORMITY SURVEYS OF FURNACES USED TO HEAT 
TREAT STEEL PRODUCTS

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

TEST METHOD FOR DYNAMIC TEAR TESTING OF CAST IRONS TO ESTABLISH TRANSITION 
TEMPERATURE Ferrous Castings; Ferroalloys

SPECIFICATION FOR CASTING, AUSTENITIC-FERRIRIC (DUPLEX) STAINLESS STEEL, FOR PRESSURE-
CONTAINING PARTS Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

PRACTICE FOR STRUCTURAL DESIGN OF REINFORCEMENTS FOR FITTINGS IN FACTORY-MADE 
CORRUGATED STEEL PIPE FOR SEWERS AND OTHER APPLICATIONS Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Ferrous Castings; Ferroalloys

Ferrous Castings; Ferroalloys

SPECIFICATION FOR STEEL SHEET, CARBON, METALLIC- AND NON-METALLIC-COATED FOR COLD-
FORMED FRAMING MEMBERS Coated Steel Products

PRACTICE FOR ESTABLISHING CONFORMANCE TO THE MINIMUM EXPECTED CORROSION 
CHARACTERISTICS OF METALLIC, PAINTED-METALLIC, AND NONMETALLIC-COATED STEEL SHEET 
INTENDED FOR USE AS COLD FORMED FRAMING MEMBERS

Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL, SHEET, COLD-ROLLED, CARBON, STRUCTURAL, HIGH-STRENGTH LOW-
ALLOY AND HIGH-STRENGTH LOW-ALLOY WITH IMPROVED FORMABILITY

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL, SHEET AND STRIP, HOT-ROLLED, CARBON, STRUCTURAL, HIGH-STRENGTH 
LOW-ALLOY AND HIGH-STRENGTH LOW-ALLOY WITH IMPROVED FORMABILITY

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR STEEL, SHEET AND STRIP, HEAVY-THICKNESS COILS, HOT-ROLLED, CARBON, 
COMMERCIAL, DRAWING, STRUCTURAL, HIGH-STRENGTH LOW-ALLOY, AND HIGH-STRENGTH LOW-
ALLOY WITH IMPROVED FORMABILITY

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR CLOSED RIB STEEL PIPE WITH DIAMETER OF 36 IN. [900 MM] OR LESS, POLYMER 
PRECOATED FOR SEWERS AND DRAINS Coated Steel Products

SPECIFICATION FOR MARTENSITIC STAINLESS STEEL FORGINGS AND FORGING STOCK FOR HIGH-
TEMPERATURE SERVICE Steel - Bars, Forgings, Bearing, Chain, Springs

SPECIFICATION FOR STEEL, SHEET AND STRIP, HEAVY-THICKNESS COILS, HOT-ROLLED, CARBON, 
STRUCTURAL,HIGH-STRENGHT LOW-ALLOY, COLUMBIUM OR VANADIUM, AND HIGH-STRENGHT LOW-
ALLOY WITH IMPROVED FORMABILITY

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 30 SPECIFICATION FOR COPPER ALLOYS IN INGOT FORM vol. 02.01   (2003 r.)

ASTM B 32 SPECIFICATION FOR SOLDER METAL vol. 02.04   (2003 r.)

ASTM B 36 B36M SPECIFICATION FOR BRASS PLATE, SHEET, STRIP, AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 37 SPECIFICATION FOR ALUMINIUM FOR USE IN IRON AND STEEL MANUFACTURE vol. 02.02   (2003 r.)

ASTM B 39 SPECIFICATION FOR NICKEL vol. 02.04   (2003 r.)

ASTM B 42 SPECIFICATION FOR SEAMLESS COPPER PIPE, STANDARD SIZES vol. 02.01   (2003 r.)

ASTM B 43 SPECIFICATION FOR SEAMLESS RED BRASS PIPE, STANDARD SIZES vol. 02.01   (2003 r.)

ASTM B 49 SPECIFICATION FOR COPPER ROD DRAWING STOCK FOR ELECTRICAL PURPOSES vol. 02.01   (2003 r.)

ASTM B 61 SPECIFICATION FOR STEAM OR VALVE BRONZE CASTINGS vol. 02.01   (2003 r.)

ASTM B 62 SPECIFICATION FOR COMPOSITION BRONZE OR OUNCE METAL CASTINGS vol. 02.01   (2003 r.)

ASTM B 63 vol. 02.04   (2003 r.)

ASTM B 66 SPECIFICATION FOR BRONZE CASTINGS FOR STEAM LOCOMOTIVE WEARING PARTS vol. 02.01   (2003 r.)

ASTM B 68 SPECIFICATION FOR SEAMLESS COPPER TUBE, BRIGHT ANNEALED vol. 02.01   (2003 r.)

ASTM B 69 SPECIFICATION FOR ROLLED ZINC vol. 02.04   (2003 r.)

ASTM B 70 vol. 02.04   (2003 r.)

ASTM B 75 SPECIFICATION FOR SEAMLESS COPPER TUBE vol. 02.01   (2003 r.)

ASTM B 76 vol. 02.04   (2003 r.)

ASTM B 77 TEST METHOD FOR THERMOELECTRIC POWER OF ELECTRICAL-RESISTANCE ALLOYS vol. 02.04   (2003 r.)

ASTM B 78 vol. 02.04   (2003 r.)

ASTM B 80 SPECIFICATION FOR MAGNESIUM-ALLOY SAND CASTINGS vol. 02.02   (2003 r.)

ASTM B 84 vol. 02.04   (2003 r.)

ASTM B 85 SPECIFICATION FOR ALUMINUM-ALLOY DIE CASTINGS vol. 02.02   (2003 r.)

ASTM B 86 SPECIFICATION FOR ZINC AND ZINC-ALUMINUM (ZA) ALLOY FOUNDRY AND DIE CASTINGS vol. 02.04   (2003 r.)

ASTM B 88 SPECIFICATION FOR SEAMLESS COPPER WATER TUBE vol. 02.01   (2003 r.)

ASTM B 88M SPECIFICATION FOR SEAMLESS COPPER WATER TUBE [METRIC] vol. 02.01   (2003 r.)

ASTM B 90 B90M SPECIFICATION FOR MAGNESIUM-ALLOY SHEET AND PLATE vol. 02.02   (2003 r.)

ASTM B 91 SPECIFICATION FOR MAGNESIUM-ALLOY FORGINGS vol. 02.02   (2003 r.)

ASTM B 92 B92M SPECIFICATION FOR UNALLOYES MAGNESIUM INGOT AND STICK FOR REMELTING vol. 02.02   (2003 r.)

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

TEST METHOD FOR RESISTIVITY OF METALLICALLY CONDUCTING RESISTANCE AND CONTACT 
MATERIALS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR CHANGE OF RESISTANCE WITH TEMPERATURE OF METALLIC MATERIALS FOR 
ELECTRICAL HEATING

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

TEST METHOD FOR ACCELERATED LIFE OF NICKEL-CHROMIUM AND NICKEL-CHROMIUM-IRON ALLOYS 
FOR ELECTRICAL HEATING

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD OF ACCELERATED LIFE OF IRON-CHROMIUM-ALUMINUM ALLOYS FOR ELECTRICAL 
HEATING

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

TEST METHOD FOR TEMPERATURE-RESISTANCE CONSTANTS OF ALLOY WIRES FOR PRECISION 
RESISTORS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys
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ASTM B 93 B93M vol. 02.02   (2003 r.)

ASTM B 94 SPECIFICATION FOR MAGNESIUM-ALLOY DIE CASTINGS vol. 02.02   (2003 r.)

ASTM B 96 B 96M vol. 02.01   (2003 r.)

ASTM B 98 B98M SPECIFICATION FOR COPPER-SILICON ALLOY ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 99 B99M SPECIFICATION FOR COPPER-SILICON ALLOY WIRE FOR GENERAL APPLICATIONS vol. 02.01   (2003 r.)

ASTM B 100 vol. 02.01   (2003 r.)

ASTM B 101 SPECIFICATION FOR LEAD-COATED COPPER SHEET AND STRIP FOR BUILDING CONSTRUCTION vol. 02.01   (2003 r.)

ASTM B 102 SPECIFICATION FOR LEAD- AND TIN-ALLOY DIE CASTINGS vol. 02.04   (2003 r.)

ASTM B 103 B103M SPECIFICATION FOR PHOSPHOR BRONZE PLATE, SHEET, STRIP, AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 106 TEST METHODS FOR FLEXIVITY OF THERMOSTAT METALS vol. 02.04   (2003 r.)

ASTM B 107 B107M SPECIFICATION FOR MAGNESIUM-ALLOY EXTRUDED BARS, RODS, PROFILES, TUBES, AND WIRE vol. 02.02   (2003 r.)

ASTM B 108 SPECIFICATION FOR ALUMINIUM-ALLOY PERMANENT MOLD CASTINGS vol. 02.02   (2003 r.)

ASTM B 111 vol. 02.01   (2003 r.)

ASTM B 111M vol. 02.01   (2003 r.)

ASTM B 114 vol. 02.04   (2003 r.)

ASTM B 115 SPECIFICATION FOR ELECTROLYTIC COPPER CATHODE vol. 02.01   (2003 r.)

ASTM B 121 B121M SPECIFICATION FOR LEADED BRASS PLATE, SHEET, STRIP AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 122 B122M vol. 02.01   (2003 r.)

ASTM B 124 B 124M SPECIFICATION FOR COPPER AND COPPER ALLOY FORGING ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 127 SPECIFICATION FOR NICKEL-COPPER ALLOY (UNS N04400) PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

ASTM B 129 SPECIFICATION FOR CARTRIDGE BRASS CARTRIDGE CASE CUPS vol. 02.01   (2003 r.)

ASTM B 130 SPECIFICATION FOR COMMERCIAL BRONZE STRIP FOR BULLET JACKETS vol. 02.01   (2003 r.)

ASTM B 131 SPECIFICATION FOR COPPER ALLOY BULLET JACKET CUPS vol. 02.01   (2003 r.)

ASTM B 134 B134M SPECIFICATION FOR BRASS WIRE vol. 02.01   (2003 r.)

ASTM B 135 SPECIFICATION FOR SEAMLESS BRASS TUBE vol. 02.01   (2003 r.)

ASTM B 135M SPECIFICATION FOR SEAMLESS BRASS TUBE [METRIC] vol. 02.01   (2003 r.)

ASTM B 136 TEST METHOD FOR MEASUREMENT OF STAIN RESISTANCE OF ANODIC  COATINGS ON ALUMINIUM vol. 02.05   (2003 r.)

ASTM B 137 vol. 02.05   (2003 r.)

ASTM B 138 B138M SPECIFICATION FOR MANGANESE BRONZE ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 139 B139M SPECIFICATION FOR PHOSPHOR BRONZE ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 139 SPECIFICATION FOR PHOSPHOR BRONZE ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 140 B140M vol. 02.01   (2003 r.)

ASTM B 148 SPECIFICATION FOR ALUMINIUM-BRONZE SAND CASTINGS vol. 02.01   (2003 r.)

ASTM B 150 B150M SPECIFICATION FOR ALUMINUM BRONZE ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 151 B151M vol. 02.01   (2003 r.)

ASTM B 152 B 152M SPECIFICATION FOR COPPER SHEET, STRIP. PLATE, AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 153 TEST METHOD FOR EXPANSION (PIN TES) OF COPPER AND COPPER-ALLOY PIPE AND TUBING vol. 02.01   (2003 r.)

ASTM B 154 TEST METHOD FOR MERCUROUS NITRATE TEST FOR COPPER AND COPPER ALLOYS vol. 02.01   (2003 r.)

ASTM B 159 B159M SPECIFICATION FOR PHOSPHOR BRONZE WIRE vol. 02.01   (2003 r.)

SPECIFICATION FOR MAGNESIUM ALLOYS IN INGOT FORM FOR SAND CASTINGS, PERMANENT MOLD 
CASTINGS, AND DIE CASTINGS Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR COPPER-SILICON ALLOY PLATE, SHEET, STRIP, AND ROLLED BAR FOR GENERAL 
PURPOSES AND PRESSURE VESSELS Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR WROUGHT COPPER-ALLOY BEARING AND EXPANSION PLATES AND SHEETS FOR 
BRIDGE AND OTHER STRUCTURAL USE Copper and Copper Alloys

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR COPPER AND COPPER-ALLOY SEAMLESS CONDENSER TUBES AND FERRULE 
STOCK Copper and Copper Alloys

SPECIFICATION FOR COPPER AND COPPER-ALLOY SEAMLESS CONDENSER TUBES AND FERRULE 
STOCK [METRIC] Copper and Copper Alloys

TEST METHOD FOR TEMPERATURE-RESISTANCE CONSTANTS OF SHEET MATERIALS FOR SHUNTS AND 
PRECISION RESISTORS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR COPPER-NICKEL-TIN ALLOY, COPPER-NICKEL-ZINC ALLOY (NICKEL SILVER), AND 
COPPER-NICKEL ALLOY PLATE, SHEET, STRIP , AND ROLLED BAR Copper and Copper Alloys

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR MEASUREMENT OF COATING MASS PER UNIT AREA ON ANODICALLY COATED 
ALUMINUM

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR COPPER-ZINC-LEAD (RED BRASS OR HARDWARE BRONZE) ROD, BAR, AND 
SHAPES Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR COPPER-NICKEL-ZINC ALLOY (NICKEL SILVER) AND COPPER-NICKEL ROD AND 
BAR Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys
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ASTM B 160 SPECIFICATION FOR NICKEL ROD AND BAR vol. 02.04   (2003 r.)

ASTM B 161 SPECIFICATION FOR NICKEL SEAMLESS PIPE AND TUBE vol. 02.04   (2003 r.)

ASTM B 162 SPECIFICATION FOR NICKEL PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

ASTM B 163 vol. 02.04   (2003 r.)

ASTM B 164 SPECIFICATION FOR NICKEL-COPPER ALLOY ROD, BAR, AND WIRE vol. 02.04   (2003 r.)

ASTM B 165 SPECIFICATION FOR NICKEL-COPPER ALLOY (UNS N04400)* SEAMLESS PIPE AND TUBE vol. 02.04   (2003 r.)

ASTM B 166 vol. 02.04   (2003 r.)

ASTM B 167 vol. 02.04   (2003 r.)

ASTM B 168 vol. 02.04   (2003 r.)

ASTM B 169 B169M SPECIFICATION FOR ALUMINIUM BRONZE SHEET, STRIP, AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 170 SPECIFICATION FOR OXYGEN-FREE ELECTROLYTIC COPPER REFINERY SHAPES vol. 02.01   (2003 r.)

ASTM B 171 B171M vol. 02.01   (2003 r.)

ASTM B 177 GUIDE FOR ENGINEERING CHROMIUM ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 179 vol. 02.02   (2003 r.)

ASTM B 183 PRACTICE FOR PREPARATION OF LOW-CARBON STEEL FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 187 B187M vol. 02.01   (2003 r.)

ASTM B 187 SPECIFICATION FOR COPPER BAR, BUS BAR, ROD, AND SHAPES vol. 02.01   (2003 r.)

ASTM B 188 SPECIFICATION FOR SEAMLESS COPPER BUS PIPE AND TUBE vol. 02.01   (2003 r.)

ASTM B 194 SPECIFICATION FOR COPPER-BERYLLIUM ALLOY PLATE, SHEET, STRIP, AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 196 B 196M SPECIFICATION FOR COPPER-BERYLLIUM ALLOY ROD AND BAR vol. 02.01   (2003 r.)

ASTM B 197 B 197M SPECIFICATION FOR COPPER-BERYLLIUM ALLOY WIRE vol. 02.01   (2003 r.)

ASTM B 199 SPECIFICATION FOR MAGNESIUM-ALLOY PERMANENT MOLD CASTINGS vol. 02.02   (2003 r.)

ASTM B 200 vol. 02.05   (2003 r.)

ASTM B 201 PRACTICE FOR TESTING CHROMATE COATINGS ON ZINC AND CADMIUM SURFACES vol. 02.05   (2003 r.)

ASTM B 206 B206M vol. 02.01   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR SEAMLESS NICKEL AND NICKEL ALLOY CONDENSER AND HEAT-EXCHANGER 
TUBES

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-IRON ALLOYS (UNS N06600, N06601, N06603, N06690, N06693, 
N06025, AND N06045) AND NICKEL-CHROMIUM-COBALT-MOLYBDENUM ALLOY (UNS N06617) ROD, BAR, 
AND WIRE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-IRON ALLOYS (UNS N06600, N06601, N06603, N06690, N06025, 
AND N06045)* AND NICKEL-CHROMIUM-COBALT-MOLYBDENUM ALLOY (UNS N06617) SEAMLESS PIPE 
AND TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-IRON ALLOYS (UNS N06600, N06601, N06603, N06690, N06025, 
AND N06045) AND NICKEL-CHROMIUM-COBALT-MOLYBDENUM ALLOY (UNS N06617) PLATE, SHEET, AND 
STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR COPPER-ALLOY PLATE AND SHEET FOR PRESSURE VESSELS, CONDENSERS, AND 
HEAT EXCHANGERS Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR ALUMINIUM ALLOYS IN INGOT AND MOLTEN FORMS FOR CASTINGS FROM ALL 
CASTING PROCESSES Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR COPPER, BUS BAR, ROD, AND SHAPES AND GENERAL PURPOSE ROD, BAR, AND 
SHAPES Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF LEAD AND LEAD-TIN ALLOYS ON STEEL AND 
FERROUS ALLOYS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR COPPER-NICKEL-ZINC ALLOY (NICKEL SILVER) WIRE AND COPPER-NICKEL ALLOY 
WIRE Copper and Copper Alloys
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ASTM B 208 vol. 02.01   (2003 r.)

ASTM B 209 SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY SHEET AND PLATE vol. 02.02   (2003 r.)

ASTM B 209M SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY SHEET AND PLATE [METRIC] vol. 02.02   (2003 r.)

ASTM B 210 SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY DRAWN SEALMESS TUBES vol. 02.02   (2003 r.)

ASTM B 210M SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY DRAWN SEAMLESS TUBES [METRIC] vol. 02.02   (2003 r.)

ASTM B 211 SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY BAR, ROD, AND WIRE vol. 02.02   (2003 r.)

ASTM B 211M SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY BAR, ROD, AND WIRE [METRIC] vol. 02.02   (2003 r.)

ASTM B 212 vol. 02.05   (2003 r.)

ASTM B 213 TEST METHOD FOR FLOW RATE OF METAL POWDERS vol. 02.05   (2003 r.)

ASTM B 214 TEST METHOD FOR SIEVE ANALYSIS OF METAL POWDERS vol. 02.05   (2003 r.)

ASTM B 215 PRACTICES FOR SAMPLING FINISHED LOTS OF METAL POWDERS vol. 02.05   (2003 r.)

ASTM B 216 SPECIFICATION FOR TOUGH-PITCH FIRE-REFINED COPPER REFINERY SHAPES vol. 02.01   (2003 r.)

ASTM B 221 vol. 02.02   (2003 r.)

ASTM B 221M vol. 02.02   (2003 r.)

ASTM B 223 TEST METHOD FOR MODULUS OF ELASTICITY OF THERMOSTAT METALS (CANTILEVER BEAM METHOD) vol. 02.04   (2003 r.)

ASTM B 224 CLASSIFICATION OF COPPERS vol. 02.01   (2003 r.)

ASTM B 234 vol. 02.02   (2003 r.)

ASTM B 234M vol. 02.02   (2003 r.)

ASTM B 236 SPECIFICATION FOR ALUMINIUM BARS FOR ELECTRICAL PURPOSES (BUS BARS) vol. 02.02   (2003 r.)

ASTM B 236M SPECIFICATION FOR ALUMINIUM BARS FOR ELECTRICAL PURPOSES (BUS BARS) [METRIC] vol. 02.02   (2003 r.)

ASTM B 237 SPECIFICATION FOR REFINED ANTIMONY vol. 02.04   (2003 r.)

ASTM B 240 vol. 02.04   (2003 r.)

ASTM B 241 B241M vol. 02.02   (2003 r.)

ASTM B 242 PRACTICE FOR PREPARATION OF HIGH-CARBON STEEL FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 243 TERMINOLOGY OF POWDER METALLURGY vol. 02.05   (2003 r.)

ASTM B 244 vol. 02.05   (2003 r.)

ASTM B 247 vol. 02.02   (2003 r.)

ASTM B 247M vol. 02.02   (2003 r.)

ASTM B 248 vol. 02.01   (2003 r.)

ASTM B 248M vol. 02.01   (2003 r.)

ASTM B 249 B249M vol. 02.01   (2003 r.)

ASTM B 250 B250M SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT COPPER ALLOY WIRE vol. 02.01   (2003 r.)

ASTM B 251 vol. 02.01   (2003 r.)

PRACTICE FOR PREPARING TENSION TEST SPECIMENS FOR COPPER-BASE ALLOYS FOR SAND, 
PERMANEN MOLD, CENTRIFUGAL, AND CONTINUOUS CASTINGS Copper and Copper Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

TEST METHOD FOR APPARENT DENSITY OF FREE-FLOWING METAL POWDERS USING THE HALL 
FLOWMETER FUNNEL

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY EXTRUDED BARS, RODS, WIRE, PROFILES, 
AND TUBES BARS, RODS, WIRE, PROFILES, AND TUBES Aluminum and Magnesium Alloys

SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY EXTRUDED BARS, RODS, WIRE, PROFILES, 
AND TUBES [METRIC] Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY DRAWN SEAMLESS TUBES FOR CONDENSERS 
AND HEAT EXCHANGERS Aluminum and Magnesium Alloys

SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY DRAWN SEAMLESS TUBES FOR CONDENSERS 
AND HEAT EXCHANGERS (METRIC] Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ZINC AND ZINC-ALUMINIUM (ZA) ALLOYS IN INGOT FORM FOR FOUNDRY AND DIE 
CASTINGS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOYS SEAMLESS PIPE AND SEAMLESS EXTRUDED 
TUBE Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR MEASUREMENT OF THICKNESS OF ANODIC COATINGS ON ALUMINUM AND OF 
OTHER NONCONDUCTIVE COATINGS ON NONMAGNETIC BASIS METALS WITH EDDY-CURRENT 
INSTRUMENTS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY DIE FORGINGS, HAND FORGINGS, AND ROLLED 
RING FORGINGS Aluminum and Magnesium Alloys

SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY DIE FORGINGS, HAND FORGINGS, AND ROLLED 
RING FORGINGS Aluminum and Magnesium Alloys

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT COPPER AND COPPER-ALLOY PLATE, 
SHEET, STRIP, AND ROLLED BAR Copper and Copper Alloys

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT COPPER AND COPPER-ALLOY PLATE, 
SHEET, STRIP AND ROLLED BAR [METRIC] Copper and Copper Alloys

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT COPPER AND COPPER-ALLOY ROD, 
BAR, SHAPES AND FORGINGS Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT SEAMLESS COPPER AND COPPER-
ALLOY TUBE Copper and Copper Alloys
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ASTM B 251M vol. 02.01   (2003 r.)

ASTM B 252 vol. 02.05   (2003 r.)

ASTM B 253 GUIDE FOR PREPARATION OF ALUMINIUM ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 254 PRACTICE FOR PREPARATION OF AND ELECTROPLATING ON STAINLESS STEEL vol. 02.05   (2003 r.)

ASTM B 265 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY STRIP, SHEET, AND PLATE vol. 02.04   (2003 r.)

ASTM B 267 SPECIFICATION FOR WIRE FOR USE IN WIRE-WOUND RESISTORS vol. 02.04   (2003 r.)

ASTM B 271 SPECIFICATION FOR COPPER-BASE ALLOY CENTRIFUGAL CASTINGS vol. 02.01   (2003 r.)

ASTM B 272 vol. 02.01   (2003 r.)

ASTM B 275 PRACTICE FOR CODIFICATION OF CERTAIN NONFERROUS METALS AND ALLOYS, CAST AND WROUGHT vol. 02.02   (2003 r.)

ASTM B 276 TEST METHOD FOR APPARENT POROSITY IN CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 277 TEST METHOD FOR HARDNESS OF ELECTRICAL CONTACT MATERIALS vol. 02.04   (2003 r.)

ASTM B 280 vol. 02.01   (2003 r.)

ASTM B 281 vol. 02.05   (2003 r.)

ASTM B 283 SPECIFICATION FOR COPPER AND COPPER-ALLOY DIE FORGINGS (HOT-PRESSED) vol. 02.01   (2003 r.)

ASTM B 294 TEST METHOD FOR HARDNESS TESTING OF CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 296 PRACTICE FOR TEMPER DESIGNATIONS OF MAGNESIUM ALLOYS, CAST AND WROUGHT vol. 02.02   (2003 r.)

ASTM B 299 SPECIFICATION FOR TITANIUM SPONGE vol. 02.04   (2003 r.)

ASTM B 301 B301M SPECIFICATION FOR FREE-CUTTING COPPER ROD AND BAR vol. 02.01   (2003 r.)

ASTM B 302 SPECIFICATION FOR THREADLESS COPPER PIPE, STANDARD SIZES vol. 02.01   (2003 r.)

ASTM B 306 SPECIFICATION FOR COPPER DRAINAGE TUBE (DWV) vol. 02.01   (2003 r.)

ASTM B 308 B308M SPECIFICATION FOR ALUMINIUM-ALLOY 6061-T6 STANDARD STRUCTURAL PROFILES vol. 02.02   (2003 r.)

ASTM B 311 vol. 02.05   (2003 r.)

ASTM B 312 TEST METHOD FOR GREEN STRENGTH FOR COMPACTED METAL POWDER SPECIMENS vol. 02.05   (2003 r.)

ASTM B 313 B313M SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY ROUND WELDED TUBES vol. 02.02   (2003 r.)

ASTM B 315 SPECIFICATION FOR SEAMLESS COPPER ALLOY PIPE AND TUBE vol. 02.01   (2003 r.)

ASTM B 316 B316M SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY RIVET AND COLD-HEADING WIRE AND RODS vol. 02.02   (2003 r.)

ASTM B 317 vol. 02.02   (2003 r.)

ASTM B 319 GUIDE FOR PREPARATION OF LEAD AND LEAD ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 320 PRACTICE FOR PREPARATION OF IRON CASTINGS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 322 PRACTICE FOR CLEANING METALS PRIOR TO ELECTROPLATING vol. 02.05   (2003 r.)

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT SEAMLESS COPPER AND COPPER-
ALLOY TUBE [METRIC] Copper and Copper Alloys

GUIDE FOR PREPARATION OF ZINC ALLOY DIE CASTINGS FOR ELECTROPLATING AND CONVERSION 
COATINGS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

SPECIFICATION FOR COPPER FLAT PRODUCTS WITH FINISHED (ROLLED OR DRAWN) EDGES (FLAT 
WIRE AND STRIP) Copper and Copper Alloys

Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR SEAMLESS COPPER TUBE FOR AIR CONDITIONING AND REFRIGERATION FIELD 
SERVICE Copper and Copper Alloys

PRACTICE FOR PREPARATION OF COPPER AND COPPER-BASE ALLOYS FOR ELECTROPLATING AND 
CONVERSION COATINGS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

TEST METHOD FOR DENSITY DETERMINATION FOR POWDER METALLURGY (P/M) MATERIALS 
CONTAINING LESS THAN TWO PERCENT POROSITY

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR ALUMINIUM-ALLOY EXTRUDED BAR, ROD, TUBE, PIPE, AND STRUCTURAL 
PROFILES FOR ELECTRICAL PURPOSES (BUS CONDUCTOR) Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM B 327 SPECIFICATION FOR MASTER ALLOYS USED IN MAKING ZINC DIE CASTING ALLOYS vol. 02.04   (2003 r.)

ASTM B 328 vol. 02.05   (2003 r.)

ASTM B 329 vol. 02.05   (2003 r.)

ASTM B 330 TEST METHOD FOR FISHER NUMBER OF METAL POWDERS AND RELATED COMPOUNDS vol. 02.05   (2003 r.)

ASTM B 330 TEST METHOD FOR FISHER NUMBER OF METAL POWDERS AND RELATED COMPOUNDS vol. 02.05   (2003 r.)

ASTM B 331 TEST METHOD FOR COMPRESSIBILITY OF METAL POWDERS IN UNIAXIAL COMPACTION vol. 02.05   (2003 r.)

ASTM B 331 TEST METHOD FOR COMPRESSIBILITY OF METAL POWDERS IN UNIAXIAL COMPACTION vol. 02.05   (2003 r.)

ASTM B 333 SPECIFICATION FOR NICKEL-MOLYBDENUM ALLOY PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

ASTM B 335 SPECIFICATION FOR NICKEL-MOLYBDENUM ALLOY ROD vol. 02.04   (2003 r.)

ASTM B 338 vol. 02.04   (2003 r.)

ASTM B 339 SPECIFICATION FOR PIG TIN vol. 02.04   (2003 r.)

ASTM B 343 PRACTICE FOR PREPARATION OF NICKEL FOR ELECTROPLATING WITH NICKEL vol. 02.05   (2003 r.)

ASTM B 344 vol. 02.04   (2003 r.)

ASTM B 345 B345M vol. 02.02   (2003 r.)

ASTM B 348 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY BARS AND BILLETS vol. 02.04   (2003 r.)

ASTM B 349 B 349M vol. 02.04   (2003 r.)

ASTM B 350 B350M SPECIFICATION FOR ZIRCONIUM AND ZIRCONIUM ALLOY INGOTS FOR NUCLEAR APPLICATION vol. 02.04   (2003 r.)

ASTM B 351 B351M vol. 02.04   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR DENSITY, OIL CONTENT, AND INTERCONNECTED POROSITY OF SINTERED METAL 
STRUCTURAL PARTS AND OIL-IMPREGNATED BEARINGS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR APPARENT DENSITY OF METAL POWDERS AND COMPOUNDS USING THE SCOTT 
VOLUMETER

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR SEAMLESS AND WELDED TITANIUM AND TITANIUM ALLOY TUBES FOR 
CONDENSERS AND HEAT EXCHANGERS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR DRAWN OR ROLLED NICKEL-CHROMIUM AND NICKEL-CHROMIUM-IRON ALLOYS 
FOR ELECTRICAL HEATING ELEMENTS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY SEAMLESS TRANSMISSION AND DISTRIBUTION 
PIPING SYSTEMS Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ZIRCONIUM SPONGE AND OTHER FORMS OF VIRGIN METAL FOR NUCLEAR 
APPLICATION

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR HOT-ROLLED AND COLD-FINISHED ZIRCONIUM AND ZIRCONIUM ALLOY BARS, ROD, 
AND WIRE FOR NUCLEAR APPLICATION

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 352 B352M vol. 02.04   (2003 r.)

ASTM B 353 vol. 02.04   (2003 r.)

ASTM B 359 B359M vol. 02.01   (2003 r.)

ASTM B 360 SPECIFICATION FOR HARD-DRAWN COPPER CAPILLARY TUBE FOR RESTRICTOR APPLICATIONS vol. 02.01   (2003 r.)

ASTM B 361 SPECIFICATION FOR FACTORY-MADE WROUGHT ALUMINUM AND ALUMINUM-ALLOY WELDING FITTINGS vol. 02.02   (2003 r.)

ASTM B 362 TEST METHOD FOR MECHANICAL TORQUE RATE OF SPIRAL COILS OF THERMOSTAT METAL vol. 02.04   (2003 r.)

ASTM B 363 vol. 02.04   (2003 r.)

ASTM B 364 SPECIFICATION FOR TANTALUM AND TANTALUM ALLOY INGOTS vol. 02.04   (2003 r.)

ASTM B 365 SPECIFICATION FOR TANTALUM AND TANTALUM ALLOY ROD AND WIRE vol. 02.04   (2003 r.)

ASTM B 366 SPECIFICATION FOR FACTORY-MADE WROUGHT NICKEL AND NICKEL ALLOY FITTINGS vol. 02.04   (2003 r.)

ASTM B 367 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY CASTINGS vol. 02.04   (2003 r.)

ASTM B 368 TEST METHOD FOR COPPER-ACCELERATED ACETIC ACID-SALT SPRAY (FOG) TESTING (CASS TEST) vol. 02.05   (2003 r.)

ASTM B 369 SPECIFICATION FOR COPPER-NICKEL ALLOY CASTINGS vol. 02.01   (2003 r.)

ASTM B 370 SPECIFICATION FOR COPPER SHEET AND STRIP FOR BUILDING CONSTRUCTION vol. 02.01   (2003 r.)

ASTM B 371 B371M SPECIFICATION FOR COPPER-ZINC-SILICON ALLOY ROD vol. 02.01   (2003 r.)

ASTM B 372 SPECIFICATION FOR SEAMLESS COPPER AND COPPER-ALLOY RECTANGULAR WAVEGUIDE TUBE vol. 02.01   (2003 r.)

ASTM B 373 SPECIFICATION FOR ALUMINIUM FOIL FOR CAPACITORS vol. 02.02   (2003 r.)

ASTM B 374 TERMINOLOGY RELATING TO ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 379 SPECIFICATION FOR PHOSPHORIZED COPPERS-REFINERY SHAPES vol. 02.01   (2003 r.)

ASTM B 380 vol. 02.05   (2003 r.)

ASTM B 381 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY FORGINGS vol. 02.04   (2003 r.)

ASTM B 386 SPECIFICATION FOR MOLYBDENUM AND MOLYBDENUM ALLOY PLATE, SHEET, STRIP, AND FOIL vol. 02.04   (2003 r.)

SPECIFICATION FOR ZIRCONIUM AND ZIRCONIUM ALLOY SHEET, STRIP, AND PLATE FOR NUCLEAR 
APPLICATION

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR WROUGHT ZIRCONIUM AND ZIRCONIUM ALLOY SEAMLESS AND WELDED TUBES 
FOR NUCLEAR SERVICE (EXCEPT NUCLEAR FUEL CLADDING)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR COPPER AND COPPER-ALLOY SEAMLESS CONDENSER AND HEAT EXCHANGER 
TUBES WITH INTEGRAL FINS Copper and Copper Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR SEAMLESS AND WELDED UNALLOYED TITANIUM AND TITANIUM ALLOY WELDING 
FITTINGS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

TEST METHOD OF CORROSION TESTING OF DECORATIVE ELECTRODEPOSITED COATINGS BY THE 
CORRODKOTE PROCEDURE

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 387 SPECIFICATION FOR MOLYBDENUM AND MOLYBDENUM ALLOY BAR, ROD, AND WIRE vol. 02.04   (2003 r.)

ASTM B 388 SPECIFICATION FOR THERMOSTAT METAL SHEET AND STRIP vol. 02.04   (2003 r.)

ASTM B 389 vol. 02.04   (2003 r.)

ASTM B 390 vol. 02.05   (2003 r.)

ASTM B 391 SPECIFICATION FOR NIOBIUM AND NIOBIUM ALLOY INGOTS vol. 02.04   (2003 r.)

ASTM B 392 SPECIFICATION FOR NIOBIUM AND NIOBIUM ALLOY BAR, ROD, AND WIRE vol. 02.04   (2003 r.)

ASTM B 393 SPECIFICATION FOR NIOBIUM AND NIOBIUM ALLOY STRIP, SHEET, AND PLATE vol. 02.04   (2003 r.)

ASTM B 394 SPECIFICATION FOR NIOBIUM AND NIOBIUM ALLOY SEAMLESS AND WELDED TUBES vol. 02.04   (2003 r.)

ASTM B 395 B395M vol. 02.01   (2003 r.)

ASTM B 395 vol. 02.01   (2003 r.)

ASTM B 403 SPECIFICATION FOR MAGNESIUM-ALLOY INVESTMENT CASTINGS vol. 02.02   (2003 r.)

ASTM B 404 B404M vol. 02.02   (2003 r.)

ASTM B 406 TEST METHOD FOR TRANSVERSE RUPTURE STRENGTH OF CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 407 SPECIFICATION FOR NICKEL-IRON-CHROMIUM ALLOY SEAMLESS PIPE AND TUBE vol. 02.04   (2003 r.)

ASTM B 408 SPECIFICATION FOR NICKEL-IRON-CHROMIUM ALLOY ROD AND BAR vol. 02.04   (2003 r.)

ASTM B 409 SPECIFICATION FOR NICKEL-IRON-CHROMIUM ALLOY PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

ASTM B 411 B411M SPECIFICATION FOR COPPER-NICKEL-SILICON ALLOY ROD AND BAR vol. 02.01   (2003 r.)

ASTM B 411 SPECIFICATION FOR COPPER-NICKEL-SILICON ALLOY ROD AND BAR vol. 02.01   (2003 r.)

ASTM B 413 SPECIFICATION FOR REFINED SILVER vol. 02.04   (2003 r.)

ASTM B 417 vol. 02.05   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR THERMAL DEFLECTION RATE OF SPIRAL AND HELICAL COILS OF THERMOSTAT 
METAL

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

PRACTICE FOR EVALUATING APPARENT GRAIN SIZE AND DISTRIBUTION OF CEMENTED TUNGSTEN 
CARBIDES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR U-BEND SEAMLESS COPPER AND COPPER ALLOY HEAT EXCHANGER AND 
CONDENSER TUBES Copper and Copper Alloys

SPECIFICATION FOR U-BEND SEAMLESS COPPER AND COPPER ALLOY HEAT EXCHANGER AND 
CONDENSER TUBES Copper and Copper Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR ALUMINUM AND ALUMINUM-ALLOY SEAMLESS CONDENSER AND HEAT-
EXCHANGER TUBES WITH INTEGRAL FINS Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR APPARENT DENSITY OF NON-FREE-FLOWING METAL POWDERS USING THE 
CARNEY FUNNEL

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM B 418 SPECIFICATION FOR CAST AND WROUGHT GALVANIC ZINC ANODES vol. 02.04   (2003 r.)

ASTM B 422 vol. 02.01   (2003 r.)

ASTM B 423 vol. 02.04   (2003 r.)

ASTM B 424 SPECIFICATION FOR NI-FE-CR-MO-CU ALLOY (UNS N08825 AND UNS N08221) PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

ASTM B 425 SPECIFICATION FOR NI-FE-CR-MO-CU ALLOY (UNS N08825 AND UNS N08221) ROD AND BAR vol. 02.04   (2003 r.)

ASTM B 427 SPECIFICATION FOR GEAR BRONZE ALLOY CASTINGS vol. 02.01   (2003 r.)

ASTM B 428 vol. 02.01   (2003 r.)

ASTM B 429 SPECIFICATION FOR ALUMINIUM-ALLOY EXTRUDED STRUCTURAL PIPE AND TUBE vol. 02.02   (2003 r.)

ASTM B 430 vol. 02.05   (2003 r.)

ASTM B 432 SPECIFICATION FOR COPPER AND COPPER ALLOY CLAD STEEL PLATE vol. 02.01   (2003 r.)

ASTM B 434 vol. 02.04   (2003 r.)

ASTM B 435 vol. 02.04   (2003 r.)

ASTM B 438 B 438M SPECIFICATION FOR SINTERED BRONZE BEARINGS (OIL-IMPREGNATED) vol. 02.05   (2003 r.)

ASTM B 439 SPECIFICATION FOR IRON-BASE SINTERED BEARINGS (OIL-IMPREGNATED) vol. 02.05   (2003 r.)

ASTM B 440 SPECIFICATION FOR CADMIUM vol. 02.04   (2003 r.)

ASTM B 441 vol. 02.01   (2003 r.)

ASTM B 443 vol. 02.04   (2003 r.)

ASTM B 444 vol. 02.04   (2003 r.)

ASTM B 446 vol. 02.04   (2003 r.)

ASTM B 447 SPECIFICATION FOR WELDED COPPER TUBE vol. 02.01   (2003 r.)

ASTM B 449 SPECIFICATION FOR CHROMATES ON ALUMINIUM vol. 02.05   (2003 r.)

ASTM B 453 B453M SPECIFICATION FOR COPPER-ZINC-LEAD ALLOY (LEADED BRASS) ROD, BAR, AND SHAPES vol. 02.01   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR COPPER-ALUMINUM-SILICON-COBALT ALLOY, COPPER-NICKEL-SILICON-
MAGNESIUM ALLOY, COPPER-NICKEL-SILICON ALLOY, COPPER-NICKEL-ALUMINUM-MAGNESIUM ALLOY, 
AND COPPER-NICKEL-TIN ALLOY SHEET AND STRIP

Copper and Copper Alloys

SPECIFICATION FOR NICKEL-IRON-CHROMIUM-MOLYBDENUM-COPPER ALLOY (UNS N08825 AND 
N08221)* SEAMLESS PIPE AND TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

TEST METHOD FOR ANGLE OF TWIST IN RECTANGULAR AND SQUARE COPPER AND COPPER ALLOY 
TUBE Copper and Copper Alloys

Aluminum and Magnesium Alloys

TEST METHOD FOR PARTICLE SIZE DISTRIBUTION OF REFRACTORY METAL POWDERS AND RELATED 
COMPOUNDS BY TURBIDIMETRY

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

SPECIFICATION FOR NICKEL-MOLYBDENUM-CHROMIUM-IRON ALLOYS (UNS N10003, UNS N10242)* 
PLATE, SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR UNS N06002, UNS N06230, UNS N12160, AND UNS R30556 PLATE, SHEET, AND 
STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR COPPER-COBALT-BERYLLIUM AND COPPER-NICKEL-BERYLLIUM ROD AND BAR 
(UNS NOS. C17500 AND C17510) Copper and Copper Alloys

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COLUMBIUM ALLOY (UNS N06625) AND NICKEL-
CHROMIUM-MOLYBDENUM-SILICON ALLOY (UNS N06219) PLATE, SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COLUMBIUM ALLOYS (UNS N06625) AND 
NICKEL-CHROMIUM-MOLYBDENUM-SILICON ALLOY (UNS N06219) PIPE AND TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COLUMBIUM ALLOY (UNS N06625), NICKEL-
CHROMIUM-MOLYBDENUM-SILICON ALLOY (UNS N06219), AND NICKEL-CHROMIUM-MOLYBDENUM-
TUNGSTEN ALLOY (UNS N06650) ROD AND BAR

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys
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ASTM B 455 SPECIFICATION FOR COPPER-ZINC-LEAD ALLOY (LEADED-BRASS) EXTRUDED SHAPES vol. 02.01   (2003 r.)

ASTM B 456 vol. 02.05   (2003 r.)

ASTM B 457 TEST METHOD FOR MEASUREMENT OF IMPEDANCE OF ANODIC COATINGS ON ALUMINIUM vol. 02.05   (2003 r.)

ASTM B 462 vol. 02.04   (2003 r.)

ASTM B 463 SPECIFICATION FOR UNS N08020, UNS N08026, AND UNS N08024 ALLOY PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

ASTM B 464 SPECIFICATION FOR WELDED UNS N08020, N08024, AND N08026 ALLOY PIPE vol. 02.04   (2003 r.)

ASTM B 465 SPECIFICATION FOR COPPER-IRON ALLOY PLATE, SHEET, STRIP, AND ROLLED BAR vol. 02.01   (2003 r.)

ASTM B 466 B 466M SPECIFICATION FOR SEAMLESS COPPER-NICKEL PIPE AND TUBE vol. 02.01   (2003 r.)

ASTM B 467 SPECIFICATION FOR WELDED COPPER-NICKEL PIPE vol. 02.01   (2003 r.)

ASTM B 468 SPECIFICATION FOR WELDED UNS N08020, N08024, AND N08026 ALLOY TUBES vol. 02.04   (2003 r.)

ASTM B 472 vol. 02.04   (2003 r.)

ASTM B 473 SPECIFICATION FOR UNS N08020, UNS N08024, AND UNS N08026 NICKEL ALLOY BAR AND WIRE vol. 02.04   (2003 r.)

ASTM B 474 SPECIFICATION FOR ELECTRIC FUSION WELDED NICKEL AND NICKEL ALLOY PIPE vol. 02.04   (2003 r.)

ASTM B 475 SPECIFICATION FOR UNS N08020, UNS N08024, AND UNS N08026 NICKEL ALLOY ROUND WEAVING WIRE vol. 02.04   (2003 r.)

ASTM B 476 vol. 02.04   (2003 r.)

ASTM B 477 SPECIFICATION FOR GOLD-SILVER-NICKEL ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 478 TEST METHOD FOR CROSS CURVATURE OF THERMOSTAT METALS vol. 02.04   (2003 r.)

ASTM B 479 vol. 02.02   (2003 r.)

ASTM B 480 GUIDE FOR PREPARATION OF MAGNESIUM AND MAGNESIUM ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 481 PRACTICE FOR PREPARATION OF TITANIUM AND TITANIUM ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

Copper and Copper Alloys

SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF COPPER PLUS NICKEL PLUS CHROMIUM AND 
NICKEL PLUS CHROMIUM

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR FORGED OR ROLLED UNS N06030, UNS N06022, UNS N06200, UNS N08020, UNS 
N08024, UNS N08026, UNS N08367, UNS N10276, UNS N10665, UNS N10675 AND UNS R20033 ALLOY PIPE 
FLANGES, FORGED FITTINGS, AND VALVES AND PARTS FOR CORROSIVE HIGH-TEMPERATURE 
SERVICE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR UNS N06022, UNS N08020, UNS N08026, UNS N08024, UNS N08926, UNS N08367, 
UNS N10276, UNS N10665, UNS N10675 AND UNS R20033 NICKEL ALLOY BILLETS AND BARS FOR 
REFORGING

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR GENERAL REQUIREMENTS FOR WROUGHT PRECIOUS METAL ELECTRICAL 
CONTACT MATERIALS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ANNEALED ALUMINIUM AND ALUMINIUM-ALLOY FOIL FOR FLEXIBLE BARRIER, 
FOOD CONTACT, AND OTHER APPLICATIONS Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM B 482 PRACTICE FOR PREPARATION OF TUNGSTEN AND TUNGSTEN ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 483 B483M vol. 02.02   (2003 r.)

ASTM B 487 vol. 02.05   (2003 r.)

ASTM B 488 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF GOLD FOR ENGINEERING USES vol. 02.05   (2003 r.)

ASTM B 489 vol. 02.05   (2003 r.)

ASTM B 490 PRACTICE FOR MICROMETER BEND TEST FOR DUCTILITY OF ELECTRODEPOSITS vol. 02.05   (2003 r.)

ASTM B 491 B491M vol. 02.02   (2003 r.)

ASTM B 493 SPECIFICATION FOR ZIRCONIUM AND ZIRCONIUM ALLOY FORGINGS vol. 02.04   (2003 r.)

ASTM B 494 B 494M SPECIFICATION FOR PRIMARY ZIRCONIUM vol. 02.04   (2003 r.)

ASTM B 495 SPECIFICATION FOR ZIRCONIUM AND ZIRCONIUM ALLOY INGOTS vol. 02.04   (2003 r.)

ASTM B 497 GUIDE FOR MEASURING VOLTAGE DROP ON CLOSED ARCING CONTACTS vol. 02.04   (2003 r.)

ASTM B 499 vol. 02.05   (2003 r.)

ASTM B 504 vol. 02.05   (2003 r.)

ASTM B 505 B505M SPECIFICATION FOR COPPER-BASE ALLOY CONTINUOUS CASTINGS vol. 02.01   (2003 r.)

ASTM B 507 PRACTICE FOR DESIGN OF ARTICLES TO BE ELECTROPLATED ON RACKS vol. 02.05   (2003 r.)

ASTM B 508 SPECIFICATION FOR COPPER ALLOY STRIP FOR FLEXIBLE MERAL HOSE vol. 02.01   (2003 r.)

ASTM B 511 SPECIFICATION FOR NICKEL-IRON-CHROMIUM-SILICON ALLOY BARS AND SHAPES vol. 02.04   (2003 r.)

ASTM B 512 SPECIFICATION FOR NICKEL-CHROMIUM-SILICON ALLOY (UNS N08330) BILLETS AND BARS vol. 02.04   (2003 r.)

ASTM B 514 SPECIFICATION FOR WELDED NICKEL-IRON-CHROMIUM ALLOY PIPE vol. 02.04   (2003 r.)

ASTM B 515 SPECIFICATION FOR WELDED UNS N08120, UNS N08800, UNS N08810, AND UNS N08811 ALLOY TUBES vol. 02.04   (2003 r.)

ASTM B 516 vol. 02.04   (2003 r.)

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY DRAWN TUBES FOR GENERAL PURPOSE 
APPLICATIONS Aluminum and Magnesium Alloys

TEST METHOD FOR MEASUREMENT OF METAL AND OXIDE COATING THICKNESS BY MICROSCOPICAL 
EXAMINATION OF A CROSS SECTION

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

PRACTICE FOR BEND TEST FOR DUCTILITY OF ELECTRODEPOSITED AND AUTOCATALYTICALLY 
DEPOSITED METAL COATINGS ON METALS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY EXTRUDED ROUND TUBES FOR GENERAL-
PURPOSE APPLICATIONS Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR MEASUREMENT OF COATING THICKNESSES BY THE MAGNETIC METHOD: 
NONMAGNETIC COATINGS ON MAGNETIC BASIS METALS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR MEASUREMENT OF THICKNESS OF METALLIC COATINGS BY THE COULOMETRIC 
METHOD

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR WELDED NICKEL-CHROMIUM-IRON ALLOY (UNS N06600, UNS N06603, UNS N06025, 
AND UNS N06045 TUBES

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors



Strona 21

ASTM B 517 vol. 02.04   (2003 r.)

ASTM B 521 SPECIFICATION FOR TANTALUM AND TANTALUM ALLOY SEAMLESS AND WELDED TUBES vol. 02.04   (2003 r.)

ASTM B 522 SPECIFICATION FOR GOLD-SILVER-PLATINUM ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 523 B523M SPECIFICATION FOR SEAMLESS AND WELDED ZIRCONIUM AND ZIRCONIUM ALLOY TUBES vol. 02.04   (2003 r.)

ASTM B 527 TEST METHOD FOR DETERMINATION OF TAP DENSITY OF METALLIC POWDERS AND COMPOUNDS vol. 02.05   (2003 r.)

ASTM B 528 TEST METHOD FOR TRANSVERSE RUPTURE STRENGTH OF METAL POWDER SPECIMENS vol. 02.05   (2003 r.)

ASTM B 530 vol. 02.05   (2003 r.)

ASTM B 532 SPECIFICATION FOR APPEARANCE OF ELECTROPLATED PLASTIC SURFACES vol. 02.05   (2003 r.)

ASTM B 533 TEST METHOD FOR PEEL STRENGTH OF METAL ELECTROPLATED PLASTICS vol. 02.05   (2003 r.)

ASTM B 534 vol. 02.01   (2003 r.)

ASTM B 535 vol. 02.04   (2003 r.)

ASTM B 536 vol. 02.04   (2003 r.)

ASTM B 537 PRACTICE FOR RATING OF ELECTROPLATED PANELS SUBJECTED TO ATMOSPHERIC EXPOSURE vol. 02.05   (2003 r.)

ASTM B 539 TEST METHODS FOR MEASURING RESISTANCE OF ELECTRICAL CONNECTIONS (STATIC CONTACTS) vol. 02.04   (2003 r.)

ASTM B 540 SPECIFICATION FOR PALLADIUM ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 541 SPECIFICATION FOR GOLD ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 542 TERMINOLOGY RELATING TO ELECTRICAL CONTACTS AND THEIR USE vol. 02.04   (2003 r.)

ASTM B 543 SPECIFICATION FOR WELDED COPPER AND COPPER-ALLOY HEAT EXCHANGER TUBE vol. 02.01   (2003 r.)

ASTM B 545 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF TIN vol. 02.05   (2003 r.)

SPECIFICATION FOR WELDED NICKEL-CHROMIUM-IRON-ALLOY (UNS N06600, UNS N06603, UNS N06025, 
AND UNS N06045) PIPE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR MEASUREMENT OF COATING THICKNESSES BY THE MAGNETIC METHOD: 
ELECTRODEPOSITED NICKEL COATINGS ON MAGNETIC AND NONMAGNETIC SUBSTRATES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR COPPER-COBALT-BERYLLIUM ALLOY AND COPPER-NICKEL-BERYLLIUM ALLOY 
PLATE, SHEET, STRIP, AND ROLLED BAR Copper and Copper Alloys

SPECIFICATION FOR NICKEL-IRON-CHROMIUM-SILICON ALLOYS (UNS N08330 AND N08332) SEAMLESS 
PIPE AND TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-IRON-CHROMIUM-SILICON ALLOYS (UNS N08330 AND N08332) PLATE, 
SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM B 546 vol. 02.04   (2003 r.)

ASTM B 547 B547M SPECIFICATION FOR ALUMINIUM AND ALUMINIUM-ALLOY FORMED AND ARC-WELDED ROUND TUBE vol. 02.02   (2003 r.)

ASTM B 548 TEST METHOD FOR ULTRASONIC INSPECTION OF ALUMINIUM-ALLOY PLATE FOR PRESSURE VESSELS vol. 02.02   (2003 r.)

ASTM B 550 B550M SPECIFICATION FOR ZIRCONIUM AND ZIRCONIUM ALLOY BAR AND WIRE vol. 02.04   (2003 r.)

ASTM B 551 B551M SPECIFICATION FOR ZIRCONIUM AND ZIRCONIUM ALLOY STRIP, SHEET, AND PLATE vol. 02.04   (2003 r.)

ASTM B 555 vol. 02.05   (2003 r.)

ASTM B 556 GUIDE FOR MEASUREMENT OF THIN CHROMIUM COATINGS BY THE SPOT TEST vol. 02.05   (2003 r.)

ASTM B 557 vol. 02.02   (2003 r.)

ASTM B 557M vol. 02.02   (2003 r.)

ASTM B 558 PRACTICE FOR PREPARATION OF NICKEL ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 560 SPECIFICATION FOR MODERN PEWTER ALLOYS vol. 02.04   (2003 r.)

ASTM B 561 SPECIFICATION FOR REFINED PLATINUM vol. 02.04   (2003 r.)

ASTM B 562 SPECIFICATION FOR REFINED GOLD vol. 02.04   (2003 r.)

ASTM B 563 SPECIFICATION FOR PALLADIUM-SILVER-COPPER ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 564 SPECIFICATION FOR NICKEL ALLOY FORGINGS vol. 02.04   (2003 r.)

ASTM B 565 vol. 02.02   (2003 r.)

ASTM B 567 TEST METHOD FOR MEASUREMENT OF COATING THICKNESS BY THE BETA BACKSCATTER METHOD vol. 02.05   (2003 r.)

ASTM B 568 TEST METHOD FOR MEASUREMENT OF COATING THICKNESS BY X-RAY SPECTROMETRY vol. 02.05   (2003 r.)

ASTM B 569 vol. 02.01   (2003 r.)

ASTM B 570 vol. 02.01   (2003 r.)

ASTM B 571 PRACTICE FOR QUALITATIVE ADHESION TESTING OF METALLIC COATINGS vol. 02.05   (2003 r.)

SPECIFICATION FOR ELECTRIC FUSION-WELDED NI-CR-CO-MO ALLOY (UNS N06617), NI-FE-CR-SI 
ALLOYS (UNS N08330 AND UNS N08332), NI-CR-FE-AL ALLOY (UNS N06603), NI-CR-FE ALLOY (UNS 
N06025), AND NI-CR-FE-SI ALLOY (UNS N06045) PIPE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

GUIDE FOR MEASUREMENT OF ELECTRODEPOSITED METALLIC COATING THICKNESSES BY THE 
DROPPING TEST

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHODS OF TENSION TESTING WROUGHT AND CAST ALUMINUM-AND MAGNESIUM-ALLOY 
PRODUCTS Aluminum and Magnesium Alloys

TEST METHODS OF TENSION TESTING WROUGHT AND CAST ALUMINUM- AND MAGNESIUM-ALLOY 
PRODUCTS [METRIC] Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR SHEAR TESTING OF ALUMINUM AND ALUMINUM-ALLOY RIVETS AND COLD-HEADING 
WIRE AND RODS Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR BRASS STRIP IN NARROW WIDTHS AND LIGHT GAGE FOR HEAT-EXCHANGER 
TUBING Copper and Copper Alloys

SPECIFICATION FOR COPPER-BERYLLIUM ALLOY (UNS NO. C17000 AMD C17200) FORGINGS AND 
EXTRUSIONS Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts



Strona 23

ASTM B 572 SPECIFICATION FOR UNS N06002, UNS N06230, UNS N12160, AND UNS R30556 ROD vol. 02.04   (2003 r.)

ASTM B 573 SPECIFICATION FOR NICKEL-MOLYBDENUM-CHROMIUM-IRON ALLOY (UNS N10003, N10242)* ROD vol. 02.04   (2003 r.)

ASTM B 574 vol. 02.04   (2003 r.)

ASTM B 575 vol. 02.04   (2003 r.)

ASTM B 576 GUIDE FOR ARC EROSION TESTING OF ELECTRICAL CONTACT MATERIALS vol. 02.04   (2003 r.)

ASTM B 577 vol. 02.01   (2003 r.)

ASTM B 578 TEST METHOD FOR MICROHARDNESS OF ELECTROPLATED COATINGS vol. 02.05   (2003 r.)

ASTM B 579 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF TIN-LEAD ALLOY (SOLDER PLATE) vol. 02.05   (2003 r.)

ASTM B 580 SPECIFICATION FOR ANODIS OXIDE COATINGS ON ALUMINIUM vol. 02.05   (2003 r.)

ASTM B 581 SPECIFICATION FOR NICKEL-CHROMIUM-IRON-MOLYBDENUM-COPPER ALLOY ROD vol. 02.04   (2003 r.)

ASTM B 582 vol. 02.04   (2003 r.)

ASTM B 584 SPECIFICATION FOR COPPER ALLOY SAND CASTINGS FOR GENERAL APPLICATIONS vol. 02.01   (2003 r.)

ASTM B 587 SPECIFICATION FOR WELDED BRASS TUBE vol. 02.01   (2003 r.)

ASTM B 588 vol. 02.05   (2003 r.)

ASTM B 589 SPECIFICATION FOR REFINED PALLADIUM vol. 02.04   (2003 r.)

ASTM B 591 vol. 02.01   (2003 r.)

ASTM B 592 vol. 02.01   (2003 r.)

ASTM B 593 TEST METHOD FOR BENDING FATIGUE TESTING FOR COPPER-ALLOY SPRING MATERIALS vol. 02.01   (2003 r.)

ASTM B 594 vol. 02.02   (2003 r.)

ASTM B 595 SPECIFICATION FOR SINTERED ALUMINUM STRUCTURAL PARTS vol. 02.05   (2003 r.)

ASTM B 596 SPECIFICATION FOR GOLD-COPPER ALLOY ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 598 PRACTICE FOR DETERMINING OFFSET YIELD STRENGTH IN TENSION FOR COPPER ALLOYS vol. 02.01   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR LOW-CARBON NICKEL-MOLYBDENUM-CHROMIUM, LOW-CARBON NICKEL-
CHROMIUM-MOLYBDENUM, LOW-CARBON NICKEL-MOLYBDENUM-CHROMIUM-TANTALUM, LOW-
CARBON NICKEL-CHROMIUM-MOLYBDENUM-COPPER, LOW-CARBON NICKEL-CHROMIUM-
MOLYBDENUM-TUNGSTEN ALLOY ROD

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR LOW-CARBON NICKEL-MOLYBDENUM-CHROMIUM, LOW-CARBON NICKEL-
CHROMIUM-MOLYBDENUM, LOW-CARBON NICKEL-CHROMIUM-MOLYBDENUM-COPPER, LOW-CARBON 
NICKEL-CHROMIUM-MOLYBDENUM-TANTALUM, LOW-CARBON NICKEL-CHROMIUM-MOLYBDENUM-
TUNGSTEN ALLOY PLATE, SHEET AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHODS FOR DETECTION OF CUPROUS OXIDE (HYDROGEN EMBRITTLEMENT SUSCEPTIBILITY) 
IN COPPER Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-IRON-MOLYBDENUM-COPPER ALLOY PLATE, SHEET, AND 
STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

TEST METHOD FOR MEASUREMENT OF THICKNESS OF TRANSPARENT OR OPAQUE COATINGS BY 
DOUBLE-BEAM INTERFERENCE MICROSCOPE TECHNIQUE

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR COPPER-ZINC-TIN AND COPPER-ZINC-TIN-IRON-NICKEL ALLOYS PLATE, SHEET, 
STRIP, AND ROLLED BAR Copper and Copper Alloys

SPECIFICATION FOR COPPER-ZINC-ALUMINIUM-COBALT ALLOY, COPPER-ZINC-TIN-IRON ALLOY PLATE, 
SHEET, STRIP, AND ROLLED BAR Copper and Copper Alloys

Copper and Copper Alloys

PRACTICE FOR ULTRASONIC INSPECTION OF ALUMINUM-ALLOY WROUGHT PRODUCTS FOR 
AEROSPACE APPLICATIONS Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys
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ASTM B 599 vol. 02.04   (2003 r.)

ASTM B 600 GUIDE FOR DESCALING AND CLEANING TITANIUM AND TITANIUM ALLOY SURFACES vol. 02.04   (2003 r.)

ASTM B 601 vol. 02.01   (2003 r.)

ASTM B 602 TEST METHOD FOR ATTRIBUTE SAMPLING OF METALLIC AND INORGANIC COATINGS vol. 02.05   (2003 r.)

ASTM B 603 vol. 02.04   (2003 r.)

ASTM B 604 vol. 02.05   (2003 r.)

ASTM B 605 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF TIN-NICKEL ALLOY vol. 02.05   (2003 r.)

ASTM B 607 SPECIFICATION FOR AUTOCATALYTIC NICKEL BORON COATINGS FOR ENGINEERING USE vol. 02.05   (2003 r.)

ASTM B 608 SPECIFICATION FOR WELDED COPPER-ALLOY PIPE vol. 02.01   (2003 r.)

ASTM B 610 TEST METHOD FOR MEASURING DIMENSIONAL CHANGE OF METAL POWDER SPECIMENS vol. 02.05   (2003 r.)

ASTM B 611 TEST METHOD FOR ABRASIVE WERA RESISTANCE OF CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 612 SPECIFICATION FOR IRON BRONZE SINTERED BEARINGS (OIL-IMPREGNATED) vol. 02.05   (2003 r.)

ASTM B 613 vol. 02.04   (2003 r.)

ASTM B 614 PRACTICE FOR DESCALING AND CLEANING ZIRCONIUM AND ZIRCONIUM ALLOY SURFACES vol. 02.04   (2003 r.)

ASTM B 615 PRACTICE FOR MEASURING ELECTRICAL CONTACT NOISE IN SLIDING ELECTRICAL CONTACTS vol. 02.04   (2003 r.)

ASTM B 616 SPECIFICATION FOR REFINED RHODIUM vol. 02.04   (2003 r.)

ASTM B 617 SPECIFICATION FOR COIN SILVER ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 618 SPECIFICATION FOR ALUMINIUM-ALLOY INVESTMENT CASTINGS vol. 02.02   (2003 r.)

ASTM B 619 SPECIFICATION FOR WELDED NICKEL AND NICKEL-COBALT ALLOY PIPE vol. 02.04   (2003 r.)

ASTM B 620 vol. 02.04   (2003 r.)

SPECIFICATION FOR NICKEL-IRON-CHROMIUM-MOLYBDENUM-COLUMBIUM STABILIZED ALLOY (UNS 
N08700) PLATE, SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

CLASSIFICATION FOR TEMPER DESIGNATIONS FOR COPPER AND COPPER ALLOYS-WROUGHT AND 
CAST Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR DRAWN OR ROLLED IRON-CHROMIUM-ALUMINUM ALLOYS FOR ELECTRICAL 
HEATING ELEMENTS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR DECORATIVE ELECTROPLATED COATINGS OF COPPER PLUS NICKEL PLUS 
CHROMIUM ON PLASTICS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

GUIDE FOR PREPARING SPECIFICATIONS FOR MINIATURE BRUSHES OF COMPOSITE MATERIALS FOR 
SLIDING ELECTRIC CONTACTS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-IRON-CHROMIUM-MOLYBDENUM ALLOY (UNS N08320) PLATE, SHEET, AND 
STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 621 SPECIFICATION FOR NICKEL-IRON-CHROMIUM-MOLYBDENUM ALLOY (UNS N08320) ROD vol. 02.04   (2003 r.)

ASTM B 622 SPECIFICATION FOR SEAMLESS NICKEL AND NICKEL-COBALT ALLOY PIPE AND TUBE vol. 02.04   (2003 r.)

ASTM B 625 vol. 02.04   (2003 r.)

ASTM B 626 SPECIFICATION FOR WELDED NICKEL AND NICKEL-COBALT ALLOY TUBE vol. 02.04   (2003 r.)

ASTM B 628 SPECIFICATION FOR SILVER-COPPER EUTECTIC ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 629 PRACTICE FOR PREPARATION OF MOLYBDENUM AND MOLYBDENUM ALLOYS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 630 PRACTICE FOR PREPARATION OF CHROMIUM FOR ELECTROPLATING WITH CHROMIUM vol. 02.05   (2003 r.)

ASTM B 631 SPECIFICATION FOR SILVER-TUNGSTEN ELECTRICAL CONTACT MATERIALS vol. 02.04   (2003 r.)

ASTM B 632 B632M SPECIFICATION FOR ALUMINIUM-ALLOY ROLLED THREAD PLATE vol. 02.02   (2003 r.)

ASTM B 633 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF ZINC ON IRON AND STEEL vol. 02.05   (2003 r.)

ASTM B 634 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF RHODIUM FOR ENGINEERING USE vol. 02.05   (2003 r.)

ASTM B 635 SPECIFICATION FOR COATINGS OF CADMIUM-TIN MECHANICALLY DEPOSITED vol. 02.05   (2003 r.)

ASTM B 636 vol. 02.05   (2003 r.)

ASTM B 637 vol. 02.04   (2003 r.)

ASTM B 639 vol. 02.04   (2003 r.)

ASTM B 640 SPECIFICATION FOR WELDED COPPER TUBE FOR AIR CONDITIONING AND REFRIGERATION SERVICE vol. 02.01   (2003 r.)

ASTM B 643 SPECIFICATION FOR COPPER-BERYLLIUM ALLOY SEAMLESS TUBE vol. 02.01   (2003 r.)

ASTM B 644 SPECIFICATION FOR COPPER ALLOY ADDITION AGENTS vol. 02.01   (2003 r.)

ASTM B 645 PRACTICE FOR PLANE-STRAIN FRACTURE TOUGHNESS TESTING OF ALUMINUM ALLOYS vol. 02.02   (2003 r.)

ASTM B 646 PRACTICE FOR FRACTURE TOUGHNESS TESTING OF ALUMINIUM ALLOYS vol. 02.02   (2003 r.)

ASTM B 647 vol. 02.02   (2003 r.)

ASTM B 648 vol. 02.02   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR UNS N08904, UNS N08925, UNS N08031, UNS N08932, UNS N08926, AND UNS R20033 
PLATE, SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHODS FOR MEASUREMENT OF INTERNAL STRESS OF PLATED METALLIC COATINGS WITH THE 
SPIRAL CONTRACTOMETER

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR PRECIPITATION-HARDENING NICKEL ALLOY BARS, FORGINGS, AND FORGING 
STOCK FOR HIGH-TEMPERATURE SERVICE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR PRECIPITATION HARDENING COBALT-CONTAINING ALLOYS (UNS R30155 AND UNS 
R30816) ROD, BAR, FORGINGS, AND FORGING STOCK FOR HIGH-TEMPERATURE SERVICE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

TEST METHOD FOR INDENTATION HARDNESS OF ALUMINIUM ALLOYS BY MEANS OF A WEBSTER 
HARDNESS GAGE Aluminum and Magnesium Alloys

TEST METHOD FOR INDENTATION HARDNESS OF ALUMINIUM ALLOYS BY MEANS OF A BARCOL 
IMPRESSOR Aluminum and Magnesium Alloys
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ASTM B 649 vol. 02.04   (2003 r.)

ASTM B 650 vol. 02.05   (2003 r.)

ASTM B 651 vol. 02.05   (2003 r.)

ASTM B 652 B652M SPECIFICATION FOR NIOBIUM-HAFNIUM ALLOY INGOTS vol. 02.04   (2003 r.)

ASTM B 653 B653M SPECIFICATION FOR SEAMLESS AND WELDED ZIRCONIUM AND ZIRCONIUM ALLOY WELDING FITTINGS vol. 02.04   (2003 r.)

ASTM B 654 SPECIFICATION FOR NIOBIUM-HAFNIUM ALLOY FOIL, SHEET, STRIP, AND PLATE vol. 02.04   (2003 r.)

ASTM B 655 B655M SPECIFICATION FOR NIOBIUM-HAFNIUM ALLOY BAR, ROD, AND WIRE vol. 02.04   (2003 r.)

ASTM B 657 vol. 02.05   (2003 r.)

ASTM B 657 vol. 02.05   (2003 r.)

ASTM B 658 B658M SPECIFICATION FOR SEAMLESS AND WELDED ZIRCONIUM AND ZIRCONIUM ALLOY PIPE vol. 02.04   (2003 r.)

ASTM B 659 GUIDE FOR MEASURING THICKNESS OF METALLIC AND INORGANIC COATINGS vol. 02.05   (2003 r.)

ASTM B 660 PRACTICES FOR PACKAGING/PACKING OF ALUMINUM AND MAGNESIUM PRODUCTS       vol. 02.02   (2003 r.)

ASTM B 661 PRACTICE FOR HEAT TREATMENT OF MAGNESIUM ALLOYS      vol. 02.02   (2003 r.)

ASTM B 662 SPECIFICATION FOR SILVER-MOLYBDENUM ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 663 SPECIFICATION FOR SILVER-TUNGSTEN CARBIDE ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 664 SPECIFICATION FOR 80% SILVER-20% GRAPHITE SLIDING CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 665 PRACTICE FOR METALLOGRAPHIC SAMPLE PREPARATION OF CEMENTED TUNGSTEN CARBIDES vol. 02.05   (2003 r.)

ASTM B 666 B666M PRACTICE FOR IDENTIFICATION MARKING OF ALUMINIUM AND MAGNESIUM PRODUCTS vol. 02.02   (2003 r.)

ASTM B 667 vol. 02.04   (2003 r.)

SPECIFICATION FOR NI-FE-CR-MO-CU LOW-CARBON ALLOY (UNS N08904), NI-FE-CR-MO-CU-N LOW-
CARBON ALLOYS (UNS N08925, UNS N08031, AND UNS N08926), AND CR-NI-FE-N LOW-CARBON ALLOY 
(UNS R20033) BAR AND WIRE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ELECTRODEPOSITED ENGINEERING CHROMIUM COATINGS ON FERROUS 
SUBSTRATES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR MEASUREMENT OF CORROSION SITES IN NICKEL PLUS CHROMIUM OR COPPER 
PLUS NICKEL PLUS CHROMIUM ELECTROPLATED SURFACES WITH THE DOUBLE-BEAM INTERFERENCE 
MICROSCOPE

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR METALLOGRAPHIC DETERMINATION OF MICROSTRUCTURE IN CEMENTED 
TUNGSTEN CARBIDES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR METALLOGRAPHIC DETERMINATION OF MICROSTRUCTURE IN CEMENTED 
TUNGSTEN CARBIDES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

PRACTICE FOR CONSTRUCTION AND USE OF A PROBE FOR MEASURING ELECTRICAL CONTACT 
RESISTANCE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 668 SPECIFICATION FOR UNS N08028 SEAMLESS PIPE AND TUBE vol. 02.04   (2003 r.)

ASTM B 670 vol. 02.04   (2003 r.)

ASTM B 671 SPECIFICATION FOR REFINED IRIDIUM vol. 02.04   (2003 r.)

ASTM B 672 vol. 02.04   (2003 r.)

ASTM B 673 SPECIFICATION FOR UNS N08904, UNS N08925, AND UNS N08926 WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 674 SPECIFICATION FOR UNS N08904, UNS N08925, AND UNS N08926 WELDED TUBE vol. 02.04   (2003 r.)

ASTM B 675 SPECIFICATION FOR UNS N08367 WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 676 SPECIFICATION FOR UNS N08367 WELDED TUBE vol. 02.04   (2003 r.)

ASTM B 677 SPECIFICATION FOR UNS N08904, UNS N08925, AND UNS N08926 SEAMLESS PIPE AND TUBE vol. 02.04   (2003 r.)

ASTM B 678 TEST METHOD FOR SOLDERABILITY OF METALLIC-COATED PRODUCTS vol. 02.05   (2003 r.)

ASTM B 679 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF PALLADIUM FOR ENGINEERING USE vol. 02.05   (2003 r.)

ASTM B 680 TEST METHOD FOR SEAL QUALITY OF ANODIC COATINGS ON ALUMINIUM BY ACID DISSOLUTION vol. 02.05   (2003 r.)

ASTM B 683 SPECIFICATION FOR PURE PALLADIUM ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 684 SPECIFICATION FOR PLATINUM-IRIDIUM ELECTRICAL CONTACT MATERIALS vol. 02.04   (2003 r.)

ASTM B 685 SPECIFICATION FOR PALLADIUM-COPPER ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 686 SPECIFICATION FOR ALUMINUM ALLOY CASTINGS, HIGH-STRENGTH vol. 02.02   (2003 r.)

ASTM B 687 SPECIFICATION FOR BRASS, COPPER, AND CHROMIUM-PLATED PIPE NIPPLES vol. 02.01   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR PRECIPITATION-HARDENING NICKEL ALLOY (UNS N07718) PLATE, SHEET, AND 
STRIP FOR HIGH-TEMPERATURE SERVICE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-IRON-CHROMIUM-MOLYBDENUM-COLUMBIUM STABILIZED ALLOY (UNS 
N08700) BAR AND WIRE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Copper and Copper Alloys
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ASTM B 688 vol. 02.04   (2003 r.)

ASTM B 689 SPECIFICATION FOR ELECTROPLATED ENGINEERING NICKEL COATINGS vol. 02.05   (2003 r.)

ASTM B 68M SPECIFICATION FOR SEAMLESS COPPER TUBE, BRIGHT ANNEALED [METRIC] vol. 02.01   (2003 r.)

ASTM B 690 vol. 02.04   (2003 r.)

ASTM B 691 vol. 02.04   (2003 r.)

ASTM B 692 SPECIFICATION FOR 75% SILVER-25% GRAPHITE SLIDING CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 693 SPECIFICATION FOR SILVER-NICKEL ELECTRICAL CONTACT MATERIALS vol. 02.04   (2003 r.)

ASTM B 694 vol. 02.01   (2003 r.)

ASTM B 695 SPECIFICATION FOR COATINGS OF ZINC MECHANICALLY DEPOSITED ON IRON AND STEEL vol. 02.05   (2003 r.)

ASTM B 696 SPECIFICATION FOR COATINGS OF CADMIUM MECHANICALLY DEPOSITED vol. 02.05   (2003 r.)

ASTM B 697 vol. 02.05   (2003 r.)

ASTM B 698 CLASSIFICATION FOR SEAMLESS COPPER AND COPPER ALLOY PLUMBING PIPE AND TUBE vol. 02.01   (2003 r.)

ASTM B 699 SPECIFICATION FOR COATINGS OF CADMIUM VACUUM-DEPOSITED ON IRON AND STEEL vol. 02.05   (2003 r.)

ASTM B 700 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF SILVER FOR ENGINEERING USE vol. 02.05   (2003 r.)

ASTM B 702 SPECIFICATION FOR COPPER-TUNGSTEN ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 703 TEST METHOD FOR APPARENT DENSITY OF POWDERS USING ARNOLD METER vol. 02.05   (2003 r.)

ASTM B 704 SPECIFICATION FOR WELDED UNS N06625, UNS N06219 AND UNS N08825 ALLOY TUBES vol. 02.04   (2003 r.)

ASTM B 705 SPECIFICATION FOR NICKEL-ALLOY (UNS N06625, N06219 AND N08825) WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 706 SPECIFICATION FOR SEAMLESS COPPER ALLOY (UNS NO. C69100) PIPE AND TUBE vol. 02.01   (2003 r.)

ASTM B 708 SPECIFICATION FOR TANTALUM AND TANTALUM ALLOY PLATE, SHEET, AND STRIP vol. 02.04   (2003 r.)

SPECIFICATION FOR CHROMIUM-NICKEL-MOLYBDENUM-IRON (UNS N08366 AND UNS N08367) PLATE, 
SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

SPECIFICATION FOR IRON-NICKEL-CHROMIUM-MOLYBDENUM ALLOYS (UNS N08366 AND UNS N08367) 
SEAMLESS PIPE AND TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR IRON-NICKEL-CHROMIUM-MOLYBDENUM ALLOYS (UNS N08366 AND UNS N08367) 
ROD, BAR, AND WIRE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR COPPER, COPPER-ALLOY, COPPER-CLAD BRONZE (CCB), COPPER-CLAD 
STAINLESS STEEL (CCS), AND COPPER-CLAD ALLOY STEEL (CAS) SHEET AND STRIP FOR ELECTRICAL 
CABLE SHIELDING

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

GUIDE FOR SELECTION OF SAMPLING PLANS FOR INSPECTION OF ELECTRODEPOSITED METALLIC AND 
INORGANIC COATINGS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 709 vol. 02.04   (2003 r.)

ASTM B 710 SPECIFICATION FOR NICKEL-IRON-CHROMIUM-SILICON ALLOY WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 712 vol. 02.04   (2003 r.)

ASTM B 715 vol. 02.05   (2003 r.)

ASTM B 717 SPECIFICATION FOR REFINED RUTHENIUM vol. 02.04   (2003 r.)

ASTM B 718 vol. 02.04   (2003 r.)

ASTM B 719 vol. 02.04   (2003 r.)

ASTM B 721 TEST METHOD FOR MICROHARDNESS AND CASE DEPTH OF POWDER METALLURGY (P/M) PARTS vol. 02.05   (2003 r.)

ASTM B 721 TEST METHOD FOR MICROHARDNESS AND CASE DEPTH OF POWDER METALLURGY (P/M) PARTS vol. 02.05   (2003 r.)

ASTM B 722 vol. 02.04   (2003 r.)

ASTM B 723 vol. 02.04   (2003 r.)

ASTM B 724 vol. 02.02   (2003 r.)

ASTM B 725 vol. 02.04   (2003 r.)

ASTM B 726 vol. 02.04   (2003 r.)

ASTM B 727 PRACTICE FOR PREPARATION OF PLASTICS MATERIALS FOR ELECTROPLATING vol. 02.05   (2003 r.)

ASTM B 729 vol. 02.04   (2003 r.)

ASTM B 731 SPECIFICATION FOR 60% PALLADIUM-40% SILVER ELECTRICAL CONTACT MATERIAL vol. 02.04   (2003 r.)

SPECIFICATION FOR IRON-NICKEL-CHROMIUM-MOLYBDENUM ALLOY (UNS N08028)* PLATE, SHEET, AND 
STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

GUIDE FOR DETERMINATION OF SODIUM AND POTASSIUM CONTENT FOR SILVER-CADMIUM OXIDE 
CONTACT MATERIALS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR SINTERED COPPER STRUCTURAL PARTS FOR ELECTRICAL CONDUCTIVITY 
APPLICATIONS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COBALT-TUNGSTEN-IRON-SILICON ALLOY (UNS 
N06333) PLATE, SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COBALT-TUNGSTEN-IRON-SILICON ALLOY (UNS 
N06333) BAR

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COBALT-TUNGSTEN-IRON-SILICON ALLOY (UNS 
N06333) SEAMLESS PIPE AND TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COBALT-TUNGSTEN-IRON-SILICON ALLOY (UNS 
N06333) WELDED PIPE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR INDENTATION HARDNESS OF ALUMINIUM ALLOYS BY MEANS OF A NEWAGE, 
PORTABLE, NON-CALIPER-TYPE INSTRUMENT Aluminum and Magnesium Alloys

SPECIFICATION FOR WELDED NICKEL (UNS N02200/UNS N02201) AND NICKEL COPPER ALLOY (UNS 
N04400) PIPE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-COBALT-TUNGSTEN-IRON-SILICON ALLOY (UNS 
N06333) WELDED TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR SEAMLESS UNS N08020, UNS N08026, AND UNS N08024 NICKEL-ALLOY PIPE AND 
TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 733 SPECIFICATION FOR AUTOCATALYTIC (ELECTROLESS) NICKEL-PHOSPHOROUS COATINGS ON METAL vol. 02.05   (2003 r.)

ASTM B 734 SPECIFICATION FOR ELECTRODEPOSITED COPPER FOR ENGINEERING USES vol. 02.05   (2003 r.)

ASTM B 735 TEST METHOD FOR POROSITY IN GOLD COATINGS ON METAL SUBSTRATES BY NITRIC ACID VAPOR vol. 02.04   (2003 r.)

ASTM B 736 vol. 02.02   (2003 r.)

ASTM B 737 SPECIFICATION FOR HOT-ROLLED AND/OR COLD-FINISHED HAFNIUM ROD AND WIRE vol. 02.04   (2003 r.)

ASTM B 739 SPECIFICATION FOR NICKEL-IRON-CHROMIUM-SILICON ALLOY WELDED TUBE vol. 02.04   (2003 r.)

ASTM B 740 SPECIFICATION FOR COPPER-NICKEL-TIN SPINODAL ALLOY STRIP vol. 02.01   (2003 r.)

ASTM B 741 vol. 02.04   (2003 r.)

ASTM B 742 SPECIFICATION FOR FINE SILVER ELECTRICAL CONTACT FABRICATED MATERIAL vol. 02.04   (2003 r.)

ASTM B 743 SPECIFICATION FOR SEAMLESS COPPER TUBE IN COILS vol. 02.01   (2003 r.)

ASTM B 744 B744M SPECIFICATION FOR ALUMINIUM ALLOY SHEET FOR CORRUGATED ALUMINIUM PIPE vol. 02.02   (2003 r.)

ASTM B 745 B745M SPECIFICATION FOR CORRUGATED ALUMINIUM PIPE FOR SEWERS AND DRAINS vol. 02.02   (2003 r.)

ASTM B 746 B746M vol. 02.02   (2003 r.)

ASTM B 747 SPECIFICATION FOR COPPER-ZIRCONIUM ALLOY SHEET AND STRIP vol. 02.01   (2003 r.)

ASTM B 748 vol. 02.05   (2003 r.)

ASTM B 749 SPECIFICATION FOR LEAD AND LEAD ALLOY STRIP, SHEET, AND PLATE PRODUCTS vol. 02.04   (2003 r.)

ASTM B 750 SPECIFICATION FOR ZINC-5% ALUMINIUM-MISCHMETAL ALLOY IN INGOT FORM FOR HOT-DIP COATINGS vol. 02.04   (2003 r.)

ASTM B 751 SPECIFICATION FOR GENERAL REQUIREMENTS FOR NICKEL AND NICKEL ALLOY WELDED TUBE vol. 02.04   (2003 r.)

ASTM B 752 vol. 02.04   (2003 r.)

ASTM B 753 SPECIFICATION FOR THERMOSTAT COMPONENT ALLOYS vol. 02.04   (2003 r.)

ASTM B 754 vol. 02.01   (2003 r.)

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ALUMINIUM, ALUMINIUM ALLOY AND ALUMINIUM-CLAD STEEL CABLE SHIELDING 
STOCK Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

TEST METHOD FOR POROSITY IN GOLD COATINGS ON METAL SUBSTRATES BY PAPER 
ELECTROGRAPHY

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR CORRUGATED ALUMINIUM ALLOY STRUCTURAL PLATE FOR FIELD-BOLTED PIPE, 
PIPE-ARCHES AND ARCHES Aluminum and Magnesium Alloys

Copper and Copper Alloys

TEST METHOD FOR MEASUREMENT OF THICKNESS OF METALLIC COATINGS BY MEASUREMENT OF 
CROSS SECTION WITH A SCANNING ELECTRON MICROSCOPE

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR CASTINGS, ZIRCONIUM-BASE, CORROSION RESISTANT, FOR GENERAL 
APPLICATION

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR MEASURING AND RECORDING THE DEVIATIONS FROM FLATNESS IN COPPER AND 
COPPERS ALLOY STRIP Copper and Copper Alloys
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ASTM B 755 vol. 02.04   (2003 r.)

ASTM B 756 SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-TUNGSTEN ALLOY (UNS N06110) ROD AND BAR vol. 02.04   (2003 r.)

ASTM B 757 vol. 02.04   (2003 r.)

ASTM B 758 vol. 02.04   (2003 r.)

ASTM B 759 vol. 02.04   (2003 r.)

ASTM B 75M SPECIFICATION FOR SEAMLESS COPPER TUBE [METRIC] vol. 02.01   (2003 r.)

ASTM B 760 SPECIFICATION FOR TUNGSTEN PLATE, SHEET, AND FOIL vol. 02.04   (2003 r.)

ASTM B 761 vol. 02.05   (2003 r.)

ASTM B 762 TEST METHOD OF VARIABLES SAMPLING OF METALLIC AND INORGANIC COATINGS vol. 02.05   (2003 r.)

ASTM B 763 SPECIFICATION FOR COPPER ALLOY SAND CASTINGS FOR VALVE APPLICATION vol. 02.01   (2003 r.)

ASTM B 764 vol. 02.05   (2003 r.)

ASTM B 765 vol. 02.05   (2003 r.)

ASTM B 766 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF CADMIUM vol. 02.05   (2003 r.)

ASTM B 767 vol. 02.05   (2003 r.)

ASTM B 768 SPECIFICATION FOR COPPER-COBALT-BERYLLIUM ALLOY STRIP AND SHEET vol. 02.01   (2003 r.)

ASTM B 769 TEST METHOD FOR SHEAR TESTING OF ALUMINIUM ALLOYS vol. 02.02   (2003 r.)

ASTM B 770 SPECIFICATION FOR COPPER-BERYLLIUM ALLOY SAND CASTINGS FOR GENERAL APPLICATIONS vol. 02.01   (2003 r.)

ASTM B 771 TEST METHOD FOR SHORT ROD FRACTURE TOUGHNESS OF CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 772 vol. 02.04   (2003 r.)

ASTM B 773 vol. 02.04   (2003 r.)

ASTM B 774 SPECIFICATION FOR LOW MELTING POINT ALLOYS vol. 02.04   (2003 r.)

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-TUNGSTEN ALLOYS (UNS N06110) PLATE, 
SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-TUNGSTEN-ALLOYS (UNS N06110) WELDED 
PIPE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-TUNGSTEN ALLOYS (UNS N06110) WELDED 
TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NICKEL-CHROMIUM-MOLYBDENUM-TUNGSTEN ALLOYS (UNS N06110) PIPE AND 
TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR PARTICLE SIZE DISTRIBUTION OF POWDERS AND RELATED COMPOUNDS BY X-RAY 
MONITORING OF GRAVITY SEDIMENTATION

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

TEST METHOD FOR SIMULTANEOUS THICKNESS AND ELECTROCHEMICAL POTENTIAL DETERMINATION 
OF INDIVIDUAL LAYERS IN MULTILAYER NICKEL DEPOSIT (STEP TEST)

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

GUIDE FOR SELECTION OF POROSITY TESTS FOR ELECTRODEPOSITS AND RELATED METALLIC 
COATINGS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

GUIDE FOR DETERMINING MASS PER UNIT AREA OF ELECTRODEPOSITED AND RELATED COATINGS BY 
GRAVIMETRIC AND OTHER CHEMICAL ANALYSIS PROCEDURES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

Aluminum and Magnesium Alloys

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

GUIDE FOR SPECIFYING THE CHEMICAL COMPOSITIONS FOR ELECTRICAL CONTACT MATERIALS 
(ARCING AND NONARCING)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

GUIDE FOR ULTRASONIC C-SCAN BOND EVALUATION OF BRAZED OR WELDED ELECTRICAL CONTACT 
ASSEMBLIES

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 775 SPECIFICATION FOR GENERAL REQUIREMENTS FOR NICKEL AND NICKEL ALLOY WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 776 SPECIFICATION FOR HAFNIUM AND HAFNIUM ALLOY STRIP, SHEET, AND PLATE vol. 02.04   (2003 r.)

ASTM B 777 SPECIFICATION FOR TUNGSTEN BASE, HIGH-DENSITY METAL vol. 02.04   (2003 r.)

ASTM B 780 SPECIFICATION FOR 75% SILVER, 24.5% COPPER, 0.5% NICKEL ELECTRICAL CONTACT ALLOY vol. 02.04   (2003 r.)

ASTM B 781 GUIDE FOR SILVER-CADMIUM OXIDE CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 782 SPECIFICATION FOR IRON GRAPHITE SINTERED BEARINGS (OIL-IMPREGNATED) vol. 02.05   (2003 r.)

ASTM B 783 SPECIFICATION FOR MATERIALS FOR FERROUS POWDER METALLURGY (P/M) STRUCTURAL PARTS vol. 02.05   (2003 r.)

ASTM B 788 B 788M vol. 02.02   (2003 r.)

ASTM B 789 B 789M vol. 02.02   (2003 r.)

ASTM B 790 B790M vol. 02.02   (2003 r.)

ASTM B 792 SPECIFICATION FOR ZINC ALLOYS IN INGOT FORM FOR SLUSH CASTING vol. 02.04   (2003 r.)

ASTM B 793 vol. 02.04   (2003 r.)

ASTM B 794 vol. 02.04   (2003 r.)

ASTM B 795 vol. 02.05   (2003 r.)

ASTM B 796 vol. 02.05   (2003 r.)

ASTM B 797 vol. 02.05   (2003 r.)

ASTM B 798 vol. 02.04   (2003 r.)

ASTM B 799 vol. 02.04   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

PRACTICE FOR INSTALLING FACTORY-MADE CORRUGATED ALUMINIUM CULVERTS AND STORM SEWER 
PIPE Aluminum and Magnesium Alloys

PRACTICE FOR INSTALLING CORRUGATED ALUMINIUM STRUCTURAL PLATE PIPE FOR CULVERTS AND 
SEWERS Aluminum and Magnesium Alloys

PRACTICE FOR STRUCTURAL DESIGN OF CORRUGATED ALUMINIUM PIPE, PIPE-ARCHES, AND ARCHES 
FOR CULVERTS, STORM SEWERS AND OTHER BURIED CONDUITS Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR ZINC CASTING ALLOY INGOT FOR SHEET METAL FORMING DIES AND PLASTIC 
INJECTION MOLDS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR DURABILITY WEAR TESTING OF SEPARABLE ELECTRICAL CONNECTOR SYSTEMS 
USING ELECTRICAL RESISTANCE MEASUREMENTS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR DETERMINING THE PERCENTAGE OF ALLOYED OR UNALLOYED IRON 
CONTAMINATION PRESENT IN POWDER FORGED (P/F) STEEL PARTS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR NONMETALLIC INCLUSION CONTENT OF POWDERS INTENDED FOR POWDER 
FORGING (P/F) APPLICATIONS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR SURFACE FINGER OXIDE PENETRATION DEPTH AND PRESENCE OF 
INTERPARTICLE OXIDE NETWORKS IN POWDER FORGED (P/F) STEEL PARTS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR POROSITY IN GOLD OR PALLADIUM COATINGS ON METAL SUBSTRATES BY GEL-
BULK ELECTROGRAPHY

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR POROSITY IN GOLD AND PALLADIUM COATINGS BY SULFUROUS ACID/SULFUR-
DIOXIDE VAPOR

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 804 SPECIFICATION FOR UNS N08367 AND UNS N08926 WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 805 vol. 02.04   (2003 r.)

ASTM B 806 SPECIFICATION FOR COPPER ALLOY PERMANENT MOLD CASTINGS FOR GENERAL APPLICATIONS vol. 02.01   (2003 r.)

ASTM B 807 PRACTICE FOR EXTRUSION PRESS SOLUTION HEAT TREATMENT FOR ALUMINIUM ALLOYS vol. 02.02   (2003 r.)

ASTM B 808 vol. 02.04   (2003 r.)

ASTM B 809 vol. 02.05   (2003 r.)

ASTM B 810 vol. 02.04   (2003 r.)

ASTM B 811 vol. 02.04   (2003 r.)

ASTM B 812 vol. 02.04   (2003 r.)

ASTM B 813 vol. 02.01   (2003 r.)

ASTM B 814 vol. 02.04   (2003 r.)

ASTM B 815 SPECIFICATION FOR COBALT-CHROMIUM-NICKEL-MOLYBDENUM-TUNGSTEN ALLOY (UNS R31233) ROD vol. 02.04   (2003 r.)

ASTM B 816 SPECIFICATION FOR COATINGS OF CADMIUM-ZINC MECHANICALLY DEPOSITED vol. 02.05   (2003 r.)

ASTM B 817 SPECIFICATION FOR POWDER METALLURGY (P/M) TITANIUM ALLOY STRUCTURAL COMPONENTS vol. 02.05   (2003 r.)

ASTM B 818 vol. 02.04   (2003 r.)

ASTM B 819 SPECIFICATION FOR SEAMLESS COPPER TUBE FOR MEDICAL GAS SYSTEMS vol. 02.01   (2003 r.)

ASTM B 820 TEST METHOD FOR BEND TEST FOR FORMABILITY OF COPPER ALLOY SPRING MATERIAL vol. 02.01   (2003 r.)

ASTM B 821 vol. 02.05   (2003 r.)

ASTM B 822 vol. 02.05   (2003 r.)

ASTM B 823 SPECIFICATION FOR MATERIALS FOR NONFERROUS POWDER METALLURGY (P/M) STRUCTURAL PARTS vol. 02.05   (2003 r.)

ASTM B 824 SPECIFICATION FOR GENERAL REQUIREMENTS FOR COPPER ALLOY CASTINGS vol. 02.01   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR PRECIPITATION HARDENING NICKEL ALLOYS UNS N07716, N07725, N07773, N07776, 
AND N09777, BAR AND WIRE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Aluminum and Magnesium Alloys

TEST METHOD FOR MONOTORING OF ATMOSPHERIC CORROSION CHAMBERS BY QUARTZ CRYSTAL 
MICROBALANCES

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR POROSITY IN METALLIC COATINGS BY HUMID SULFUR VAPOR ("FLOWERS-OF-
SULFUR")

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR CALIBRATION OF ATMOSPHERIC CORROSION TEST CHAMBERS BY CHANGE IN 
MASS OF COPPER COUPONS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR WROUGHT ZIRCONIUM ALLOY SEAMLESS TUBES FOR NUCLEAR REACTOR FUEL 
CLADDING

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR RESISTANCE TO ENVIRONMENTAL DEGRADATION OF ELECTRICAL PRESSURE 
CONNECTIONS INVOLVING ALUMINUM AND INTENDED FOR RESIDENTIAL APPLICATIONS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR LIQUID AND PASTER FLUXES FOR SOLDERING OF COPPER AND COPPER ALLOY 
TUBE Copper and Copper Alloys

SPECIFICATION FOR NICKEL-CHROMIUM-IRON-MOLYBDENUM-TUNGSTEN ALLOY (UNS N06920) PLATE, 
SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR COBALT-CHROMIUM-NICKEL-MOLYBDENUM-TUNGSTEN ALLOY (UNS R31233) 
PLATE, SHEET AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Copper and Copper Alloys

GUIDE FOR LIQUID DISPERSION OF METAL POWDERS AND RELATED COMPOUNDS FOR PARTICLE SIZE 
ANALYSIS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR PARTICLE SIZE DISTRIBUTION OF METAL POWDERS AND RELATED COMPOUNDS BY 
LIGHT SCATTERING

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys
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ASTM B 825 TEST METHOD FOR COULOMETRIC REDUCTION OF SURFACE FILMS ON METALLIC TEST SAMPLES vol. 02.04   (2003 r.)

ASTM B 826 vol. 02.04   (2003 r.)

ASTM B 827 PRACTICE FOR CONDUCTING MIXED FLOWING GAS (MFG) ENVIRONMENTAL TESTS vol. 02.04   (2003 r.)

ASTM B 828 vol. 02.01   (2003 r.)

ASTM B 829 vol. 02.04   (2003 r.)

ASTM B 831 TEST METHOD FOR SHEAR TESTING OF THIN ALUMINIUM ALLOY PRODUCTS vol. 02.02   (2003 r.)

ASTM B 832 GUIDE FOR ELECTROFORMING WITH NICKEL AND COPPER vol. 02.05   (2003 r.)

ASTM B 833 SPECIFICATION FOR ZINC AND ZINC ALLOY WIRE FOR THERMAL SPRAYING (METALLIZING) vol. 02.04   (2003 r.)

ASTM B 834 vol. 02.04   (2003 r.)

ASTM B 837 vol. 02.01   (2003 r.)

ASTM B 839 vol. 02.05   (2003 r.)

ASTM B 840 SPECIFICATION FOR ELECTRODEPOSITED COATINGS FOR ZINC COBALT ALLOY DEPOSITS vol. 02.05   (2003 r.)

ASTM B 841 SPECIFICATION FOR ELECTRODEPOSITED COATINGS FOR ZINC NICKEL ALLOY DEPOSITS vol. 02.05   (2003 r.)

ASTM B 842 SPECIFICATION FOR ELECTRODEPOSITED COATINGS FOR ZINC IRON ALLOY DEPOSITS vol. 02.05   (2003 r.)

ASTM B 843 SPECIFICATION FOR MAGNESIUM ALLOY ANODES FOR CATHODIC PROTECTION vol. 02.02   (2003 r.)

ASTM B 844 GUIDE FOR SILVER-TIN OXIDE CONTACT MATERIAL vol. 02.04   (2003 r.)

ASTM B 845 GUIDE FOR MIXED FLOWING GAS (MFG) TESTS FOR ELECTRICAL CONTACTS vol. 02.04   (2003 r.)

ASTM B 846 TERMINOLOGY FOR COPPER AND COPPER ALLOYS vol. 02.01   (2003 r.)

ASTM B 848 SPECIFICATION FOR POWDER FORGED (P/F) FERROUS STRUCTURAL PARTS vol. 02.05   (2003 r.)

ASTM B 849 vol. 02.05   (2003 r.)

ASTM B 850 vol. 02.05   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR MONITORING ATMOSPHERIC CORROSION TESTS BY ELECTRICAL RESISTANCE 
PROBES

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

PRACTICE FOR MAKING CAPILLARY JOINTS BY SOLDERING OF COPPER AND COPPER ALLOY TUBE AND 
FITTINGS Copper and Copper Alloys

SPECIFICATION FOR GENERAL REQUIREMENTS FOR NICKEL AND NICKEL ALLOYS SEAMLESS PIPE AND 
TUBE

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR PRESSURE CONSOLIDATED POWDER METALLURGY IRON-NICKEL-CHROMIUM-
MOLYBDENUM (UNS N08367) AND NICKEL-CHROMIUM-MOLYBDENUM-COLUMBIUM (NB) (UNS N06625) 
ALLOY PIPE FLANGES, FITTINGS, VALVES, AND PARTS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR SEAMLESS COPPER TUBE FOR NATURAL GAS AND LIQUEFIED PETROLEUM (LP) 
GAS FUEL DISTRIBUTION SYSTEMS Copper and Copper Alloys

TEST METHOD FOR RESIDUAL EMBRITTLEMENT IN METALLIC COATED, EXTERNALLY THREADED 
ARTICLES, FASTENERS, AND ROD-INCLINED WEDGE METHOD

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR PRE-TREATMENTS OF IRON OR STEEL FOR REDUCING RISK OF HYDROGEN 
EMBRITTLEMENT

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

GUIDE FOR POST-COATING TREATMENTS STEEL FOR REDUCING THE RISK OF HYDROGEN 
EMBRITTLEMENT

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts



Strona 35

ASTM B 852 vol. 02.04   (2003 r.)

ASTM B 853 vol. 02.05   (2003 r.)

ASTM B 854 GUIDE FOR MEASURING ELECTRICAL CONTACT INTERMITTENCES vol. 02.04   (2003 r.)

ASTM B 855 vol. 02.05   (2003 r.)

ASTM B 855 vol. 02.05   (2003 r.)

ASTM B 858 vol. 02.01   (2003 r.)

ASTM B 859 vol. 02.05   (2003 r.)

ASTM B 860 SPECIFICATION FOR ZINC MASTER ALLOYS FOR USE IN HOT DIP GALVANIZING vol. 02.04   (2003 r.)

ASTM B 861 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY SEAMLESS PIPE vol. 02.04   (2003 r.)

ASTM B 862 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY WELDED PIPE vol. 02.04   (2003 r.)

ASTM B 863 SPECIFICATION FOR TITANIUM AND TITANIUM ALLOY WIRE vol. 02.04   (2003 r.)

ASTM B 864 B864M SPECIFICATION FOR CORRUGATED ALUMINIUM BOX CULVERTS vol. 02.02   (2003 r.)

ASTM B 865 vol. 02.04   (2003 r.)

ASTM B 866 vol. 02.05   (2003 r.)

ASTM B 867 SPECIFICATION FOR ELECTRODEPOSITED COATINGS OF PALLADIUM-NICKEL FOR ENGINEERING USE vol. 02.05   (2003 r.)

ASTM B 868 PRACTICE FOR CONTACT PERFORMANCE CLASSIFICATION OF ELECTRICAL CONNECTION SYSTEMS vol. 02.04   (2003 r.)

ASTM B 870 vol. 02.01   (2003 r.)

ASTM B 871 TEST METHOD FOR TEAR TESTING OF ALUMINIUM ALLOY PRODUCTS o.       vol. 02.02   (2003 r.)

ASTM B 872 vol. 02.04   (2003 r.)

ASTM B 873 vol. 02.05   (2003 r.)

ASTM B 873 vol. 02.05   (2003 r.)

SPECIFICATION FOR CONTINUOUS GALVANIZING GRADE (CGG) ZINC ALLOYS FOR HOT-DIP 
GALVANIZING OF SHEET STEEL

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR POWDER METALLURGY (P/M) BORON STAINLESS STEEL STRUCTURAL 
COMPONENTS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR VOLUMETRIC FLOW RATE OF METAL POWDERS USING ARNOLD METER AND HALL 
FUNNEL

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR VOLUMETRIC FLOW RATE OF METAL POWDERS USING ARNOLD METER AND HALL 
FUNNEL

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR DETERMINATION OF SUSCEPTIBILITY TO STRESS CORROSION CRACKING IN 
COPPER ALLOYS USING AN AMMONIA VAPOR TEST Copper and Copper Alloys

PRACTICE FOR DE-AGGLOMERATION OF REFRACTORY METAL POWDERS AND THEIR COMPOUNDS 
PRIOR TO PARTICLE SIZE ANALYSIS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

SPECIFICATION FOR PRECIPITATION HARDENING NICKEL-COPPER-ALUMINUM ALLOY (UNS N05500) 
BAR, ROD, WIRE, FORGINGS, AND FORGING STOCK

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR GROSS DEFECTS AND MECHANICAL DAMAGE IN METALLIC COATINGS BY 
POLYSULFIDE IMMERSION

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR COPPER-BERYLLIUM ALLOY FORGINGS AND EXTRUSIONS ALLOYS C17500 AND 
C17510 Copper and Copper Alloys

Aluminum and Magnesium Alloys

SPECIFICATION FOR PRECIPITATION-HARDENING NICKEL-IRON-CHROMIUM- COLUMBIUM (NB)-
TITANIUM-ALUMINUM ALLOY (UNS N09908) PLATE, SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHOD FOR MEASURING VOLUME OF APPARENT DENSITY CUP USED IN TEST METHODS B212, 
B329, AND B417

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR MEASURING VOLUME OF APPARENT DENSITY CUP USED IN TEST METHODS B212, 
B329, AND B417

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM B 874 SPECIFICATION FOR CHROMIUM DIFFUSION COATING APPLIED BY PACK CEMENTATION PROCESS vol. 02.05   (2003 r.)

ASTM B 875 SPECIFICATION FOR ALUMINIUM DIFFUSION COATING APPLIED BY PACK CEMENTATION PROCESS vol. 02.05   (2003 r.)

ASTM B 877 vol. 02.05   (2003 r.)

ASTM B 878 TEST METHOD FOR NANOSECOND EVENT DETECTION FOR ELECTRICAL CONTACTS AND CONNECTORS vol. 02.04   (2003 r.)

ASTM B 879 vol. 02.05   (2003 r.)

ASTM B 880 vol. 02.04   (2003 r.)

ASTM B 881 TERMINOLOGY RELATING TO ALUMINIUM- AND MAGNESIUM- ALLOY PRODUCTS vol. 02.02   (2003 r.)

ASTM B 882 SPECIFICATION FOR PRE-PATINATED COPPER FOR ARCHITECTURAL APPLICATIONS vol. 02.01   (2003 r.)

ASTM B 883 SPECIFICATION FOR METAL INJECTION MOLDING (MIM), FERROUS STRUCTURAL PARTS vol. 02.05   (2003 r.)

ASTM B 884 vol. 02.04   (2003 r.)

ASTM B 885 TEST METHOD FOR PRESENCE OF FOREIGN MATTER ON PRINTED WIRING BOARD CONTACTS vol. 02.04   (2003 r.)

ASTM B 886 TEST METHODS FOR DETERMINATION OF MAGNETIC SATURATION (MS) OF CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 887 TEST METHOD FOR DETERMINATION OF COERCIVITY (HCS) OF CEMENTED CARBIDES vol. 02.05   (2003 r.)

ASTM B 888 vol. 02.01   (2003 r.)

ASTM B 890 vol. 02.05   (2003 r.)

ASTM B 891 vol. 02.04   (2003 r.)

ASTM B 892 SPECIFICATION FOR ZINC - COPPER - ALUMINIUM IN INGOT FORM FOR DIE CASTINGS vol. 02.04   (2003 r.)

ASTM B 893 SPECIFICATION FOR HARD-COAT ANODIZING OF MAGNESIUM FOR ENGINEERING APPLICATIONS vol. 02.05   (2003 r.)

ASTM B 894 SPECIFICATION FOR ZINC-COPPER-ALUMINIUM ALLOY DIE CASTINGS vol. 02.04   (2003 r.)

ASTM B 895 vol. 02.05   (2003 r.)

ASTM B 896 vol. 02.04   (2003 r.)

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR GROSS DEFECTS AND MECHANICAL DAMAGE IN METALLIC COATINGS BY THE 
PHOSPHOMOLYBDIC ACID (PMA) METHOD

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

PRACTICE FOR APPLYING NON-ELECTROLYTIC CONVERSION COATINGS ON MAGNESIUM AND 
MAGNESIUM ALLOYS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR GENERAL REQUIREMENTS FOR CHEMICAL CHECK ANALYSIS LIMITS FOR NICKEL, 
NICKEL ALLOYS, AND COBALT ALLOYS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Aluminum and Magnesium Alloys

Copper and Copper Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR NIOBIUM-TITANIUM ALLOY BILLETS, BAR AND ROD FOR SUPERCONDUCTING 
APPLICATIONS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR COPPER ALLOY STRIP FOR USE IN THE MANUFACTURE OF ELECTRICAL 
CONNECTORS OR SPRING CONTACTS Copper and Copper Alloys

TEST METHOD FOR DETERMINATION OF METALLIC CONSTITUENTS OF TUNGSTEN ALLOYS AND 
TUNGSTEN HARDMETALS BY X-RAY FLUORESCENCE SPECTROMETRY

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR SEAMLESS AND WELDED TITANIUM AND TITANIUM ALLOY CONDENSER AND HEAT 
EXCHANGER TUBES WITH INTEGRAL FINS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

TEST METHODS FOR EVALUATING THE CORROSION RESISTANCE OF POWDER METALLURGY (P/M) 
STAINLESS STEEL PARTS/SPECIMENS BY IMMERSION IN A SODIUM CHLORIDE SOLUTION

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHODS FOR EVALUATING CONNECTABILITY CHARACTERISTICS OF ELECTRICAL CONDUCTOR 
MATERIALS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors
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ASTM B 897 SPECIFICATION FOR CONFIGURATION OF ZINC AND ZINC ALLOY JUMBO INGOT vol. 02.04   (2003 r.)

ASTM B 898 SPECIFICATION FOR REACTIVE AND REFRACTORY METAL CLAD PLATE vol. 02.04   (2003 r.)

ASTM B 899 TERMINOLOGY RELATING TO NON-FERROUS METALS AND ALLOYS vol. 02.04   (2003 r.)

ASTM B 900 vol. 02.01   (2003 r.)

ASTM B 903 SPECIFICATION FOR SEAMLESS COPPER HEAT EXCHANGER TUBES WITH INTERNAL ENHANCEMENT vol. 02.01   (2003 r.)

ASTM B 904 vol. 02.05   (2003 r.)

ASTM B 905 vol. 02.05   (2003 r.)

ASTM B 906 vol. 02.04   (2003 r.)

ASTM B 907 SPECIFICATION FOR ZINC, TIN AND CADMIUM BASE SOLDERS vol. 02.04   (2003 r.)

ASTM B 908 PRACTICE FOR THE USE OF COLOR CODES FOR ZINC CASTING ALLOY INGOT vol. 02.04   (2003 r.)

ASTM B 909 vol. 02.02   (2003 r.)

ASTM B 912 SPECIFICATION FOR PASSIVATION OF STAINLESS STEELS USING ELECTROPOLISHING vol. 02.05   (2003 r.)

ASTM B 913 vol. 02.04   (2003 r.)

ASTM B 914 vol. 02.04   (2003 r.)

ASTM B 915 TEST METHOD FOR MEASURING THE STATIC HEAT RESISTANCE OF A SELF-CLEANING OVEN COATING vol. 02.05   (2003 r.)

ASTM B 916 TEST METHOD FOR ADHERENCE OF PORCELAIN ENAMEL COATINGS TO SHEET METAL vol. 02.05   (2003 r.)

ASTM B 917 B 917M PRACTICE FOR HEAT TREATMENT OF ALUMINIUM-ALLOY CASTINGS FROM ALL PROCESSES vol. 02.02   (2003 r.)

ASTM B 918 PRACTICE FOR HEAT TREATMENT OF WROUGHT ALUMINUM ALLOYS vol. 02.02   (2003 r.)

ASTM B 919 SPECIFICATION FOR WELDED COPPER HEAT EXCHANGER TUBES WITH INTERNAL ENHANCEMENT vol. 02.01   (2003 r.)

ASTM B 920 vol. 02.04   (2003 r.)

ASTM B 921 vol. 02.05   (2003 r.)

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

PRACTICE FOR PACKAGING OF COPPER AND COPPER-ALLOY MILL-PRODUCTS FOR U.S. GOVERNMENT 
AGENCIES Copper and Copper Alloys

Copper and Copper Alloys

SPECIFICATION FOR AUTOCATALYTIC NICKEL OVER AUTOCATALYTIC COPPER FOR 
ELECTROMAGNETIC INTERFERENCE SHIELDING

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHODS FOR ASSESSING THE ADHESION OF METALLIC AND INORGANIC COATINGS BY THE 
MECHANIZED TAPE TEST

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR GENERAL REQUIREMENTS FOR FLAT-ROLLED NICKEL AND NICKEL ALLOYS PLATE, 
SHEET, AND STRIP

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

GUIDE FOR PLANE STRAIN FRACTURE TOUGHNESS TESTING OF NON-STRESS RELIEVED ALUMINIUM 
PRODUCTS Aluminum and Magnesium Alloys

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR EVALUATION OF CRIMPED ELECTRICAL CONNECTIONS TO 16-GAUGE AND 
SMALLER DIAMETER STRANDED AND SOLID CONDUCTORS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

PRACTICE FOR COLOR CODES ON ZINC AND ZINC ALLOY INGOT FOR USE IN HOT-DIP GALVANIZING OF 
STEEL

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

Aluminum and Magnesium Alloys

Copper and Copper Alloys

PRACTICE FOR POROSITY IN GOLD AND PALLADIUM ALLOY COATINGS ON METAL SUBSTRATES BY 
VAPORS OF SODIUM HYPOCHLORITE SOLUTION

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

SPECIFICATION FOR NON-HEXAVALENT CHROMIUM CONVERSION COATINGS ON ALUMINIUM AND 
ALUMINIUM ALLOYS

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM B 922 TEST METHOD FOR METAL POWDER SPECIFIC SURFACE AREA PHYSICAL ADSORPTION vol. 02.05   (2003 r.)

ASTM B 923 TEST METHOD FOR METAL POWDER SKELETAL DENSITY BY HELIUM OR NITROGEN PYCNOMETRY vol. 02.05   (2003 r.)

ASTM B 924 vol. 02.04   (2003 r.)

ASTM C 282 TEST METHOD FOR ACID RESISTANCE OF PORCELAIN ENAMELS (CITRIC ACID SPOT TEST) vol. 02.05   (2003 r.)

ASTM C 283 TEST METHOD FOR RESISTANCE OF PORCELAIN ENAMELED UTENSILS TO BOILING ACID vol. 02.05   (2003 r.)

ASTM C 285 TEST METHODS FOR SIEVE ANALYSIS OF WET-MILLED AND DRY-MILLED PORCELAIN ENAMEL vol. 02.05   (2003 r.)

ASTM C 286 TERMINOLOGY RELATING TO PORCELAIN ENAMEL AND CERAMIC-METAL SYSTEMS vol. 02.05   (2003 r.)

ASTM C 346 TEST METHOD FOR 45-DEG SPECULAR GLOSS OF CERAMIC MATERIALS vol. 02.05   (2003 r.)

ASTM C 374 TEST METHODS FOR FUSION FLOW OF PORCELAIN ENAMEL FRITS (FLOW-BUTTON METHODS) vol. 02.05   (2003 r.)

ASTM C 375 CLASSIFICATION OF WATER USED IN MILLING OF PORCELAIN ENAMEL vol. 02.05   (2003 r.)

ASTM C 385 TEST METHOD FOR THERMAL SHOCK RESISTANCE OF PORCELAIN-ENAMELED UTENSILS vol. 02.05   (2003 r.)

ASTM C 448 TEST METHODS FOR ABRASION RESISTANCE OF PORCELAIN ENAMELS vol. 02.05   (2003 r.)

ASTM C 536 vol. 02.05   (2003 r.)

ASTM C 537 vol. 02.05   (2003 r.)

ASTM C 538 TEST METHOD FOR COLOR RETENTION OF RED, ORANGE, AND YELLOW PORCELAIN ENAMELS vol. 02.05   (2003 r.)

ASTM C 539 vol. 02.05   (2003 r.)

ASTM C 614 TEST METHOD FOR ALKALI RESISTANCE OF PORCELAIN ENAMELS vol. 02.05   (2003 r.)

ASTM C 632 TEST METHOD FOR REBOILING TENDENCY OF SHEET STEEL FOR PORCELAIN ENAMELING vol. 02.05   (2003 r.)

ASTM C 633 TEST METHOD FOR ADHESION OR COHESION STRENGTH OF THERMAL SPRAY COATINGS vol. 02.05   (2003 r.)

ASTM C 660 vol. 02.05   (2003 r.)

ASTM C 664 TEST METHODS FOR THICKNESS OF DIFFUSING COATING vol. 02.05   (2003 r.)

ASTM C 694 vol. 02.05   (2003 r.)

ASTM C 703 TEST METHODS FOR SPALLING RESISTANCE OF PORCELAIN ENAMELED ALUMINIUM vol. 02.05   (2003 r.)

ASTM C 715 TEST METHOD FOR NICKEL ON STEEL FOR PORCELAIN ENAMELING BY PHOTOMETRIC ANALYSIS vol. 02.05   (2003 r.)

ASTM C 743 TEST METHOD FOR CONTINUITY OF PORCELAIN ENAMEL COATINGS vol. 02.05   (2003 r.)

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

SPECIFICATION FOR SEAMLESS AND WELDED NICKEL ALLOY CONDENSER AND HEAT EXCHANGER 
TUBES WITH INTEGRAL FINS

Nonferrous Metals - Nickel, Cobalt, Lead, Tin, 
Zinc, Cadmium, Precious, Reactive, Refractory 
Metals and Alloys; Materials for Thermostats, 
Electrical Heating and Resistance Contacts, 
and Connectors

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR CONTINUITY OF COATINGS IN GLASSED STEEL EQUIPMENT BY ELECTRICAL 
TESTING

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR RELIABILITY OF GLASS COATINGS ON GLASSED STEEL REACTION EQUIPMENT BY 
HIGH VOLTAGE

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR LINEAR THERMAL EXPANSION OF PORCELAIN ENAMEL AND GLAZE FRITS AND 
CERAMIC WHITEWARE MATERIALS BY THE INTERFEROMETRIC METHOD

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

PRACTICES FOR PRODUCTION AND PREPARATION OF GRAY IRON CASTINGS FOR PORCELAIN 
ENAMELING

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR WEIGHT LOSS (MASS LOSS) OF SHEET STEEL DURING IMMERSION IN SULFURIC 
ACID SOLUTION

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts
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ASTM C 756 TEST METHOD FOR CLEANABILITY OF SURFACE FINISHES vol. 02.05   (2003 r.)

ASTM C 774 TEST METHOD FOR YIELD STRENGTH OF ENAMELING STEELS AFTER STRAINING AND FIRING vol. 02.05   (2003 r.)

ASTM C 810 vol. 02.05   (2003 r.)

ASTM C 839 TEST METHOD FOR COMPRESSIVE STRESS OF PORCELAIN ENAMELS BY LOADED-BEAM METHOD vol. 02.05   (2003 r.)

ASTM C 872 TEST METHOD FOR LEAD AND CADMIUM RELEASE FROM PORCELAIN ENAMEL SURFACES vol. 02.05   (2003 r.)

ASTM D 1730 PRACTICES FOR PREPARATION OF ALUMINIUM AND ALUMINIUM-ALLOY SURFACES FOR PAINTING vol. 02.05   (2003 r.)

ASTM D 1731 PRACTICES FOR PREPARATION OF HOT-DIP ALUMINIUM SURFACES FOR PAINTING vol. 02.05   (2003 r.)

ASTM D 1732 PRACTICES FOR PREPARATION OF MAGNESIUM ALLOY SURFACES FOR PAINTING vol. 02.05   (2003 r.)

ASTM D 5966 vol. 05.04   (2002 r.)

ASTM D 5967 TEST METHOD FOR EVALUATION OF DIESEL ENGINE OILS IN T-8 DIESEL ENGINE vol. 05.04   (2002 r.)

ASTM D 5968 TEST METHOD FOR EVALUATION OF CORROSIVENESS OF DIESEL ENGINE OIL AT 121 DEGREE C vol. 05.04   (2002 r.)

ASTM D 5969 vol. 05.04   (2002 r.)

ASTM D 5972 TEST METHOD FOR FREEZING POINT OF AVIATION FUELS (AUTOMATIC PHASE TRANSITION METHOD) vol. 05.04   (2002 r.)

ASTM D 5983 vol. 05.04   (2002 r.)

ASTM D 5984 vol. 05.04   (2002 r.)

ASTM D 5985 TEST METHOD FOR POUR POINT OF PETROLEUM PRODUCTS (ROTATIONAL METHOD) vol. 05.04   (2002 r.)

ASTM D 5986 vol. 05.04   (2002 r.)

ASTM D 6006 GUIDE FOR ASSESSING BIODEGRADABILITY OF HYDRAULIC FLUIDS vol. 05.04   (2002 r.)

ASTM D 6021 vol. 05.04   (2002 r.)

ASTM D 6022 PRACTICE FOR CALCULATION OF PERMANENT SHEAR STABILITY INDEX vol. 05.04   (2002 r.)

ASTM D 6045 TEST METHOD FOR COLOR OF PETROLEUM PRODUCTS BY THE AUTOMATIC TRISTIMULUS METHOD vol. 05.04   (2002 r.)

ASTM D 6046 CLASSIFICATION OF HYDRAULIC FLUIDS FOR ENVIRONMENTAL IMPACT vol. 05.04   (2002 r.)

ASTM D 6074 GUIDE FOR CHARACTERIZING HYDROCARBON LUBRICANT BASE OILS vol. 05.04   (2002 r.)

ASTM D 6078 vol. 05.04   (2002 r.)

ASTM D 6079 vol. 05.04   (2002 r.)

ASTM D 6080 PRACTICE FOR DEFINING THE VISCOSITY CHARACTERISTICS OF HYDRAULIC FLUIDS vol. 05.04   (2002 r.)

ASTM D 6081 vol. 05.04   (2002 r.)

ASTM D 6082 TEST METHOD FOR HIGH TEMPERATURE FOAMING CHARACTERISTICS OF LUBRICATING OILS vol. 05.04   (2002 r.)

ASTM D 6120 vol. 05.04   (2002 r.)

ASTM D 6121 vol. 05.04   (2002 r.)

ASTM D 6122 PRACTICE FOR VALIDATION OF MULTIVARIATE PROCESS INFRARED SPECTROPHOTOMETERS vol. 05.04   (2002 r.)

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR NICKEL ON STEEL FOR PORCELAIN ENAMELING BY X-RAY EMISSION 
SPECTROMETRY

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

TEST METHOD FOR EVALUATION OF ENGINE OILS FOR ROLLER FOLLOWER WEAR IN LIGHT-DUTY 
DIESEL ENGINE

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR CORROSION-PREVENTIVE PROPERTIES OF LUBRICATING GREASES IN PRESENCE 
OF DILUTE SYNTHETIC SEA WATER ENVIRONMENTS

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

SPECIFICATION FOR METHYL TERTIARY-BUTYL ETHER (MTBE) FOR DOWNSTREAM BLENDING FOR USE 
IN AUTOMOTIVE SPARK-IGNITION ENGINE FUEL

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR SEMI-QUANTITATIVE FIELD TEST METHOD FOR BASE NUMBER IN NEW AND USED 
LUBRICANTS BY COLOR-INDICATOR TITRATION

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF OXYGENATES, BENZENE, TOLUENE, C8-C12 AROMATICS AND 
TOTAL AROMATICS IN FINISHED GASOLINE BY GAS CHROMATOGRAPHY/FOURIER TRANSFORM 
INFRARED SPECTROSCOPY

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR MEASUREMENT OF TOTAL HYDROGEN SULFIDE IN RESIDUAL FUELS BY MULTIPLE 
HEADSPACE EXTRACTION AND SULFUR SPECIFIC DETECTION

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATING LUBRICITY OF DIESEL FUELS BY THE SCUFFING LOAD BALL-ON-
CYLINDER LUBRICITY EVALUATOR (SLBOCLE)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATING LUBRICITY OF DIESEL FUELS BY THE HIGH-FREQUENCY 
RECIPROCATING RIG (HFRR)

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR AQUATIC TOXICITY TESTING OF LUBRICANTS: SAMPLE PREPARATION AND RESULTS 
INTERPRETATION

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR ELECTRICAL RESISTIVITY OF ANODE AND CATHODE CARBON MATERIAL AT ROOM 
TEMPERATURE

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATION OF THE LOAD CARRYING CAPACITY OF LUBRICANTS UNDER 
CONDITIONS OF LOW SPEED AND HIGH TORQUE USED FOR FINAL HYPOID DRIVE AXLES

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest
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ASTM D 6138 vol. 05.04   (2002 r.)

ASTM D 6139 vol. 05.04   (2002 r.)

ASTM D 6158 SPECIFICATION FOR MINERAL HYDRAULIC OILS vol. 05.04   (2002 r.)

ASTM D 6159 vol. 05.04   (2002 r.)

ASTM D 6160 vol. 05.04   (2002 r.)

ASTM D 6184 TEST METHOD FOR OIL SEPARATION FROM LUBRICATING GREASE (CONICAL SIEVE METHOD) vol. 05.04   (2002 r.)

ASTM D 6185 PRACTICE FOR EVALUATING COMPATIBILITY OF BINARY MIXTURES OF LUBRICATING GREASES vol. 05.04   (2002 r.)

ASTM D 6186 vol. 05.04   (2002 r.)

ASTM D 6200 vol. 05.04   (2002 r.)

ASTM D 6201 vol. 05.04   (2002 r.)

ASTM D 6202 vol. 05.04   (2002 r.)

ASTM D 6203 TEST METHOD FOR THERMAL STABILITY OF WAY LUBRICANTS vol. 05.04   (2002 r.)

ASTM D 6217 vol. 05.04   (2002 r.)

ASTM D 6224 vol. 05.04   (2002 r.)

ASTM D 6227 SPECIFICATION FOR GRADE 82 UNLEADED AVIATION GASOLINE vol. 05.04   (2002 r.)

ASTM D 6258 TEST METHOD FOR DETERMINATION OF SOLVENT RED 164 DYE CONCENTRATION IN DIESEL FUELS vol. 05.04   (2002 r.)

ASTM D 6259 PRACTICE FOR DETERMINATION OF A POOLED LIMIT OF QUANTITATION vol. 05.04   (2002 r.)

ASTM D 6277 vol. 05.04   (2002 r.)

ASTM D 6278 vol. 05.04   (2002 r.)

ASTM D 6293 vol. 05.04   (2002 r.)

ASTM D 6296 vol. 05.04   (2002 r.)

ASTM D 6299 vol. 05.04   (2002 r.)

ASTM D 6300 vol. 05.04   (2002 r.)

ASTM D 6304 vol. 05.04   (2002 r.)

ASTM D 6334 TEST METHOD FOR SULFUR IN GASOLINE BY WAVELENGTH DISPERSIVE X-RAYE FLUORESCENCE vol. 05.04   (2002 r.)

ASTM D 6335 vol. 05.04   (2002 r.)

ASTM D 6351 vol. 05.04   (2002 r.)

ASTM D 6352 vol. 05.04   (2002 r.)

ASTM D 6353 vol. 05.04   (2002 r.)

ASTM D 6354 vol. 05.04   (2002 r.)

ASTM D 6371 TEST METHOD FOR COLD FILTER PLUGGING POINT OF DIESEL AND HEATING FUELS vol. 05.04   (2002 r.)

ASTM D 6374 TEST METHOD FOR VOLATILE MATTER IN GREEN PETROLEUM COKE QUARTZ CRUCIBLE PROCEDURE vol. 05.04   (2002 r.)

ASTM D 6375 vol. 05.04   (2002 r.)

TEST METHOD FOR DETERMINATION OF CORROSION-PREVENTIVE PROPERTIES OF LUBRICATING 
GREASES UNDER DYNAMIC WET CONDITIONS (EMCOR TEST)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINING THE AEROBIC AQUATIC BIODEGRADATION OF LUBRICANTS OR 
THEIR COMPONENTS USING THE GLEDHILL SHAKE FLASK

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF HYDROCARBON IMPURITIES IN ETHYLENE BY GAS 
CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF POLYCHLORINATED BIPHENYLS (PCBS) IN WASTE MATERIALS 
BY GAS CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR OXIDATION INDUCTION TIME OF LUBRICATING OILS BY PRESSURE DIFFERENTIAL 
SCANNING CALORIMETRY (PDSC)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF COOLING CHARACTERISTICS OF QUENCH OILS BY COOLING 
CURVE ANALYSIS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DYNAMOMETER EVALUATION OF UNLEADED SPARK-IGNITION ENGINE FUEL FOR 
INTAKE VALVE DEPOSIT FORMATION

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR AUTOMOTIVE ENGINE OILS ON THE FUEL ECONOMY OF PASSENGER CARS AND 
LIGHT-DUTY TRUCKS IN THE SEQUENCE VIA SPARK IGNITION ENGINE

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR PARTICULATE CONTAMINATION IN MIDDLE DISTILLATE FUELS BY LABORATORY 
FILTRATION

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR IN-SERVICE MONITORING OF LUBRICATING OIL FOR AUXILIARY POWER PLANT 
EQUIPMENT

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF BENZENE IN SPARK-IGNITION ENGINE FUELS USING MID 
INFRARED SPECTROSCOPY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST  METHOD FOR SHEAR STABILITY OF POLYMER CONTAINING FLUIDS USING A EUROPEAN DIESEL 
INJECTOR APPARATUS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR OXYGENATES AND PARAFFIN, OLEFIN, NAPHTHENE, AROMATIC (O-PONA) 
HYDROCARBON TYPES IN LOW-OLEFIN SPARK IGNITION ENGINE FUELS BY GAS CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR TOTAL OLEFINS IN SPARK-IGNITION ENGINE FUELS BY MULTI-DIMENSIONAL GAS 
CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR APPLYING STATISTICAL QUALITY ASSURANCE TECHNIQUES TO EVALUATE ANALYTICAL 
MEASUREMENT SYSTEM PERFORMANCE

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR DETERMINATION OF PRECISION AND BIAS DATA FOR USE IN TEST METHODS FOR 
PETROLEUM PRODUCTS AND LUBRICANTS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF WATER IN PETROLEUM PRODUCTS, LUBRICATING OILS, AND 
ADDITIVES BY COULOMETRIC KARL FISHER TITRATION

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF HIGH TEMPERATURE DEPOSITS BY THERMO-OXIDATION 
ENGINE OIL SIMULATION TEST

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF LOW TEMPERATURE FLUIDITY AND APPEARANCE OF 
HYDRAULIC FLUIDS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR BOILING RANGE DISTRIBUTION OF PETROLEUM DISTILLATES IN BOILING RANGE 
FROM 174 TO 700 DEGREES C BY GAS CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

GUIDE FOR SAMPLING PLAN AND CORE SAMPLING FOR PREBAKED ANODES USED IN ALUMINUM 
PRODUCTION

Petroleum Products and Lubricants (IV): D5966 
- latest

GUIDE FOR SAMPLING PLAN AND CORE SAMPLING OF CARBON CATHODE BLOCKS USED IN ALUMINIUM 
PRODUCTION

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVAPORATION LOSS OF LUBRICATING OILS BY THERMOGRAVIMETRIC GRAPHIC 
ANALYZER (TGA) NOACK METHOD

Petroleum Products and Lubricants (IV): D5966 
- latest
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ASTM D 6376 vol. 05.04   (2002 r.)

ASTM D 6377 vol. 05.04   (2002 r.)

ASTM D 6378 vol. 05.04   (2002 r.)

ASTM D 6379 vol. 05.04   (2002 r.)

ASTM D 6384 TERMINOLOGY RELATING TO BIODEGRADABILITY AND ECOTOXICITY OF LUBRICANTS vol. 05.04   (2002 r.)

ASTM D 6417 TEST METHOD FOR ESTIMATION OF ENGINE OIL VOLATILITY BY CAPILLARY GAS CHROMATOGRAPHY vol. 05.04   (2002 r.)

ASTM D 6421 vol. 05.04   (2002 r.)

ASTM D 6422 TEST METHOD FOR WATER TOLERANCE (PHASE SEPARATION) OF GASOLINE-ALCOHOL BLENDS vol. 05.04   (2002 r.)

ASTM D 6423 vol. 05.04   (2002 r.)

ASTM D 6424 PRACTICE FOR OCTANE RATING NATURALLY ASPIRATED SPARK IGNITION AIRCRAFT ENGINES vol. 05.04   (2002 r.)

ASTM D 6425 vol. 05.04   (2002 r.)

ASTM D 6426 TEST METHOD FOR DETERMINING FILTERABILITY OF DISTILLATE FUEL OILS vol. 05.04   (2002 r.)

ASTM D 6439 vol. 05.04   (2002 r.)

ASTM D 6443 vol. 05.04   (2002 r.)

ASTM D 6445 vol. 05.04   (2002 r.)

ASTM D 6446 vol. 05.04   (2002 r.)

ASTM D 6447 vol. 05.04   (2002 r.)

ASTM D 6448 SPECIFICATION FOR INDUSTRIAL BURNER FUELS FROM USED LUBRICATING OILS vol. 05.04   (2002 r.)

ASTM D 6450 TEST METHOD FOR FLASH POINT BY CONTINUOUSLY CLOSED CUP (CCCFP) TESTER vol. 05.04   (2002 r.)

ASTM D 6468 TEST METHOD FOR HIGH TEMPERATURE STABILITY OF DISTILLATE FUELS vol. 05.04   (2002 r.)

ASTM D 6469 GUIDE FOR MICROBIAL CONTAMINATION IN FUELS AND FUEL SYSTEMS vol. 05.04   (2002 r.)

ASTM D 6470 TEST METHOD FOR SALT IN CRUDE OILS (POTENTIOMETRIC METHOD) vol. 05.04   (2002 r.)

ASTM D 6481 vol. 05.04   (2002 r.)

ASTM D 6482 vol. 05.04   (2002 r.)

ASTM D 6483 TEST METHOD FOR EVALUATION OF DIESEL ENGINE OILS IN T-9 DIESEL ENGINE vol. 05.04   (2002 r.)

ASTM D 6514 TEST METHOD FOR HIGH TEMPERATURE UNIVERSAL OXIDATION TEST FOR TURBINE OILS vol. 05.04   (2002 r.)

ASTM D 6546 vol. 05.04   (2002 r.)

ASTM D 6547 TEST METHOD FOR CORROSIVENESS OF LUBRICATING FLUID TO BIMETALLIC COUPLE vol. 05.04   (2002 r.)

ASTM D 6549 vol. 05.04   (2002 r.)

ASTM D 6550 vol. 05.04   (2002 r.)

ASTM D 6553 TEST METHOD FOR COOLANT COMPATIBILITY OF WAY LUBRICANTS vol. 05.04   (2002 r.)

ASTM D 6557 vol. 05.04   (2002 r.)

ASTM D 6558 vol. 05.04   (2002 r.)

TEST METHOD FOR DETERMINATION OF TRACE METALS IN PETROLEUM COKE BY WAVELENGTH 
DISPERSIVE X-RAY FLUORESCENCE SPECTROSCOPY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF VAPOR PRESSURE OF CRUDE OIL: VPCR [X] (EXPANSION 
METHOD)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF VAPOR PRESSURE (VP[X]) OF PETROLEUM PRODUCTS, 
HYDROCARBONS, AND HYDROCARBON-OXYGENATE MIXTURES (TRIPLE EXPANSION METHOD)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF AROMATIC HYDROCARBON TYPES IN AVIATION FUELS AND 
PETROLEUM DISTILLATES-HIGH PERFORMANCE LIQUID CHROMATOGRAPHY METHOD WITH 
REFRACTIVE INDEX DETECTION

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATING AUTOMOTIVE SPARK-IGNITION ENGINE FUEL FOR ELECTRONIC PORT 
FUEL INJECTOR FOULING BY BENCH PROCEDURE

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF PHE OF ETHANOL, DENATURED FUEL ETHANOL, AND FUEL 
ETHANOL (ED75-ED85)

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR MEASURING FRICTION AND WEAR PROPERTIES OF EXTREME PRESSURE (EP) 
LUBRICATING OILS USING SRV TEST MACHINE

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

GUIDE FOR CLEANING, FLUSHING, AND PURIFICATION OF STEAM, GAS, AND HYDROELECTRIC TURBINE 
LUBRICATION SYSTEMS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF CALCIUM, CHLORINE, COPPER, MAGNESIUM, PHOSPHORUS, 
SULFUR, AND ZINC IN UNUSED LUBRICATING OILS AND ADDITIVES BY WAVELENGTH DISPERSIVE X-RAY 
FLUORESCENCE SPECTROMETRY (MATHEMATICAL CORRECTION PROCEDURE)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR SULFUR IN GASOLINE BY ENERGY-DISPERSIVE X-RAY FLUORESCENCE 
SPECTROMETRY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR ESTIMATION OF NET HEAT OF COMBUSTION (SPECIFIC ENERGY) OF AVIATION 
FUELS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR HYDROPEROXIDE NUMBER OF AVIATION TURBINE FUELS BY VOLTAMMETRIC 
ANALYSIS

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF PHOSPHOROUS, SULFUR, CALCIUM, AND ZINC IN 
LUBRICATION OILS BY ENERGY DISPERSIVE X-RAY FLUORESCENCE SPECTROSCOPY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF COOLING CHARACTERISTICS OF AQUEOUS POLYMER 
QUENCHANTS BY COOLING CURVE ANALYSIS WITH AGITATION (TENSI METHOD)

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHODS FOR AND SUGGESTED LIMITS FOR DETERMINING COMPATIBILITY OF ELASTOMER 
SEALS FOR INDUSTRIAL HYDRAULIC FLUID APPLICATIONS

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF COOLING CHARACTERISTICS OF QUENCHANTS BY COOLING 
CURVE ANALYSIS WITH AGITATION (DRAYTON UNIT)

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF OLEFIN CONTENT OF GASOLINES BY SUPERCRITICAL-FLUID 
CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATION OF RUST PREVENTIVE CHARACTERISTICS OF AUTOMOTIVE ENGINE 
OILS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF TGS CO[2] REACTIVITY OF BAKED CARBON ANODES AND 
CATHODE BLOCKS

Petroleum Products and Lubricants (IV): D5966 
- latest
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ASTM D 6559 vol. 05.04   (2002 r.)

ASTM D 6560 vol. 05.04   (2002 r.)

ASTM D 6584 vol. 05.04   (2002 r.)

ASTM D 6591 vol. 05.04   (2002 r.)

ASTM D 6593 vol. 05.04   (2002 r.)

ASTM D 6594 TEST METHOD FOR EVALUATION OF CORROSIVENESS OF DIESEL ENGINE OIL AT 135 DEGREE C vol. 05.04   (2002 r.)

ASTM D 6595 vol. 05.04   (2002 r.)

ASTM D 6596 PRACTICE FOR AMPULIZATION AND STORAGE OF GASOLINE AND RELATED HYDROCARBON MATERIALS vol. 05.04   (2002 r.)

ASTM D 6615 SPECIFICATION FOR JET B WIDE-CUT AVIATION TURBINE FUEL vol. 05.04   (2002 r.)

ASTM D 6616 vol. 05.04   (2002 r.)

ASTM D 6617 vol. 05.04   (2002 r.)

ASTM D 6618 vol. 05.04   (2002 r.)

ASTM D 6623 vol. 05.04   (2002 r.)

ASTM D 6624 vol. 05.04   (2002 r.)

ASTM D 6666 GUIDE FOR EVALUATION OF AQUEOUS POLYMER QUENCHANTS vol. 05.04   (2002 r.)

ASTM D 6667 vol. 05.04   (2002 r.)

ASTM D 6668 TEST METHOD FOR DISCRIMINATION BETWEEN FLAMMABILITY RATINGS OF F= 0 AND F = 1 vol. 05.04   (2002 r.)

ASTM D 6681 vol. 05.04   (2002 r.)

ASTM D 6708 vol. 05.04   (2002 r.)

ASTM D 6709 vol. 05.04   (2002 r.)

ASTM D 6710 GUIDE FOR EVALUATION OF HYDRO-CARBON-BASED QUENCH OIL vol. 05.04   (2002 r.)

ASTM E 159 TEST METHOD FOR HYDROGEN LOSS OF COBALT, COPPER, TUNGSTEN, AND IRON POWDERS vol. 02.05   (2003 r.)

ASTM E 194 TEST METHOD FOR ACID-INSOLUBLE CONTENT OF COPPER AND IRON POWDERS vol. 02.05   (2003 r.)

ASTM E 194 TEST METHOD FOR ACID-INSOLUBLE CONTENT OF COPPER AND IRON POWDERS vol. 02.05   (2003 r.)

ASTM E 252 TEST METHOD FOR THICKNESS OF THIN FOIL AND FILM BY WEIGHING       vol. 02.02   (2003 r.)

ASTM E 588 vol. 01.05   (2003 r.)

ASTM E 618 vol. 01.05   (2003 r.)

ASTM E 1338 vol. 02.05   (2003 r.)

ASTM F 68 SPECIFICATION FOR OXYGEN-FREE COPPER IN WROUGHT FORMS FOR ELECTRON DEVICES vol. 02.01   (2003 r.)

ASTM F 537 vol. 01.06   (2003 r.)

ASTM F 552 TERMINOLOGY RELATING TO CHAIN LINK FENCING vol. 01.06   (2003 r.)

ASTM F 567 PRACTICE FOR INSTALLATION OF CHAIN-LINK FENCE vol. 01.06   (2003 r.)

ASTM F 626 SPECIFICATION FOR FENCE FITTINGS vol. 01.06   (2003 r.)

ASTM F 654 SPECIFICATION FOR RESIDENTIAL CHAIN LINK FENCE GATES vol. 01.06   (2003 r.)

TEST METHOD FOR DETERMINATION OF TGA AIR REACTIVITY OF BAKED CARBON ANODES AND 
CATHODE BLOCKS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF ASPHALTENES (HEPTANE INSOLUBLES) IN CRUDE 
PETROLEUM AND PETROLEUM PRODUCTS

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF FREE AND TOTAL GLYCERINE IN B-100 BIODIESEL METHYL 
ESTERS BY GAS CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF AROMATIC HYDROCARBON TYPES IN MIDDLE DISTILLATES-
HIGH PERFORMANCE LIQUID CHROMATOGRAPHY METHOD WITH REFRACTIVE INDEX DETECTION

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATION OF AUTOMOTIVE ENGINE OILS FOR INHIBITION OF DEPOSIT 
FORMATION IN A SPARK-IGNITION INTERNAL COMBUSTION ENGINE FUELED WITH GASOLINE AND 
OPERATED UNDER LOW-TEMPERATURE, LIGHT-DUTY CONDITIONS

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF WEAR METALS AND CONTAMINANTS IN USED LUBRICATING 
OILS OR USED HYDRAULIC FLUIDS BY ROTATING DISC ELECTRODE ATOMIC EMISSION SPECTROMETRY

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR MEASURING VISCOSITY AT HIGH SHEAR RATE BY TAPERED BEARING SIMULATOR 
VISCOMETER AT 100 DEGREE C

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR LABORATORY BIAS DETECTION USING SINGLE TEST RESULT FROM STANDARD 
MATERIAL

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATION OF ENGINE OILS IN DIESEL FOUR-STROKE CYCLE SUPERCHARGED 
1M-PC SINGLE CYLINDER OIL TEST ENGINE

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF INDIVIDUAL COMPONENTS IN SPARK IGNITION ENGINE FUELS 
BY HIGH RESOLUTION GAS CHROMATOGRAPHY

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR DETERMINING A FLOW-PROPORTIONED AVERAGE PROPERTY VALUE (FPAP) FOR A 
COLLECTED BATCH OF PROCESS STREAM MATERIAL USING STREAM ANALYZER DATA

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR DETERMINATION OF TOTAL VOLATILE SULFUR IN GASEOUS HYDROCARBONS AND 
LIQUEFIED PETROLEUM GASES BY ULTRAVIOLET FLUORESCENCE

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATION OF ENGINE OILS IN A HIGH SPEED, SINGLE-CYLINDER DIESEL ENGINE-
CATERPILLAR 1P TEST PROCEDURE

Petroleum Products and Lubricants (IV): D5966 
- latest

PRACTICE FOR STATISTICAL ASSESSMENT AND IMPROVEMENT OF THE EXPECTED AGREEMENT 
BETWEEN TWO TEST METHODS THAT PURPORT TO MEASURE THE SAME PROPERTY OF A MATERIAL

Petroleum Products and Lubricants (IV): D5966 
- latest

TEST METHOD FOR EVALUATION OF AUTOMOTIVE ENGINE OILS IN THE SEQUENCE 8 SPARK-IGNITION 
ENGINE (CLR OIL TEST ENGINE)

Petroleum Products and Lubricants (IV): D5966 
- latest

Petroleum Products and Lubricants (IV): D5966 
- latest

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Aluminum and Magnesium Alloys

PRACTICE FOR DETECTION OF LARGE INCLUSIONS IN BEARING QUALITY STEEL BY THE ULTRASONIC 
METHOD Steel - Bars, Forgings, Bearing, Chain, Springs

METHOD FOR EVALUATING MACHINING PERFORMANCE OF FERROUS METALS USING AN AUTOMATIC 
SCREW/BAR MACHINE Steel - Bars, Forgings, Bearing, Chain, Springs

GUIDE FOR THE IDENTIFICATION OF METALS AND ALLOYS IN COMPUTERIZED MATERIAL PROPERTY 
DATABASES

Metallic and Inorganic Coatings; Metal 
Powders, Sintered P/M Structural Parts

Copper and Copper Alloys

SPECIFICATION FOR DESIGN, FABRICATION, AND INSTALLATION OF FENCES CONSTRUCTED OF WOOD 
AND RELATED MATERIALS Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products
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ASTM F 668 vol. 01.06   (2003 r.)

ASTM F 761 vol. 01.06   (2003 r.)

ASTM F 900 SPECIFICATION FOR INDUSTRIAL AND COMMERCIAL SWING GATES vol. 01.06   (2003 r.)

ASTM F 934 SPECIFICATION FOR STANDARD COLORS FOR POLYMER-COATED CHAIN LINK FENCE MATERIALS vol. 01.06   (2003 r.)

ASTM F 964 SPECIFICATION FOR RIGID POLY (VINYL CHLORIDE) (PVC) EXTERIOR PROFILES USED FOR FENCING vol. 01.06   (2003 r.)

ASTM F 969 PRACTICE FOR CONSTRUCTION OF CHAIN-LINK TENNIS COURT FENCE vol. 01.06   (2003 r.)

ASTM F 1043 vol. 01.06   (2003 r.)

ASTM F 1083 vol. 01.06   (2003 r.)

ASTM F 1183 SPECIFICATION FOR ALUMINUM ALLOY CHAIN LINK FENCE FABRIC vol. 01.06   (2003 r.)

ASTM F 1184 SPECIFICATION FOR INDUSTRIAL AND COMMERCIAL HORIZONTAL SLIDE GATES vol. 01.06   (2003 r.)

ASTM F 1267 SPECIFICATION FOR METAL, EXPANDED, STEEL vol. 01.03   (2003 r.)

ASTM F 1345 vol. 01.06   (2003 r.)

ASTM F 1379 TERMINOLOGY RELATING TO BARBED TAPE vol. 01.06   (2003 r.)

ASTM F 1553 GUIDE FOR SPECIFYING INDUSTRIAL AND COMMERCIAL CHAIN LINK FENCE vol. 01.06   (2003 r.)

ASTM F 1664 vol. 01.06   (2003 r.)

ASTM F 1665 vol. 01.06   (2003 r.)

ASTM F 1712 vol. 01.06   (2003 r.)

ASTM F 1908 GUIDE FOR FENCES FOR RESIDENTIAL OUTDOOR SWIMMING POOLS, HOT TUBS, AND SPAS vol. 01.06   (2003 r.)

ASTM F 1910 SPECIFICATION FOR LONG BARBED TAPE OBSTACLES vol. 01.06   (2003 r.)

ASTM F 1911 PRACTICE FOR INSTALLATION OF BARBED TAPE vol. 01.06   (2003 r.)

ASTM F 1999 PRACTICE FOR INSTALLATION OF RIGID POLY(VINYL CHLORIDE) (PVC) FENCE SYSTEMS vol. 01.06   (2003 r.)

ASTM F 2000 GUIDE FOR FENCES FOR BALLFIELDS AND OTHER SPORTS FACILITIES vol. 01.06   (2003 r.)

ASTM F 2049 vol. 01.06   (2003 r.)

ASTM F 2200 SPECIFICATION FOR AUTOMATED VEHICULAR GATE CONSTRUCTION vol. 01.06   (2003 r.)

ASTM P S121 PROVISIONAL SPECIFICATION FOR BIODIESEL FUEL (B100) BLEND STOCK FOR DISTILLATE FUELS vol. 05.04   (2002 r.)

SPECIFICATION FOR POLY(VINYL CHLORIDE) (PVC) AND OTHER ORGANIC POLYMER-COATED STEEL 
CHAIN-LINK FENCE FABRIC Coated Steel Products

SPECIFICATION FOR STRENGHT REQUIREMENTS OF TUBULAR STEEL POSTS AND RAILS FOR 
RESIDENTIAL CHAIN-LINK FENCE Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

SPECIFICATION FOR STRENGTH AND PROTECTIVE COATINGS ON METAL INDUSTRIAL CHAIN LINK 
FENCE FRAMEWORK Coated Steel Products

SPECIFICATION FOR PIPE, STEEL, HOT-DIPPED ZINC-COATED (GALVANIZED) WELDED, FOR FENCE 
STRUCTURES Coated Steel Products

Coated Steel Products

Coated Steel Products

Steel - Plate, Sheet, Strip, Wire; Stainless Steel 
Bar

SPECIFICATION FOR ZINC-5% ALUMINIUM-MISCHMETAL ALLOY-COATED STEEL CHAIN-LINK FENCE 
FABRIC Coated Steel Products

Coated Steel Products

Coated Steel Products

SPECIFICATION FOR POLY(VINYL CHLORIDE) (PVC)-COATED STEEL TENSION WIRE USED WITH CHAIN-
LINK FENCE Coated Steel Products

SPECIFICATION FOR POLY(VINYL CHLORIDE) (PVC) AND OTHER CONFORMING ORGANIC POLYMER-
COATED STEEL BARBED WIRE USED WITH CHAIN-LINK FENCE Coated Steel Products

SPECIFICATION FOR STEEL CHAIN-LINK FENCING MATERIALS USED IN DETENTION AND 
CORRECTIONAL FACILITIES Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

Coated Steel Products

GUIDE FOR FENCES/BARRIERS FOR PUBLIC, COMMERCIAL, AND MULTI-FAMILY RESIDENTAIL USE 
OUTDOOR PLAY AREAS Coated Steel Products

Coated Steel Products

Petroleum Products and Lubricants (IV): D5966 
- latest


