<table>
<thead>
<tr>
<th>nr normy</th>
<th>rok wyd.</th>
<th>(Handbook nr: rok)</th>
</tr>
</thead>
<tbody>
<tr>
<td>DIN 6</td>
<td>Part 1</td>
<td>1986 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN 6</td>
<td>Part 2</td>
<td>1986 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN 13</td>
<td>1</td>
<td>1999 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN 13</td>
<td>1</td>
<td>1999 (Handbook 45: 2009) Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 13</td>
<td>2</td>
<td>1999 (Handbook 45: 2009) Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 13</td>
<td>6</td>
<td>1999 (Handbook 45: 2009) Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 13</td>
<td>8</td>
<td>1999 (Handbook 45: 2009) Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 13</td>
<td>12</td>
<td>1999 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN 13</td>
<td>13</td>
<td>1999 (Handbook 45: 2009) Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 13</td>
<td>19</td>
<td>1999 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN 13</td>
<td>20</td>
<td>2000 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN 74</td>
<td></td>
<td>2003 (Handbook 193: 2011) Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN 76</td>
<td>1</td>
<td>2004 (Handbook 45: 2009) Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 76</td>
<td>1</td>
<td>2004 (Handbook 193: 2011) Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN 78</td>
<td></td>
<td>2001 (Handbook 193: 2011) Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN 102</td>
<td></td>
<td>1956 (Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN</td>
<td>Part</td>
<td>Year</td>
</tr>
<tr>
<td>---------</td>
<td>------</td>
<td>------</td>
</tr>
<tr>
<td>DIN 103</td>
<td>Part 2</td>
<td>1977</td>
</tr>
<tr>
<td>DIN 103</td>
<td>Part 4</td>
<td>1977</td>
</tr>
<tr>
<td>DIN 202</td>
<td></td>
<td>1999</td>
</tr>
<tr>
<td>DIN 267</td>
<td>Part 13</td>
<td>1993</td>
</tr>
<tr>
<td>DIN 267</td>
<td>Part 2</td>
<td>1984</td>
</tr>
<tr>
<td>DIN 267</td>
<td>Part 2</td>
<td>1984</td>
</tr>
<tr>
<td>DIN 267</td>
<td>Part 24</td>
<td>1983</td>
</tr>
<tr>
<td>DIN 267</td>
<td>Part 29</td>
<td>1993</td>
</tr>
<tr>
<td>DIN 267</td>
<td>Part 29</td>
<td>1993</td>
</tr>
<tr>
<td>DIN 314</td>
<td></td>
<td>1999</td>
</tr>
<tr>
<td>DIN 315</td>
<td></td>
<td>1998</td>
</tr>
<tr>
<td>Code</td>
<td>Year</td>
<td>Handbook</td>
</tr>
<tr>
<td>--------</td>
<td>--------</td>
<td>------------</td>
</tr>
<tr>
<td>DIN 316</td>
<td>1998</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 318</td>
<td>1999</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 323 Part 1</td>
<td>1974</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 332 Part 1</td>
<td>1986</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 380 Part 1</td>
<td>1985</td>
<td>45:2009</td>
</tr>
<tr>
<td>DIN 380 Part 2</td>
<td>1985</td>
<td>45:2009</td>
</tr>
<tr>
<td>DIN 404</td>
<td>2006</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 405 1</td>
<td>1997</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 405 2</td>
<td>1997</td>
<td>45:2009</td>
</tr>
<tr>
<td>DIN 406 Part 10</td>
<td>1992</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 406 Part 11</td>
<td>1992</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 406 Part 12</td>
<td>1992</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 431</td>
<td>2000</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 434</td>
<td>2000</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 435</td>
<td>2000</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 436</td>
<td>1990</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 440</td>
<td>2001</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 444</td>
<td>1983</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 464</td>
<td>2007</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 466</td>
<td>2006</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 467</td>
<td>2006</td>
<td>140:2007</td>
</tr>
<tr>
<td>DIN 471</td>
<td>1981</td>
<td>3:2009</td>
</tr>
<tr>
<td>DIN 471</td>
<td>2011</td>
<td>43:2012</td>
</tr>
<tr>
<td>DIN 472</td>
<td>1981</td>
<td>3:2008</td>
</tr>
<tr>
<td>DIN 472</td>
<td>2011</td>
<td>43:2012</td>
</tr>
<tr>
<td>DIN 475 Part 1</td>
<td>1984</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 475 Part 1</td>
<td>1984</td>
<td>193:2011</td>
</tr>
<tr>
<td>DIN 476 Part 2</td>
<td>1991</td>
<td>1:2001</td>
</tr>
<tr>
<td>DIN 478</td>
<td>1985</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 479</td>
<td>1985</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 480</td>
<td>1985</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 488 2</td>
<td>2009</td>
<td>28:2011</td>
</tr>
<tr>
<td>DIN 488 3</td>
<td>2009</td>
<td>28:2011</td>
</tr>
<tr>
<td>DIN 488 4</td>
<td>2009</td>
<td>28:2011</td>
</tr>
<tr>
<td>DIN 488 5</td>
<td>2009</td>
<td>28:2011</td>
</tr>
<tr>
<td>DIN 513 Part 1</td>
<td>1985</td>
<td>45:2009</td>
</tr>
<tr>
<td>DIN 513 Part 2</td>
<td>1985</td>
<td>45:2009</td>
</tr>
<tr>
<td>DIN 513 Part 3</td>
<td>1985</td>
<td>45:2009</td>
</tr>
<tr>
<td>DIN 525</td>
<td>2009</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 529</td>
<td>2010</td>
<td>10:2011</td>
</tr>
<tr>
<td>DIN 546</td>
<td>1986</td>
<td>140:2007</td>
</tr>
<tr>
<td>Standard</td>
<td>Year</td>
<td>Source</td>
</tr>
<tr>
<td>-----------------</td>
<td>------</td>
<td>--------</td>
</tr>
<tr>
<td>DIN 547</td>
<td>2006</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 548</td>
<td>2007</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 557</td>
<td>1994</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 561</td>
<td>1995</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 562</td>
<td>2000</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 564</td>
<td>1995</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 571</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 580</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 582</td>
<td>2003</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 603</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 604</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 605</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 607</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 608</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 609</td>
<td>1995</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 623</td>
<td>Part 1 1993</td>
<td>Handbook 1: 2001</td>
</tr>
<tr>
<td>DIN 653</td>
<td>2006</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 780</td>
<td>Part 1 1977</td>
<td>Handbook 1: 2001</td>
</tr>
<tr>
<td>DIN 780</td>
<td>Part 2 1977</td>
<td>Handbook 1: 2001</td>
</tr>
<tr>
<td>DIN 787</td>
<td>2005</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 797</td>
<td>2009</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 835</td>
<td>2010</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 867</td>
<td>1986</td>
<td>Handbook 1: 2001</td>
</tr>
<tr>
<td>DIN 868</td>
<td>1976</td>
<td>Handbook 1: 2001</td>
</tr>
<tr>
<td>DIN 906</td>
<td>1992</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 908</td>
<td>1992</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 909</td>
<td>1992</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 917</td>
<td>2000</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 918</td>
<td>Suppl. 3 2005</td>
<td>Handbook 140: 2007</td>
</tr>
<tr>
<td>DIN 918</td>
<td>Suppl. 3 2010</td>
<td>Handbook 193: 2011</td>
</tr>
<tr>
<td>DIN 918</td>
<td>1979</td>
<td>Handbook 193: 2011</td>
</tr>
<tr>
<td>DIN 920</td>
<td>2006</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 921</td>
<td>2007</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 922</td>
<td>2006</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN 923</td>
<td>2006</td>
<td>Handbook 10: 2011</td>
</tr>
<tr>
<td>DIN</td>
<td>Year</td>
<td>Title</td>
</tr>
<tr>
<td>-------------</td>
<td>------</td>
<td>----------------------------------------------------------------------</td>
</tr>
<tr>
<td>DIN 928</td>
<td>2006</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 929</td>
<td>2006</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 931 Part 2</td>
<td>1987</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
</tr>
<tr>
<td>DIN 935 1</td>
<td>2000</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 935 3</td>
<td>2000</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 962</td>
<td>2001</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 976 1</td>
<td>2002</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
</tr>
<tr>
<td>DIN 976 2</td>
<td>2009</td>
<td>Mechanical engineering - Steel pipelines</td>
</tr>
<tr>
<td>DIN 988</td>
<td>1990</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN</td>
<td>Part</td>
<td>Year</td>
</tr>
<tr>
<td>-----------</td>
<td>------</td>
<td>------</td>
</tr>
<tr>
<td>1301</td>
<td></td>
<td>1993</td>
</tr>
<tr>
<td>1305</td>
<td></td>
<td>1988</td>
</tr>
<tr>
<td>1314</td>
<td></td>
<td>1977</td>
</tr>
<tr>
<td>1319</td>
<td>1</td>
<td>1995</td>
</tr>
<tr>
<td>1319</td>
<td>3</td>
<td>1996</td>
</tr>
<tr>
<td>1319</td>
<td>Part 2</td>
<td>1980</td>
</tr>
<tr>
<td>1441</td>
<td></td>
<td>1974</td>
</tr>
<tr>
<td>1445</td>
<td></td>
<td>2011</td>
</tr>
<tr>
<td>1445</td>
<td></td>
<td>2011</td>
</tr>
<tr>
<td>1448 Sheet 1</td>
<td>1970</td>
<td></td>
</tr>
<tr>
<td>1449</td>
<td></td>
<td>1970</td>
</tr>
<tr>
<td>1469</td>
<td></td>
<td>2012</td>
</tr>
<tr>
<td>1478</td>
<td></td>
<td>2005</td>
</tr>
<tr>
<td>1479</td>
<td></td>
<td>2005</td>
</tr>
<tr>
<td>1480</td>
<td></td>
<td>2005</td>
</tr>
<tr>
<td>1587</td>
<td></td>
<td>2000</td>
</tr>
<tr>
<td>1986</td>
<td>4</td>
<td>2003</td>
</tr>
<tr>
<td>1988</td>
<td>Part 1</td>
<td>1988</td>
</tr>
<tr>
<td>1988</td>
<td>Part 2</td>
<td>1988</td>
</tr>
<tr>
<td>1988</td>
<td>Part 3</td>
<td>1988</td>
</tr>
<tr>
<td>1988</td>
<td>Part 5</td>
<td>1988</td>
</tr>
<tr>
<td>2093</td>
<td></td>
<td>2006</td>
</tr>
<tr>
<td>2095</td>
<td></td>
<td>1973</td>
</tr>
<tr>
<td>2096</td>
<td>Part 1</td>
<td>1981</td>
</tr>
<tr>
<td>2097</td>
<td></td>
<td>1973</td>
</tr>
<tr>
<td>2211</td>
<td>Part 1</td>
<td>1984</td>
</tr>
<tr>
<td>2403</td>
<td></td>
<td>2007</td>
</tr>
<tr>
<td>2403</td>
<td></td>
<td>2007</td>
</tr>
<tr>
<td>2429</td>
<td>Part 1</td>
<td>1988</td>
</tr>
<tr>
<td>2429</td>
<td>Part 2</td>
<td>1988</td>
</tr>
<tr>
<td>2429 Part 2 Suppl.1</td>
<td>1988</td>
<td></td>
</tr>
<tr>
<td>2430</td>
<td>1</td>
<td>2009</td>
</tr>
<tr>
<td>2430</td>
<td>2</td>
<td>2009</td>
</tr>
<tr>
<td>2430</td>
<td>3</td>
<td>2009</td>
</tr>
<tr>
<td>2509</td>
<td></td>
<td>1986</td>
</tr>
<tr>
<td>2509</td>
<td></td>
<td>1986</td>
</tr>
<tr>
<td>2509</td>
<td></td>
<td>1986</td>
</tr>
<tr>
<td>2510</td>
<td>Part 1</td>
<td>1974</td>
</tr>
<tr>
<td>2510</td>
<td>Part 1</td>
<td>1974</td>
</tr>
<tr>
<td>2510</td>
<td>Part 2</td>
<td>1971</td>
</tr>
<tr>
<td>2510</td>
<td>Part 2</td>
<td>1971</td>
</tr>
<tr>
<td>2510</td>
<td>Part 2</td>
<td>1971</td>
</tr>
<tr>
<td>2510</td>
<td>Part 2</td>
<td>1971</td>
</tr>
<tr>
<td>2510</td>
<td>Part 3</td>
<td>1971</td>
</tr>
<tr>
<td>2510</td>
<td>Part 3</td>
<td>1971</td>
</tr>
<tr>
<td>2510</td>
<td>Part 3</td>
<td>1971</td>
</tr>
<tr>
<td>DIN</td>
<td>Part</td>
<td>Year</td>
</tr>
<tr>
<td>-------</td>
<td>------</td>
<td>------</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 4</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 4</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 5</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 5</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 5</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 6</td>
<td>1974</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 6</td>
<td>1974</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 6</td>
<td>1974</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 7</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 7</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 7</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 8</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2510</td>
<td>Part 8</td>
<td>1971</td>
</tr>
<tr>
<td>DIN 2916</td>
<td></td>
<td>1975</td>
</tr>
<tr>
<td>DIN 2916</td>
<td></td>
<td>1975</td>
</tr>
<tr>
<td>DIN 3567</td>
<td></td>
<td>1963</td>
</tr>
<tr>
<td>DIN 3567</td>
<td></td>
<td>1963</td>
</tr>
<tr>
<td>DIN 3570</td>
<td></td>
<td>1968</td>
</tr>
<tr>
<td>DIN 3570</td>
<td></td>
<td>1968</td>
</tr>
<tr>
<td>DIN 3858</td>
<td></td>
<td>2005</td>
</tr>
<tr>
<td>DIN 3998</td>
<td>Part 1</td>
<td>1976</td>
</tr>
<tr>
<td>DIN 4279</td>
<td>Part 4</td>
<td>1975</td>
</tr>
<tr>
<td>DIN 4279</td>
<td>Part 9</td>
<td>1975</td>
</tr>
<tr>
<td>DIN 4760</td>
<td></td>
<td>1982</td>
</tr>
<tr>
<td>DIN 6063</td>
<td>1</td>
<td>2004</td>
</tr>
<tr>
<td>DIN 6063</td>
<td>2</td>
<td>2004</td>
</tr>
<tr>
<td>DIN 6303</td>
<td></td>
<td>2006</td>
</tr>
<tr>
<td>DIN 6330</td>
<td></td>
<td>2003</td>
</tr>
<tr>
<td>DIN 6331</td>
<td></td>
<td>2003</td>
</tr>
<tr>
<td>DIN 6340</td>
<td></td>
<td>1987</td>
</tr>
<tr>
<td>DIN 6791</td>
<td></td>
<td>2012</td>
</tr>
<tr>
<td>DIN 6796</td>
<td></td>
<td>1987</td>
</tr>
<tr>
<td>Standard Number</td>
<td>Year</td>
<td>Description</td>
</tr>
<tr>
<td>-----------------</td>
<td>------</td>
<td>-------------</td>
</tr>
<tr>
<td>DIN 6799</td>
<td>2011</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6880</td>
<td>1975</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN 6880</td>
<td>2011</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6881</td>
<td>1956</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6883</td>
<td>1956</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6884</td>
<td>1956</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6885 Part 1</td>
<td>1968</td>
<td>Mechanical engineering - Basic standards 2</td>
</tr>
<tr>
<td>DIN 6885 Part 1</td>
<td>1968</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6885 Part 3</td>
<td>1956</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6886</td>
<td>1967</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6887</td>
<td>1968</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6888</td>
<td>1956</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6889</td>
<td>1956</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 6900 5</td>
<td>2004</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 6900 5</td>
<td>2004</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 6908</td>
<td>1995</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 6912</td>
<td>2009</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 6917</td>
<td>1989</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 6918</td>
<td>1990</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 6928</td>
<td>2008</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7273 Sheet 1</td>
<td>1970</td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 7331</td>
<td>2011</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 7338</td>
<td>2011</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 7339</td>
<td>2011</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 7340</td>
<td>2011</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 7341</td>
<td>1977</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 7349</td>
<td>1974</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 7349</td>
<td>2009</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 7500 1</td>
<td>2009</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7500 1</td>
<td>2009</td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
</tr>
<tr>
<td>DIN 7500 Part 2</td>
<td>1984</td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN 7513</td>
<td>1995</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7516</td>
<td>1995</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7527 Part 6</td>
<td>1975</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN 7565</td>
<td>1965</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 7604</td>
<td>1992</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7753 Part 1</td>
<td>1988</td>
<td>Mechanical engineering - Basic standards 2</td>
</tr>
<tr>
<td>DIN 7756</td>
<td>1979</td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 7968</td>
<td>2007</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7969</td>
<td>2007</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7975</td>
<td>1989</td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN 7984</td>
<td>2009</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7989 1</td>
<td>2001</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 7989 2</td>
<td>2001</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 7990</td>
<td>2008</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 7992</td>
<td>2010</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>Standard</td>
<td>Year</td>
<td>Reference</td>
</tr>
<tr>
<td>-----------</td>
<td>-------</td>
<td>-----------</td>
</tr>
<tr>
<td>DIN 28090 2</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28090 2</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28090 3</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28090 3</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 1</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 1</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 2</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 2</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 3</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 3</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 4</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 28091 4</td>
<td>1995</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 30670</td>
<td>1991</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 30672</td>
<td>2000</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>DIN 30673</td>
<td>1986</td>
<td>(Handbook 142: 2006)</td>
</tr>
<tr>
<td>Code</td>
<td>Year</td>
<td>Description</td>
</tr>
<tr>
<td>------------</td>
<td>------</td>
<td>-----------------------------------------------------------------------------</td>
</tr>
<tr>
<td>DIN 34814</td>
<td>1999</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 34815</td>
<td>1999</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 34816</td>
<td>1999</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 34817</td>
<td>2001</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 34819</td>
<td>2008</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 34820</td>
<td>2004</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN 34821</td>
<td>2005</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 34822</td>
<td>2005</td>
<td>Mechanical engineering - Basic standards 2</td>
</tr>
<tr>
<td>DIN 34827</td>
<td>2009</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 34827</td>
<td>2005</td>
<td>Fasteners 1 - Dimensional standards for bolts, screws and studs - National Standards</td>
</tr>
<tr>
<td>DIN 40430</td>
<td>1971</td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN 50115</td>
<td>1991</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
</tr>
<tr>
<td>DIN 50115</td>
<td>1991</td>
<td>Mechanical engineering - Steel pipelines</td>
</tr>
<tr>
<td>DIN 50125</td>
<td>2004</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
</tr>
<tr>
<td>DIN 50125</td>
<td>2009</td>
<td>Mechanical engineering - Steel pipelines</td>
</tr>
<tr>
<td>DIN 59051</td>
<td>2004</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN 59200</td>
<td>2001</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN 59220</td>
<td>2000</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN 59231</td>
<td>2003</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN 68163</td>
<td>1982</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN 80705</td>
<td>1990</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN 764</td>
<td>2004</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 764</td>
<td>2002</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 764</td>
<td>2002</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 764</td>
<td>2003</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 764</td>
<td>2003</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 805</td>
<td>2000</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 1333</td>
<td>2006</td>
<td>Steel pipelines - Basic standards</td>
</tr>
<tr>
<td>DIN EN 1515</td>
<td>2000</td>
<td>Steel pipelines 3 - Standards for use in the design and construction of pipework</td>
</tr>
<tr>
<td>DIN EN 1515</td>
<td>2002</td>
<td>Steel pipelines 3 - Standards for use in the design and construction of pipework</td>
</tr>
<tr>
<td>DIN EN 1661</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN 1663</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN 1664</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN 1666</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN 1667</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN 10002</td>
<td>2001</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
</tr>
<tr>
<td>DIN EN 10017</td>
<td>2005</td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN EN 10020</td>
<td>2000</td>
<td>Mechanical engineering - Basic standards 2</td>
</tr>
<tr>
<td>DIN EN</td>
<td>Number</td>
<td>Year</td>
</tr>
<tr>
<td>--------</td>
<td>--------</td>
<td>------</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10045</td>
<td>Part 1</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10204</td>
<td></td>
</tr>
<tr>
<td>DIN EN</td>
<td>10204</td>
<td></td>
</tr>
<tr>
<td>DIN EN</td>
<td>10208</td>
<td>1</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10208</td>
<td>2</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10220</td>
<td></td>
</tr>
<tr>
<td>DIN EN</td>
<td>10226</td>
<td>1</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10226</td>
<td>1</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10226</td>
<td>1</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10226</td>
<td>2</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10226</td>
<td>3</td>
</tr>
<tr>
<td>DIN EN</td>
<td>10230</td>
<td>1</td>
</tr>
</tbody>
</table>

Strona 11
<table>
<thead>
<tr>
<th>DIN EN</th>
<th>Number</th>
<th>Year</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>DIN EN 10255</td>
<td>2007</td>
<td>Steel pipelines - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN 10297 2</td>
<td>2006</td>
<td>(Handbook 15/1: 2010) Steel pipelines - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN 10311</td>
<td>2005</td>
<td>(Handbook 15/1: 2010) Steel pipelines - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN 12056 1</td>
<td>2001</td>
<td>(Handbook 15/1: 2010) Steel pipelines - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN 12068</td>
<td>1999</td>
<td>(Handbook 142: 2006) Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN 12084</td>
<td>2001</td>
<td>(Handbook 142: 2006) Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN 12266 1</td>
<td>2003</td>
<td>(Handbook 142: 2006) Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN 12266 2</td>
<td>2012</td>
<td>(Handbook 15/5: 2010) Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN 12732</td>
<td>2000</td>
<td>(Handbook 15/1: 2010) Steel pipelines - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN 13555</td>
<td>2005</td>
<td>(Handbook 15/5: 2010) Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN 14218</td>
<td>2003</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN 14399 3</td>
<td>2006</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN 14399 4</td>
<td>2006</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN 14399 5</td>
<td>2006</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN 14399 6</td>
<td>2006</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN 14772</td>
<td>2005</td>
<td>(Handbook 142: 2006) Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN 20225</td>
<td>1992</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN 20898 Part 3</td>
<td>1994</td>
<td>(Handbook 142: 2006) Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN 22553</td>
<td>1997</td>
<td>(Handbook 1: 2001) Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>DIN EN 28738</td>
<td>1992</td>
<td>(Handbook 140: 2007) Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>Standard</td>
<td>Year</td>
<td>Description</td>
<td></td>
</tr>
<tr>
<td>--------------------------------</td>
<td>-------</td>
<td>-----------------------------------------------------------------------------</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4042</td>
<td>2001</td>
<td>Steel pipelines - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 1</td>
<td>2004</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 2</td>
<td>2003</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 3</td>
<td>2006</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 4</td>
<td>2004</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 5</td>
<td>2004</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 6</td>
<td>2004</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 7</td>
<td>2004</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4126 2 Cor. 1</td>
<td>2009</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4288</td>
<td>1998</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4753</td>
<td>2000</td>
<td>Fasteners 5 - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4757</td>
<td>1994</td>
<td>Fasteners 5 - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4759 1</td>
<td>2001</td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4759 2</td>
<td>2000</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 4759 3</td>
<td>2000</td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 6157 2</td>
<td>2004</td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 6708</td>
<td>1995</td>
<td>Steel pipelines - Basic standards</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 6708</td>
<td>1995</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 6892 1</td>
<td>2009</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 7040</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 7042</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 7089</td>
<td>2000</td>
<td>Mechanical engineering - Basic standards 2</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 7092</td>
<td>2000</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 7094</td>
<td>2000</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 7119</td>
<td>1998</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8492</td>
<td>2004</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8492</td>
<td>2004</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8493</td>
<td>2004</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8493</td>
<td>2004</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8494</td>
<td>2004</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8494</td>
<td>2004</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8495</td>
<td>2004</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8495</td>
<td>2004</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8496</td>
<td>2004</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8496</td>
<td>2004</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8673</td>
<td>2001</td>
<td>Mechanical engineering - Steel pipelines</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8673</td>
<td>2001</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
<td></td>
</tr>
<tr>
<td>DIN EN ISO 8673</td>
<td>2001</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
<td></td>
</tr>
<tr>
<td>Standard</td>
<td>Year</td>
<td>Handbook</td>
<td>Description</td>
</tr>
<tr>
<td>-----------------</td>
<td>--------</td>
<td>-----------</td>
<td>-----------------------------------------------------------------------------</td>
</tr>
<tr>
<td>DIN EN ISO 8674</td>
<td>2001</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 8674</td>
<td>2001</td>
<td>(142: 2006)</td>
<td>Steel pipelines 3 - Standards for accessories and testing</td>
</tr>
<tr>
<td>DIN EN ISO 8675</td>
<td>2001</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 8992</td>
<td>2005</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 10485</td>
<td>2004</td>
<td>(55: 2011)</td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
</tr>
<tr>
<td>DIN EN ISO 10511</td>
<td>1998</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 10512</td>
<td>1998</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 10513</td>
<td>1998</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 10669</td>
<td>1999</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 10673</td>
<td>1998</td>
<td>(140: 2007)</td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 11562</td>
<td>1998</td>
<td>(1: 2001)</td>
<td>Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN EN ISO 13337</td>
<td>2009</td>
<td>(43:2012)</td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15549</td>
<td>2011</td>
<td>(15/5:2013)</td>
<td>Mechanical engineering - Steel pipelines</td>
</tr>
<tr>
<td>Standard</td>
<td>Year</td>
<td>Volume</td>
<td>Description</td>
</tr>
<tr>
<td>----------------------------------</td>
<td>-------</td>
<td>--------</td>
<td>-----------------------------------------------------------------------------</td>
</tr>
<tr>
<td>DIN EN ISO 15974</td>
<td>2001</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15975</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15976</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15977</td>
<td>2011</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15978</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15979</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15980</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15981</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15982</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15983</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 15984</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 16047</td>
<td>2005</td>
<td></td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
</tr>
<tr>
<td>DIN EN ISO 16048</td>
<td>2003</td>
<td></td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
</tr>
<tr>
<td>DIN EN ISO 16426</td>
<td>2003</td>
<td></td>
<td>Fasteners 3 - Standards for technical delivery conditions for bolts, screws, nuts and washers</td>
</tr>
<tr>
<td>DIN EN ISO 16582</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 16583</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 16584</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 16585</td>
<td>2003</td>
<td></td>
<td>Mechanical engineering - Fasteners 2</td>
</tr>
<tr>
<td>DIN EN ISO 18286</td>
<td>2010</td>
<td></td>
<td>Iron and steel - Dimensional standards</td>
</tr>
<tr>
<td>DIN EN ISO 21670</td>
<td>2004</td>
<td></td>
<td>Fasteners 4 - Dimensional standards for nuts and accessories for bolt/nut assemblies</td>
</tr>
<tr>
<td>DIN EN ISO 23429</td>
<td>2004</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 68 1</td>
<td>1999</td>
<td></td>
<td>Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN ISO 68 1</td>
<td>1999</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 261 1</td>
<td>1999</td>
<td></td>
<td>Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN ISO 261 1</td>
<td>1999</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 261 2</td>
<td>1999</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 262 1</td>
<td>1999</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 262 1</td>
<td>1999</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 724 1</td>
<td>1999</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 865 1</td>
<td>1999</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 885 1</td>
<td>2001</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 1</td>
<td>1999</td>
<td></td>
<td>Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN ISO 965 2 1</td>
<td>1999</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 2 2</td>
<td>1999</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 3</td>
<td>1999</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 3 3</td>
<td>1999</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 4 1</td>
<td>2002</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 4 1</td>
<td>2002</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 5 1</td>
<td>2002</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 5 2</td>
<td>2002</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 965 5 3</td>
<td>2002</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 1891</td>
<td>2009</td>
<td></td>
<td>Fasteners 5 - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 5456 3</td>
<td>1998</td>
<td></td>
<td>Mechanical engineering - Basic standards 1</td>
</tr>
<tr>
<td>DIN ISO 8038 1</td>
<td>2006</td>
<td></td>
<td>Threads for engineering - Basic standards</td>
</tr>
<tr>
<td>DIN ISO 10823</td>
<td>2006</td>
<td></td>
<td>Mechanical engineering - Basic standards 2</td>
</tr>
<tr>
<td>Standard</td>
<td>Year</td>
<td>Description</td>
<td></td>
</tr>
<tr>
<td>----------</td>
<td>------</td>
<td>-------------</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 15504</td>
<td>2011</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 15504</td>
<td>2011</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 15504</td>
<td>2011</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 15504</td>
<td>2011</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 19770</td>
<td>2009</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 27001</td>
<td>2008</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>DIN ISO/IEC 27002</td>
<td>2008</td>
<td>Information, Communication - IT Management</td>
<td></td>
</tr>
<tr>
<td>ISO 14</td>
<td>1982</td>
<td>Mechanical engineering - Basic standards 2</td>
<td></td>
</tr>
<tr>
<td>ISO 272</td>
<td>1982</td>
<td>Fasteners 5 - Basic standards</td>
<td></td>
</tr>
<tr>
<td>ISO 286</td>
<td>1988</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>ISO 286</td>
<td>1988</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>ISO 1101</td>
<td>1983</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>ISO 1302</td>
<td>1992</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>ISO 2553</td>
<td>1992</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>DIN EN 22553</td>
<td>1992</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>ISO 2768</td>
<td>1989</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>ISO 2768</td>
<td>1989</td>
<td>Steel pipelines - Standards for use in the design and construction of pipework</td>
<td></td>
</tr>
<tr>
<td>ISO 4379</td>
<td>1993</td>
<td>Mechanical engineering - Basic standards 2</td>
<td></td>
</tr>
<tr>
<td>ISO 5855</td>
<td>1999</td>
<td>Threads for engineering - Basic standards</td>
<td></td>
</tr>
<tr>
<td>ISO 6698</td>
<td>1989</td>
<td>Threads for engineering - Basic standards</td>
<td></td>
</tr>
<tr>
<td>ISO 8015</td>
<td>1985</td>
<td>Mechanical engineering - Basic standards 1</td>
<td></td>
</tr>
<tr>
<td>ISO 14588</td>
<td>2000</td>
<td>Mechanical engineering - Fasteners 2</td>
<td></td>
</tr>
<tr>
<td>LN 9163 Part 1</td>
<td>1980</td>
<td>Threads for engineering - Basic standards</td>
<td></td>
</tr>
</tbody>
</table>